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1 Reason for Change

This CR proposes a new section named “Shared AOI Connectivity Requirements” and re-categorizing the requirements in 5.1 High-Level Requirements.
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and apply the proposed changes to the AOI RD.
6 Detailed Change Proposal

Change 1:  Add new sub-section “Shared AOI Connectivity Requirements” in Section 5 and re-categorizing the requirements  in Section 5.1
5.X  Shared AOI Connectivity
This section identifies the Shared AOI Connectivity requirements for the AOI  Enabler. The detailed requirements are further identified in the following sections according to the detailed functions identified.
	Label
	Description
	Release

	AOI-HLF-007
	The AOI Enabler SHALL provide a dedicated notification mechanism over Shared AOI Connectivity.

Informational Note: service contents are not included in the notification, so that AOI Enabled Client Application separately retrieves notification-data through a separate communication channel. 
	1.0

	AOI-HLF-008
	The notification mechanism over Shared AOI Connectivity SHOULD support multiple bearers (e.g. use SMS when IP connectivity is not available)
	1.0

	AOI-HLF-009
	The AOI Enabler SHALL provide a notification mechanism over Shared AOI Connectivity in lightweight manner. 
Informational Note: limited amount of service contents in text or binary data format are included in the notification..
	1.0

	AOI-HLF-012
	The AOI Enabler SHALL support the AOI Client to send lightweight messages to AOI Server using a Shared AOI Connectivity

	1.0

	AOI-HLF-024
	The underlying bearer of the Shared AOI Connectivity in place at a specific point of time between the AOI Server and a specific AOI Client SHALL be transparent to the AOI Enabled Application
	1.0

	AOI-HLF-040
	The AOI Client SHALL support a mechanism to completely disable the process of keeping Shared AOI Connectivity alive, e.g. sending keep alive, or configure the trigger period of keeping Shared AOI Connectivity alive infinite.  
	1.0


Change 2:  Add new sub-section “Policy and Capability” in Section 5 and re-categorizing the requirements  in Section 5.1
5.X Policy and  Capability 

	Label
	Description
	Release

	AOI-HLF-011
	The AOI Enabler SHALL support an adaptable communication mechanism between the AOI Client and AOI Server depending on the policy and capability negotiation between AOI Client and AOI Server.

Informational Note: adaptable frequency of communication between the AOI Client and AOI Server based on network condition and application requirements.
	1.0

	AOI-HLF-036
	The AOI Enabler SHALL be able to retrieve information from external sources required for policy decision (e.g. interface with OMC system of Wireless Network to retrieve the system load indicator in order to decide to deliver or not notifications).
Informational Note: the interface to the external sources is out of scope for the AOI Enabler. 
	1.0

	AOI-HLF-042
	The AOI Enabler SHALL support size limitation of messages.
	1.0

	AOI-HLF-043
	The AOI Enabler MAY enable the AOI Service Provider to configure the policies and values of size limitation of messages
	1.0


Change 3:  Remove the re-categorized requirements  in Section 5.1
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