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1 Reason for Contribution

Four types use cases are needed in CMR RD according to the analysis in contribution OMA-REQ-CMR-2008-0003-INP_INP_CMR_UseCase_analysis.  Class 2 refer to the use cases about playing scenarios in CMR BOF white paper, they are related with presentation control. It’s agreed by CMR AHG that we need a use case related with presentation control in CMR RD.
R01: 

In order to explain clearly the presentation control requirements of CMR in OMA, the requirements have been revised. The status of current CAT and CRS (customized ringing signal) related 3GPP technical specs is as following:

· TS 22.182 CAT Service requirements - approved as 3GPP Rel.8 standard
· draft TS 22.183 Proposal for CRS Service requirements (agreed to be part of 3GPP Rel.9)
The analysis of the similar requirements in 3GPP: 
1. When the called party answers the call, the CAT or CRS could continue to play during the conversation depending on user preferences. The user preferences need to be preconfigured before the call established. In order to meet the requirement of continue playing, the preference management in CMR Enabler should allow CMR User to set the CMR resource continually  playing during the conversation.

2. In 3GPP, the continually playing CMR resource only experienced by the calling party. For CMR requirement in OMA, both calling and called party can experience the CMR source after the conversation established according to the user preference or user instructions.

3. When the CAT or CRS is playing, the calling party/called party could stop it and then he could experience the default alerting tone for the duration of the communication establishment. The CRS doesn’t have this type of requirement. In 3GPP, there are no requirements of changing the CAT or CRS during the call establishment. For CMR requirements in OMA, CMR user not only could stop the CMR resource presenting, but also could change it during the call establishment. CMR Enabler should be able to receive the stopping and changing instructions from CMR user directly. 
The calling user could copy the CAT of the called user as his own while the CAT is being played. And the called party could copy the CRS of the calling party as his own CRS. The pre-requisites are that the called user has enabled CAT sharing and the calling user has enabled CRS sharing. The copy instruction from terminal is transmitted to core network. For CMR requirements in OMA, CMR user also could copy the CMR resource while it is being presented, but the copy instruction from terminal could be transmitted to CMR Enabler directly.
R02: making some wording modification

R03: Revised this document based on an offline discussion among David, Ling Ying and Li Li.

        The agreement of the discussion is as following:

        (1) CAT and CRS in 3GPP are only call-related, so the requirements in 3GPP are limited in the call scope. The scope of CMR is much wider than the CAT/CRS.
        (2) In RD stage, we can firstly define all functionalities and in AD/TS decide what requirement should be specified in OMA and for what requirement the 3GPP’s existing specifications should be reused. 

        (3) The possibility of reusing 3GPP’s technologies should be indicated obviously in modularization section of CMR RD.

        Additionally, making some editorial modification for clearer understanding:
(1) Slip the requirements into two tables.

(2) Slip the original CMR-PREM-XX1 requirement to CMR-PREM-XX1 and CMR-PREC-XX6.

(3) Slip the original CMR-PREC-XX4 requirement to CMR-PREC-XX4 and CMR-PREM-XX3.
2 Summary of Contribution

This contribution is to bring several CMR preference control requirements and some related Preference management requirements.

3 Detailed Proposal

6.5 CMR Preference Management Requirements
	Label
	Description
	Enabler Release
	Functional module

	CMR-PREM-XX1
	
CMR Enabler SHALL allow CMR user to set it in his/her preference data to stop or continue playing or presenting the CMR resource when the call is answered.
	CMR 1.0
	Preference Management

	CMR-PREM-XX2
	CMR Enabler SHALL support CMR user to set preference such that the volume of CMR resource can be adjusted.
	CMR 1.0
	Preference Management

	CMR-PREM-XX3
	CMR Enabler SHALL allow CMR user to set the default CMR resource to be presented when the presenting CMR resource is stopped.
	CMR 1.0
	Preference Management


Table 1: CMR Preference Management Requirements
6.6 CMR Presentation Control Requirements
	Label
	Description
	Enabler Release
	Functional module

	CMR-PREC-XX1
	The CMR Enabler SHALL support presentation control function during CMR resource being played or presented.
	CMR 1.0
	Presentation Control

	CMR-PREC-XX2
	The CMR Enabler SHALL support to receive the presentation controlling instructions from CMR User directly. These instructions include copy, stop and change the presenting CMR resource.
	CMR 1.0
	Presentation Control

	CMR-PREC-XX3
	After receiving subscribe (viz. copy) instructions, the CMR Enabler SHALL support setting the presenting CMR resource as the CMR user’s own CMR resource.
	CMR 1.0
	Presentation Control

	CMR-PREC-XX4
	After receiving stop instructions, the CMR Enabler SHALL support stopping the presenting CMR resource and presenting the default CMR resource to end user. 

	CMR 1.0
	Presentation Control

	CMR-PREC-XX5
	After receiving change instructions, the CMR Enabler SHALL support change the presenting CMR resource to the CMR user preferred CMR resource. Only CMR service subscriber could change the presenting CMR resources.
	CMR 1.0
	Presentation Control

	CMR-PREC-XX6
	When the called party answers the call, the CMR Enabler SHALL stop presenting the CMR resource or continue presenting the CMR resource to both calling and called party during the conversation. 
	CMR 1.0
	Presentation Control


Table 2: CMR Presentation Control Requirements
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

REC CMR AHG to considers this contribution and accepted it.
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