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Reason for Change

Clarification that the legacy systems should not have to be modified to interface with the CPM enabler
Impact on Backward Compatibility

None

Impact on Other Specifications

None

Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

Recommendation

Discuss the provided material and assess appropriateness of incorporating to the RD.

Detailed Change Proposal

6.1.13
Interoperability

	Label
	Description
	Enabler Release

	CPM-IOP-001
	The CPM enabler SHALL be interoperable on all IP networks.
	CPM V1.0

	CPM-IOP-002
	It SHALL be possible to send a message from a CPM-enabled device to a device containing a messaging client of a non-CPM messaging service.
	CPM V1.0

	CPM-IOP-003
	When sending a message from a CPM-enabled device to a device with a messaging client of a non-CPM messaging service, the sender SHALL not have to know or manually determine the messaging technology that will be used for delivering the message.
	CPM V1.0

	CPM-IOP-004
	It SHALL be possible to send a message from a device with a messaging client of a non-CPM messaging service to a CPM-enabled device.
	CPM V1.0

	CPM-IOP-005
	The CPM enabler SHALL be able to deliver the received messages using the most appropriate non-CPM messaging technology in case that the intended recipient does not have a CPM capable device, is not a CPM user, or is roaming in a network where the CPM service is not supported.
	CPM V1.0

	CPM-IOP-nnn
	The CPM enabler SHALL NOT require modifications to the non-CPM Messaging Service in order to provide the interworking functionality towards that non-CPM Messaging Service.
	CPM V1.0


Table 18: High-Level Functional Requirements – Interoperability Items
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