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1 Reason for Change

This document is created to full fill an action item received during the Washing DC meeting. The intent of the action item was to analyse all the user and operator preferences and settings in the OMA-CPM-RD, V1.0.

During the analysis, all the user and operator settings/preference related requirements were identified and then consolidated into a new section in the OMA-CPM-RD.

The intent of this contribution was not to introduce new requirements but to try to consolidate and clarify the text (in some instances).

Existing Requirements related to  user and operator preferences in the OMA-CPM-RD:

The requirements below are reproduced without any intentional changes for the reader to review and then analyse the new requirements. 
	CPM-HLF-002
	The CPM enabler SHALL provide the CPM user with a mechanism to set preferences based on his addresses, his devices, the message type and/or media type.

	CPM-CONV-010
	CPM-enabled devices SHOULD be able to present messages belonging to a CPM Message Thread in a threaded view according to the user’s preferences.

	CPM-CONV-011
	A CPM User MAY be able to set a preference for the delivery mechanism used by the CPM enabler in case he is not available for receiving the message (e.g. not registered in the home network):

· Remove the message

· Store the message in temporary storage for later delivery (when the user is available again)
· Store the message in user’s network-based storage, notifying the user for retrieving the message (when the user is available again).

	CPM-STOR-005
	The CPM enabler SHALL be able to store 

· single messages

· complete conversations (e.g. conversation history)

· media

in the user's network-based storage in the CPM Service Provider domain according to the user's preferences and/or operator's settings.

	CPM-STOR-008
	The user's devices local storage SHALL be able to be automatically synchronized with the user's network-based storage based on the user's preferences (e.g. filtering criteria) and/or operator's settings.

	CPM-STOR-009
	The CPM Enabler  SHALL  support  to the  synchronization (e.g. periodically and/or partially) of : 

· the messages or conversation  histories 

· the media

· the  list of messages and/or conversation  histories and/or media 

between the local storage of the CPM user’s device(s)  and CPM User’s network-based storage according to the user’s preferences  and/or the operator’s settings.

	CPM-STOR-014
	The CPM enabler SHALL allow the CPM user to upload messages and conversation history to his network-based storage in the CPM Service Provider domain 

· automatically (when messages are received and sent), or

· manually

on the basis of user’s preferences (e.g. filtering criteria) and/or operator’s settings.

	CPM-STOR-020
	The CPM enabler SHALL allow the CPM user to compose a message with or without media stored locally on his device and add media which are stored in his network-based storage in the CPM Service Provider domain without previously downloading them on his device. 

	CPM-STOR-021
	The CPM system SHALL be able to retrieve the media in the user's network-based storage, add them to the message and then send the entire message according to user's preferences and/or operator's settings.

	CPM-STOR-022
	The CPM enabler SHALL allow the CPM user to set his preferences to store media from incoming messages in his network-based storage and receive only messages including the link to access this media on his network-based storage.

	CPM-MLD-001
	The CPM enabler SHALL be able to notify the arrival of new CPM messages to all or a subset of the devices on which the CPM user is registered dependent upon the user's preferences, device capabilities and/or operator's settings.

	CPM-MLD-002
	The CPM enabler SHALL be able to send either the entire CPM message or a notification to all devices on which the CPM user is registered based on message characteristics, device capabilities, user's preferences and/or operator's settings. 

	CPM-MLD-003
	If the CPM user sending a message requests a delivery and/or read report, the CPM enabler SHALL send him/her, if authorized by the message recipient, the delivery and/or read report to all or a subset of the devices on which the CPM user is registered dependent upon the user's preferences and/or operator's settings.

	CPM-MLD-004
	The CPM enabler SHALL notify the arrival of new CPM session request to all or a subset of the devices on which the CPM user is registered dependent upon the user's preferences, device capabilities and/or operator's settings

	CPM-MLD-007
	When a CPM user requests to switch a CPM session from one device to another one, the CPM enabler SHALL allow CPM user to have the conversation history (i.e. the list of exchanged messages) or part of it (based upon user's preferences and/or the operator's settings) displayed on the new device.

	CPM-MLD-012
	The CPM enabler SHALL be able to synchronize all messages or a subset of the messages to all of the end-user’s devices, irrespective of on which device these messages are created (e.g. drafts) and/or received, depending on operator policies and/or end-user preferences and filtering-rules.

	CPM-MLD-013
	The CPM enabler SHALL be able to synchronize the full message folder hierarchy or a subset of the message folder hierarchy (and the changes thereto) to all of the end-user’s devices, irrespective of on which device the folder hierarchy changes occur, depending on operator policies and/or end-user preferences and filtering-rules.

	CPM-MLD-014
	The CPM enabler SHALL be able to synchronize all message-state changes (e.g. “read-indications”, “reply-indications”, etc) to all of the end-user’s devices, irrespective of on which device these message-state changes occur, depending on operator policies and/or end-user preferences and filtering-rules.

	CPM-MAD-004
	The CPM enabler SHALL support configuration and preference settings on a per-address basis.

	CPM-MAD-008
	The CPM enabler SHALL allow a CPM user to have a common set of preference settings for all or a subset of his/her CPM addresses.


The above requirements can be bundled in the following way:
This section was created during analysis, as how the requirements in a non-table format may be produced in a requirements document to give a more high level grouping.
CPM User Preferences shall be based on: [CPM-HLF-002]

· Addresses

· Device(s)

· Message Type

· Media Type

CPM User SHALL be able to set the following Preferences:

On Device:

· Device Shall support a threaded view presentation [CPM-CONV-010]

· Upload Messages to the Network based storage [CPM-STOR-014]

· Automatically when messages are received or sent

· Manually

·  Message Size Shall be configurable by Operator [Extension of CPM-STOR-021]

On Network:

· Message Delivery Settings [CPM-CONV-011]

· Not Available to Receive Incoming Messages

· Remove the Message

· Store the message in temporary storage for later delivery (when the user is available again)
· Store the message in user’s network-based storage, notifying the user for retrieving the message (when the user is available again)
· Message Storage according to User Preference and/or Operator settings [CPM-STOR-005]
· Store Single Message

· Store Complete Conversations (e.g. conversation history)

· Media

· Synchronization of Stored Data [CPM-STOR-008]

· Automatically Synchronize User’s Local storage data with the Users Network Based Storage

· Manually Synchronize User’s Local storage data with the Users Network Based Storage

· Periodic and/or partial Synchronization of Local Storage and the Network based storage of [CPM-STOR-009]

· Messages

· Conversation histories

· List of messages

· List of conversation histories

· Media

· List of Media

· Synchronization of Message [CPM-MLD-012]

· All Messages

· All of the end user devices

· Independent of message creation on a device or reception on a device

· Subset of Message

· All of the end user devices

· Independent of message creation on a device or reception on a device

· Synchronization of Folders Whenever the change in the folder structure occurs [CPM-MLD-013]

· Full Message Folder Hierarchy 

· Selected Folders and it’s Hierarchy

To 

· All of the End Users Devices irrespective of, on which device the folder hierarchy change occurred 

· Synchronization of the Message State Changes [CPM-MLD-014]

· All Devices

· Message Reception/Delivery [CPM-STOR-022]

· Download the entire message

· Download the text portion and store the associate media in the network based storage

· Notification of message to the registered device [CPM-MLD-001]

· Notify all devices

· Notify selected devices

· Sending of the notification or the entire message to Devices [CPM-MLD-002]

· Based on message characteristics 

· Device capabilities

· Delivery Report [CPM-MLD-003]

· Send to all devices

· Send to select devices

· Read Report [CPM-MLD-003]

· Send to all devices

· Send to select devices

· Arrival of New Session Notification on [CPM-MLD-004]

· All Devices

· Select Devices

· On Going Conversation History after CPM Session is Switched to another device [CPM-MLD-007]

· Reproduce the entire conversation history on the new device

· Reproduce partial conversation on the new device

· Configuration and Preference Settings [CPM-MAD-004]

· Per Address Basis

· Common set of Preference Settings [CPM-MAD-008] 
· All the Devices

· Subset of Devices

2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The OMA-CPM-REQ group should evaluate this contribution and its content for insertion into the OMA-CPM-RD V1.0.
6 Detailed Change Proposal

This change introduces new section in the Requirements Sections.
6.1.X
User Preference/Settings - Device
	Label
	Description
	Enabler Release

	CPM-UPD
	CPM User Preferences shall be based on: [CPM-HLF-002]

· Addresses

· Device(s)

· Message Type

· Media Type


	CPM V1.0

	CPM-UPD-XXX
	CPM User SHALL be able to set the following Preferences:

· Device Shall support a threaded view presentation [CPM-CONV-010]

· Upload Messages to the Network based storage [CPM-STOR-014]

· Automatically when messages are received or sent

· Manually

·  Message Size Shall be configurable by Operator [Extension of CPM-STOR-021]


	CPM V1.0


6.1.X
User Preference/Settings – Network

	Label
	Description
	Enabler Release

	CPM-UPN-XXX
	Message Delivery Settings [CPM-CONV-011]

A CPM User MAY be able to set a preference for the delivery mechanism used by the CPM enabler in case he is not available for receiving the message (e.g. not registered in the home network):
· Not Available to Receive Incoming Messages

· Remove the Message

· Store the message in temporary storage for later delivery (when the user is available again)
· Store the message in user’s network-based storage, notifying the user for retrieving the message (when the user is available again)
	CPM V1.0

	CPM-UPN-XXX
	The CPM enabler SHALL support Message Storage according to User Preference and/or Operator settings: [CPM-STOR-005]
· Store Single Message

· Store Complete Conversations (e.g. conversation history)

· Media


	CPM V1.0

	CPM-UPN-XXX
	Synchronization of Locally Stored Data [CPM-STOR-008]
The CPM enabler SHALL support the following ways for synchronization of  users local storage according to user’s preference and/or operator’s settings:
· Automatically Synchronize User’s Local storage data with the Users Network Based Storage

· Manually Synchronize User’s Local storage data with the Users Network Based Storage


	CPM V1.0

	CPM-UPN-XXX
	Periodic and/or partial Synchronization of Local Storage and the Network based storage of [CPM-STOR-009]
The CPM Enabler  SHALL  support the  synchronization (e.g. periodically and/or partially) of following according to user’s preferences  and/or the operator’s settings:
· Messages

· Conversation histories

· List of messages

· List of conversation histories

· Media

· List of Media


	CPM V1.0

	CPM-UPN-XXX
	Synchronization of Messages [CPM-MLD-012]
The CPM enabler SHALL be able to synchronize the following according to the operator policies and/or end-user preferences and filtering-rules:
· All Messages

· On all of the end user devices independent of message creation on a device or reception on a device
· Subset of Message

· On  all of the end user devices independent of message creation on a device or reception on a device

	CPM V1.0

	CPM-UPN-XXX
	Synchronization of Folders Whenever the change in the folder structure occurs [CPM-MLD-013]
The CPM enabler SHALL be able to synchronize the following according to on operator policies and/or end-user preferences and filtering-rules:

· Full Message Folder Hierarchy 

· Selected Folders and it’s Hierarchy

to 

· All of the End Users Devices irrespective of, on which device the folder hierarchy change occurred 


	CPM V1.0

	CPM-UPN-XXX
	Synchronization of the Message State Changes [CPM-MLD-014]
The CPM enabler SHALL be able to synchronize all message-state changes (e.g. “read-indications”, “reply-indications”, etc) to all of the end-user’s devices, irrespective of on which device these message-state changes occur, depending on operator policies and/or end-user preferences and filtering-rules.

	CPM V1.0

	CPM-UPN-XXX
	Message Reception/Delivery [CPM-STOR-021]
The CPM system SHALL be able to retrieve the media in the user's network-based storage, add them to the message and then send the entire message according to user's preferences and/or operator's settings.
	CPM V1.0

	CPM-UPN-XXX
	[CPM-STOR-022]

The CPM enabler SHALL allow the CPM user to set his preferences to store media from incoming messages in his network-based storage and receive only messages including the link to access this media on his network-based storage.

	

	CPM-UPN-XXX
	Notification of message to the registered devices [CPM-MLD-001]
The CPM enabler SHALL be able to notify 

· All devices that user is registered on
· Selected devices that user is registered on
For the arrival of new CPM messages according to the user's preferences, device capabilities and/or operator's settings.

	CPM V1.0

	CPM-UPN-XXX
	Sending of the notification or the entire message to Devices [CPM-MLD-002]
The CPM enabler SHALL be able to send either 
· the entire CPM message or 

· a notification
 to all devices on which the CPM user is registered based on
· message characteristics
· device capabilities
according to user's preferences and/or operator's settings.

	CPM V1.0

	CPM-UPN-XXX
	Delivery Report [CPM-MLD-003]
If the CPM user sending a message requests a delivery report, the CPM enabler SHALL send him/her, if authorized by the message recipient, the delivery report to
· all registered devices

· select registered devices
dependent upon the user's preferences and/or operator's settings.

	CPM V1.0

	CPM-UPN-XXX
	Read Report [CPM-MLD-003]
If the CPM user sending a message requests a read report, the CPM enabler SHALL send him/her, if authorized by the message recipient, the read report to
· all registered devices

· select registered devices

dependent upon the user's preferences and/or operator's settings.


	CPM V1.0

	CPM-UPN-XXX
	Arrival of New Session Notification on [CPM-MLD-004]
The CPM enabler SHALL notify the arrival of new CPM session request to 
· All registered Devices

· Select registered Devices
upon the user's preferences, device capabilities and/or operator's settings

	CPM V1.0

	CPM-UPN-XXX
	On Going Conversation History after CPM Session is Switched to another device [CPM-MLD-007]
When a CPM user requests to switch a CPM session from one device to another one, the CPM enabler SHALL allow CPM user to have the 
· conversation history (i.e. the list of exchanged messages) or
·  part of it 
based upon user's preferences and/or the operator's settings displayed on the new device.
	CPM V1.0

	CPM-UPN-XXX
	Configuration and Preference Settings [CPM-MAD-004]
The CPM enabler SHALL support configuration and preference settings on a:

· Per Address Basis


	CPM V1.0

	CPM-UPN-XXX
	Common set of Preference Settings [CPM-MAD-008]
The CPM enabler SHALL allow a CPM user to have a common set of preference settings for:
· All the CPM Addresses
· Subset of the CPM Addresses

	CPM V1.0


The following changes/deltions will need to be made to the existing requirements in the OMA CPM RD. The requirements deleted are covered in the new sections introduced above for the OMA CPM RD.
6.1
High-Level Functional Requirements

	Label
	Description
	Enabler Release

	CPM-HLF-001
	The CPM enabler SHALL allow an integrated user experience centred around messaging, yet including address-book-integrated presence, real time voice, real time video and file transfer.
	CPM V1.0

	
	
	

	CPM-HLF-003
	The CPM enabler SHALL be allowed to send a CPM message or initiate a CPM conversation on behalf of a user (e.g. for scheduled conferencing or when the recipient(s) become(s) available).
	CPM V1.0


6.1.1
Conversation

	Label
	Description
	Enabler Release

	CPM-CONV-001
	The CPM enabler SHALL allow for message exchange independent of the presence status of the CPM users.
	CPM V1.0

	CPM-CONV-002
	The CPM enabler SHOULD be able to deliver CPM messages in immediate mode.
	CPM V1.0

	CPM-CONV-003
	The CPM enabler SHOULD be able to deliver CPM messages in deferred delivery mode with intermediate network storage.
	CPM V1.0

	CPM-CONV-004
	In case of notification sent to the CPM user’s device, the CPM enabler SHALL allow the CPM user to download all or part of the message (e.g. indicating a link) 
	CPM V1.0

	CPM-CONV-005
	The CPM enabler MAY support moderated CPM conversations in CPM Group Conversations. The CPM enabler MAY support moderation for selected media.
	CPM V1.0

	CPM-CONV-006
	The CPM enabler SHALL support 1-1and 1-N conversations.
	CPM V1.0

	CPM-CONV-007
	The CPM enabler MAY provide notifications of message retrieval or attempts for service invocations.
	CPM V1.0

	CPM-CONV-008
	The CPM enabler SHALL provide the means to recognize messages as part of a CPM Message Thread
	CPM V1.0

	CPM-CONV-009
	The CPM enabler SHALL be able to manage as a whole (i.e. forward, delete, upload to the network-based storage) those messages recognized as part of a CPM Message Thread
	CPM V1.0

	
	
	

	
	
· 
· 
· 
	

	CPM-CONV-012
	A CPM User SHALL be able to invite another user to start a conversation by some other means than having to compose a message to that other user.
	CPM V1.0



	CPM-CONV-013
	A CPM User SHALL be able to associate a validity period with an invitation for a conversation he/she wants to send
	CPM V1.0

	CPM-CONV-014
	A CPM User SHALL be able to accept or deny a request to start a conversation by some other means than having to compose a message to that other user.
	CPM V1.0



	CPM-CONV-015
	The CPM enabler SHALL NOT allow the conversation to be started for a particular CPM user when that CPM user has not responded to an invitation within the associated validity period, or denies the request to start a conversation.
	CPM V1.0

	CPM-CONV-016
	An originating user SHALL be notified of the acceptance, denial, or failure to respond within the associated validity period of a request to start a conversation with another user.
	CPM V1.0

	CPM-CONV-017
	The CPM enabler MAY notify the recipient of an invitation that he/she failed to respond to an invitation within the associated validity period.
	CPM V1.0


6.1.6
Network-based storage

	Label
	Description
	Enabler Release

	CPM-STOR-001
	The CPM enabler SHALL provide centralised network-based storage for a CPM user’s contact lists to be available to the user via any CPM-enabled device.  
	CPM V1.0

	CPM-STOR-002
	The CPM enabler SHOULD provide synchronization of the user’s network-based contact lists to CPM user's devices.
	CPM V1.0

	CPM-STOR-003
	The CPM enabler SHALL allow CPM user to delete a message locally on one of his registered devices and keep the message in the network-based storage for later retrieval using the same device.
	CPM V1.0

	CPM-STOR-004
	The CPM service provider SHALL be able to determine the network access types which can be used by the user for retrieving a message from the user’s network-based storage.
	CPM V1.0

	CPM-STOR-005
	The CPM enabler SHALL be able to store 

· single messages

· complete conversations (e.g. conversation history)

· media

in the user's network-based storage in the CPM Service Provider domain according to the user's preferences and/or operator's settings.
	CPM V1.0

	CPM-STOR-006
	The CPM enabler SHALL allow the user to process (e.g. download, upload, forward) a media item independently of the message or the conversation history it was attached to.
	CPM V1.0

	CPM-STOR-007
	The CPM enabler SHALL support access to all messages, conversation history, media, etc. stored in the user's network-based storage from any of the user's CPM capable devices.
	CPM V1.0

	
	
	

	
	
· 
· 
· 

	

	CPM-STOR-010
	The CPM enabler SHALL allow the CPM user to forward messages and conversation history stored in his network-based storage in the CPM Service Provider domain without previously downloading them to the device.
	CPM V1.0

	CPM-STOR-011
	The CPM enabler SHALL allow the CPM user to download all or part of a message that is stored in his network-based storage either directly from a link or from a list of message.
	CPM V1.0

	CPM-STOR-012
	The CPM enabler SHALL allow the CPM user to download media that is stored in his network-based storage either directly from a link or from a list of media.
	CPM V1.0

	CPM-STOR-013
	The CPM enabler SHALL allow the CPM user to download a preview of media stored in his network-based storage in the CPM Service Provider domain.
	CPM V1.0

	
	
· 
· 

	

	CPM-STOR-015
	The CPM enabler SHALL allow the CPM user to upload media to his network-based storage in the CPM Service Provider domain.
	CPM V1.0

	CPM-STOR-016
	The CPM enabler SHALL allow the CPM user to create new folders in his network-based storage in the CPM Service Provider domain.
	CPM V1.0

	CPM-STOR-017
	The CPM enabler SHALL allow the CPM user to move 
· messages and conversation history, and/or

· media

from one folder to another in his network-based storage in the CPM Service Provider domain.
	CPM V1.0

	CPM-STOR-018
	The CPM enabler SHALL allow the CPM user to delete
· messages and conversation history, and/or 

· media

from his network-based storage in the CPM Service Provider domain.
	CPM V1.0

	CPM-STOR-019
	The CPM enabler SHALL allow the CPM user to access a list of 
· messages or conversation histories, and/or

· media

stored in his network-based storage that match with some specific criteria (e.g. recipient, originator, date, stored in a specific folder…).
	CPM V1.0

	CPM-STOR-020
	The CPM enabler SHALL allow the CPM user to compose a message with or without media stored locally on his device and add media which are stored in his network-based storage in the CPM Service Provider domain without previously downloading them on his device. 
	CPM V1.0

	
	
	

	
	
	

	CPM-STOR-023
	The CPM enabler SHOULD support a search function to search for media, messages or conversation histories stored in a network-based storage to allow CPM user to search in an efficient manner.
	CPM V1.0

	CPM-STOR-024
	The CPM enabler SHALL allow the CPM user to give permission to other user(s) to access a piece of media when he/she uploads it to his network-based storage in the CPM Service Provider domain.
	CPM V1.0

	CPM-STOR-025
	The CPM enabler SHALL allow the CPM user to give permission to other user(s) to access some media in his network-based storage
	CPM V1.0

	CPM-STOR-026
	The CPM enabler SHALL allow the CPM user to give to other user(s) access and/or writing permission to a folder in his network-based storage and the media stored in it.
	CPM V1.0

	CPM-STOR-027
	The CPM enabler SHALL allow the CPM user to manage (e.g. give/modify/revoke) the permissions associated to the media and folders in his/her network-based storage.
	CPM V1.0

	CPM-STOR-028
	The CPM enabler SHALL be able to notify to a user that he/she has been given permission to access some media or to access and/or write in a folder in another user’s network-based storage, and explain the way to do it.
	CPM V1.0

	CPM-STOR-029
	The CPM enabler SHALL allow the CPM user to access the media and folders in another user's network-based storage for which the user has access permission
	CPM V1.0

	CPM-STOR-030
	The CPM enabler SHALL allow the CPM user to upload media to folders in another user's network-based storage for which the user has writing permission.
	CPM V1.0

	CPM-STOR-031
	The CPM enabler SHALL allow the CPM user to give permission over media and folders in the network-based storage to a limited set of users (whitelist); to everybody; or to everybody except a set of users (blacklist)
	CPM V1.0

	CPM-STOR-032
	The CPM enabler SHALL ensure that DRM rules are respected when a user gives permission to access media in his/her network-based storage.
	CPM V1.0


6.1.7
Multi-devices environment

	Label
	Description
	Enabler Release

	
	
	

	
	
	

	
	
	

	
	
	

	CPM-MLD-005
	The CPM enabler SHALL allow the CPM user to accept and start the CPM session on one of the devices that received the CPM session request notification. After the CPM user accepted the incoming CPM session request, the CPM enabler MAY delete the notifications on all the other devices on which the CPM user received the incoming CPM session request notification.
	CPM V1.0

	CPM-MLD-006
	The CPM enabler SHALL allow CPM user to switch a CPM session from one device to another device without any interruption of the conversation.
	CPM V1.0

	
	
	

	CPM-MLD-008
	The CPM enabler SHALL allow CPM user to use multiple devices for a single CPM session.
	CPM V1.0

	CPM-MLD-009
	In dynamic session modification operations, the CPM enabler SHALL allow CPM user to choose which devices he/she will use for the added/modified media.
	CPM V1.0

	CPM-MLD-010
	The CPM enabler SHALL provide CPM user with a mechanism to access/retrieve, from one of his/her devices, a list of his/her registered devices and the available media on them.
	CPM V1.0

	CPM-MLD-011
	The CPM enabler SHALL provide CPM user with a mechanism to access/retrieve, from one of his/her devices, a list of his/her counterpart’(s’) registered device(s) and the available media on them.
	CPM V1.0

	
	
	

	
	
	

	
	
	


6.1.8
Support of multiple CPM addresses

	Label
	Description
	Enabler Release

	CPM-MAD-001
	The CPM enabler SHALL allow a CPM user to register several CPM addresses to be associated with a single CPM-enabled device.
	CPM V1.0

	CPM-MAD-002
	The CPM enabler SHALL allow a CPM user to use multiple CPM addresses in parallel.
	CPM 1.0

	CPM-MAD-003
	The CPM enabler SHALL be able to provide each CPM address with a distinct network-based storage (e.g. contact list, storage of media).
	CPM V1.0

	
	
	

	CPM-MAD-005
	The CPM enabler SHALL support replying to messages by using the CPM address that the original message was received on.
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