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1 Reason for Change

R01: Adds change 2 to Address additional related RDRR comments (A1034 to A1036). Adds supporter
The following comment was raised to the CPM RD: 

	A349
	2007.03.04
	T
	6.1
	Source: LogicaCMG

Form: OMA-REQ-CPM-2007-0063

Comment: Requirements missing for delivery notifications and read-receipts (functionality is hinted on later in the document).

Proposed Change: Add requirements.
	Status: OPEN, Gertjan
Solved by CR 2007-0190R01

	A1034
	2007.03.02
	T
	6.1.7

MLD-003
	Source: Telefónica SA

Form: <INP doc >

Comment: Delivery and Read Reports do not only apply to the multi-device environment

Proposed Change: Split it in three requirements. The first two should be allocated in section 6.1 (High Level Functional requirements):

‘The CPM user sending a CPM Message SHALL be able to request a delivery and/or read report.’

‘The CPM enabler SHALL convey a delivery and/or read report to the CPM Message originator, if requested by her/him and authorized by the CPM Message recipient’

Requirement MLD-003 should be rephrased to only reflect the multi-device aspect.

‘The CPM enabler SHALL send the delivery and/or read reports to all or a subset of the devices on which the CPM Message originator is registered dependent upon the user's preferences and/or operator's settings.’
	Status: OPEN, Kevin
Solved by CR 2007-0190R01

	A1035
	2007.03.02
	E
	6.1.7

MLD-003


	Source: Nortel

Form: <INP doc >

Comment: the concept of a read report only appears in this requirement but is not specif to multi-devices case. 

Proposed Change: move CPM-MLD-003 it to the Conversation section and factor in the transmission of delivery and /or read reports to the (merged) CPM-MLD-002
	Status: OPEN, Kevin
Solved by CR 2007-0190R01

	A1036
	2007.03.04
	T
	6.1.7

MLD-003


	Source: Oracle

Form: <INP doc >

Comment: We defined CPM service provider not operator

Settings of policies?

Proposed Change: 

Change operator to service provider

Change settings to policies
	Status: OPEN, Kevin
Solved by CR 2007-0190R01


This change request proposes new requirements to resolve this comment.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

REQ-CPM AHG is recommended to review the proposed changes and to agree with them.
6 Detailed Change Proposal

Change 1: Add new high level functional requirements
6.1 High-Level Functional Requirements

	Label
	Description
	Enabler Release

	CPM-HLF-001
	The CPM Enabler SHALL allow an integrated user experience centred around CPM Conversations (i.e. exchange of CPM Messages and/or Continuous Media), yet including presence-enabled Address Book, real time voice, real time video and file transfer.
	CPM V1.0

	CPM-HLF-002
	The CPM Enabler SHOULD NOT create changes to existing Non-CPM Messaging Services.
	CPM V1.0

	CPM-HLF-003
	The CPM Enabler SHALL provide the CPM User with a mechanism to set preferences based on his addresses, his devices, the message type and/or Media Type.
	CPM V1.0

	CPM-HLF-004
	It SHALL be possible to include the following URI Schemes in CPM Messages. [URI Schemes]:

· sip:

· tel:

· mailto:

· http:
	CPM V1.0

	CPM-HLF-005
	It SHALL be possible to address CPM Users using the following URI Schemes [URI Schemes]:

· sip:

· tel:
	CPM V1.0

	CPM-HLF-006
	The CPM Enabler SHALL support the use of privacy indications in CPM Messages, e.g. that requests that the content not be forwarded
	CPM V1.0

	CPM-HLF-007
	The CPM Enabler SHALL support the use of priority indications in CPM Messages.
	CPM V1.0

	CPM-HLF-008
	The CPM Enabler SHALL support the indication of an undisclosed or unidentified originator.
	CPM V1.0

	CPM-HLF-009
	The CPM Enabler SHALL support a reply CPM Address distinct from the originators identity.
	CPM V1.0

	CPM-HLF-010
	The CPM User SHALL be able to set preference to reject the message which meets some specific criteria, e.g. Message originator address in a set of address list (blacklist).
	CPM V1.0

	CPM-HLF-011
	The CPM User SHALL be able to store user preferences in multiple profiles and indicate one as an active profile. The profiles may be set for different scenario, such as Home, Office, Travel, Sleep, Meeting etc.
	CPM V1.0

	CPM-HLF-012
	The CPM Enabler SHALL be allowed to send a CPM Message or initiate a CPM Session on behalf of a user (e.g. for scheduled conferencing or when the recipient(s) become(s) available).
	CPM V1.0

	CPM-HLF-0xx
	The CPM User SHALL be able to request to be notified of delivery or non-delivery of CPM Messages he/she sent towards the recipient(s) on a per-message basis.
	CPM V1.0

	CPM-HLF-0xx
	The CPM User SHALL be able to request to be notified when a CPM Message he/she sent is read by the recipient(s).
	CPM V1.0

	CPM-HLF-0xx
	The CPM Enabler SHALL convey a delivery and/or read report to the CPM Message originator, if requested by him/her and authorized by the CPM Message recipient
	CPM V1.0


Table 1: High-Level Functional Requirements

Change 2: Reword requirement MLD-003
6.1.7 Multi-devices environment

	Label
	Description
	Enabler Release

	CPM-MLD-001
	The CPM Enabler SHALL be able to notify the arrival of new CPM Messages to all or a subset of the devices on which the CPM User is registered dependent upon the user's preferences, device capabilities and/or operator's settings.
	CPM V1.0

	CPM-MLD-002
	The CPM Enabler SHALL be able to send either the entire CPM Message or a notification to all devices on which the CPM User is registered based on message characteristics, device capabilities, user's preferences and/or operator's settings. 
	CPM V1.0

	CPM-MLD-003
	The CPM Enabler SHALL send delivery and/or read reports to all or a subset of the devices on which the CPM User is registered dependent upon the user's preferences and/or service provider policies.
	CPM V1.0

	CPM-MLD-004
	The CPM Enabler SHALL notify the arrival of a new CPM Session invitation to all or a subset of the devices on which the CPM User is registered dependent upon the user's preferences, device capabilities and/or operator's settings
	CPM V1.0

	CPM-MLD-005
	The CPM Enabler SHALL allow the CPM User to accept and start the CPM Session on one of the devices that received the CPM Session invitation. After the CPM User accepted the incoming CPM Session invitation, the CPM Enabler MAY delete the notifications on all the other devices on which the CPM User received the incoming CPM Session invitation.
	CPM V1.0

	CPM-MLD-006
	The CPM Enabler SHALL allow the CPM User to switch a CPM Session from one device to another device with minimal interruption of the CPM Session.
	CPM V1.0

	CPM-MLD-007
	When a CPM User requests to switch a CPM Session from one device to another one, the CPM Enabler SHALL allow CPM User to have the CPM Session History or part of it (based upon user's preferences and/or the operator's settings) displayed on the new device.
	CPM V1.0

	CPM-MLD-008
	The CPM Enabler SHALL allow the CPM User to use multiple devices for a single CPM Session.
	CPM V1.0

	CPM-MLD-009
	In dynamic CPM Session modification operations, the CPM Enabler SHALL allow a CPM User to choose which devices he/she will use for the added/modified Continuous Media.
	CPM V1.0

	CPM-MLD-010
	The CPM Enabler SHALL provide CPM User with a mechanism to access/retrieve, from one of his/her devices, a list of his/her registered devices and the available Media on them.
	CPM V1.0

	CPM-MLD-011
	The CPM Enabler SHALL provide CPM User with a mechanism to access/retrieve, from one of his/her devices, a list of his/her counterpart’(s’) registered device(s) and the available Media on them.
	CPM V1.0

	CPM-MLD-012
	The CPM Enabler SHALL be able to synchronize all CPM Threads, a subset of the CPM Threads, or a subset of stored CPM Messages / CPM Session Histories to all of the end-user’s devices, irrespective of on which device these messages are created (e.g. drafts) and/or received, depending on operator policies and/or end-user preferences and filtering-rules.
	CPM V1.0

	CPM-MLD-013
	The CPM Enabler SHALL be able to synchronize the full folder hierarchy or a subset of the folder hierarchy (and the changes thereto) to all of the end-user’s devices, irrespective of on which device the folder hierarchy changes occur, depending on operator policies and/or end-user preferences and filtering-rules.
	CPM V1.0

	CPM-MLD-014
	The CPM Enabler SHALL allow a CPM User to simultaneously register a single CPM Address on multiple CPM-enabled devices according to operator settings.
	CPM V1.0

	CPM-MLD-015
	The recipient CPM User SHOULD be able to indicate the preference for which devices the message should be delivered to, and the CPM Enabler SHALL take indicated preferences into account.
	CPM V1.0

	CPM-MLD-016
	The CPM Enabler SHALL be able to synchronize all  stored CPM Messages -state changes (e.g. “read-indications”, “reply-indications”, etc) to all of the end-user’s devices, irrespective of on which device these  stored CPM Messages -state changes occur, depending on operator policies and/or end-user preferences and filtering-rules.
	CPM V1.0


Table 8: High-Level Functional Requirements – Multi-devices environment Items
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