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1 Reason for Change

This document provides draft input for Functional Requirements related to Wi-Fi Handling for OpenCMAPI RD.
R01 incorporates the changes proposed during the SORRENTO meeting the 13th April
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend to review the input and to agree on the requirements
6 Detailed Change Proposal

Change 1:  (optional) Input for Wi-Fi Functional Requirements
>

	Label
	Description
	Release

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to enable/disable WiFi
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be configured to use the operator defined list of preferred SSID preconfigurated in the device and/or the WSID (Wlan Specific Identifier) list in accordance with 3GPP TS 24.234 if present in the SIM/RUIM/NAA on UICC
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to manage WiFi profile with the following fields:

· SSID

· Secured Network or OPEN Network (Open is referring to a non secured network)
· Security or authentication mechanism used
· Associated security Key if relevant
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to support and identify two types of WiFi Network:

- Known network which are prelisted by the operator or that have already been used/predefined by the user
- Unknown network
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to access/scan to the list of available SSID and provide the type of network (ex: unknown detected networks…),
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to force the association on a SSID, visible or not.
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be capable of storing several Wi-Fi profiles


	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to add a WiFi profile WiFi.
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to modify or delete only WiFi profile that are not predefined by the operator.
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL provide a function which frees the resources allocated by WiFi device.
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL provide a function call to connect/disconnect To/From an WiFi access point
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to listen to the WiFi events:

· new available network 

· loss of network

· association successful on a dedicated SSID
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL support automatic and manual connection modes.
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL allow the user or the application using the Open CMAPI to connect to Known network or Unknown network manually.
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL allow the user or the application using the Open CMAPI to connect automatically only to Known networks.
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to read/modify settings of the WiFi  profile: 

· automatic or manual mode, 

· association priorities

· list of the favourite networks which are associated
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to retrieve the signal strength WiFiper SSID (active or inactive SSID)
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to access the detailed information of SSID, at least including :
· SSID 
· Signal strength per SSID (active or inactive SSID)
· Security or authentication mechanism used
· Known network or Unknown network
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL provide a function to reset the WLAN device
	1.0

	CMAPI-WIFI-xxx
	If the Flight Mode is enabled, the OpenCMAPI enabler SHALL disable WiFi activities.
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to access the information of WiFi connection which is currently used. At least the following information shall be included:

·  IP address

· MAC address
· Subnet address

· HTTP Proxy
	1.0

	CMAPI-WIFI-xxx
	The OpenCMAPI enabler SHALL be able to modify the WiFi connection information. At least the following information shall be included:

·  IP address

· Subnet address

· HTTP Proxy
	1.0
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