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1 Reason for Contribution

In PoC 1.0 use of the same PoC Address with Multiple PoC Clients simultaneously is not supported. Since multiple UEs can be registered with the same Public User Identity in 3GPP IMS this is a problem because it is not really possible to prevent a PoC User purchasing and using multiple terminals for PoC
Also it is more and more common for users to have multiple terminals as the features and capabilities of terminals become more extensive and varied.

2 Summary of Contribution

This contribution introduces the requirement for supporting the same PoC Address with Multiple PoC Clients
3 Detailed Proposal

Proposed Requirements

-------- Text for the RD --------
A.1.1 Enhanced PoC Session Establishment
B.2.3.1  Requests with media components

B.2.3.2  Invited parties identity information

B.2.3.3 Polite Calling

B.2.3.4 Incoming and outgoing PoC Session barring and Other PoC Settings
In case a PoC User does not want to be invited to new PoC Sessions under certain barring conditions, the PoC User can activate a setting to reject the conditioned new incoming PoC Sessions. In case a PoC User does not want to join a PoC Session or to setup a PoC Session at all under certain barring conditions, the PoC User can activate a setting for not carrying out the conditioned join or PoC Session setup.
The PoC Client MAY (in addition to what is specified in PoC 1.0):

· support that a PoC User defines the barring conditions for automatic acceptance, for manual acceptance and for rejection of incoming PoC Session invitations, based on URI information, presence, PoC Group Parameters (e.g. particular group members) or PoC Session Status (e.g. number of participants).
· support that a PoC User defines the barring conditions for sending out an invitation, based on URI information or presence.
Editor’s Note:  The use of group properties for the out-going PoC Session barring is FFS.

Editor’s Note:  If the barring settings can be given also on the PoC Session set-up is FFS.

The PoC Server MAY support the incoming and/or outgoing PoC Session barring (in addition to what is specified in PoC 1.0). In case supporting the incoming and/or outgoing PoC Session barring the PoC Server:

· SHALL store the barring conditions according to the PoC Client request, if allowed.

· SHALL verify the barring conditions defined by PoC User or PoC Subscriber and carry out the incoming and/or outgoing PoC Session invitation only if the conditions are fulfilled.  
· SHALL notify an inviting PoC User on the failure of an outgoing PoC Session invitation due to defined barring conditions

· MAY notify a PoC User of the failure in receiving the invitation to a PoC Session due to incoming PoC Session barring conditions defined for that PoC User.
The PoC Service SHALL support multiple PoC Clients being registered with the same PoC Address and handle PoC Settings when set from multiple terminals having the same PoC Address.

Editor’s Note:  It is FFS if international PoC Sessions should be distinguished. This will be discussed in the e-mail list.

Editor’s Note:  Continuous checking should be covered in some other sub clause(s).

B.2.3.5 Charging for International PoC Session:
A.1.2 Other (Interaction with OMA Service Enablers, e.g. group management …) 
A.1.2.1 Filtered PoC Groups
A.1.2.2 PoC Group policy requirements:
A.1.2.3 XML Document Management requirements

The PoC Service SHALL support multiple PoC Clients being registered with the same PoC Address and handle XML Document Management transactions with multiple terminals having the same PoC Address.

A.1.2.4 Presence requirements
The PoC Service SHALL support multiple PoC Clients being registered with the same PoC Address and handle Presence  with multiple terminals having the same PoC Address.
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