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1 Reason for Contribution

In current version of the RD chapter B.2.7 does not state with normative requirements if the dispatcher is optional or mandatory. Also the informative describing the functionality is limited. 

2 Summary of Contribution

Updating the informative text and adding normative text if this feature is optional or mandatory. 

3 Detailed Proposal

B.2.7 Dispatcher Functions
Dispatcher is a 1-many-1 PoC group communication. It can be used for example for fleet management where a fleet dispatcher can give order and directions to a group of people. There are many different use cases where team bases communication with dispatcher functionality can be applied.  A limited functionality for 1-many-1 PoC group communications is already an optional feature in the PoC 1.0 enabler specification. 
· The PoC Service Entity MAY support the Dispatcher functionality 
If the Dispatcher
 functionality is supported then:
1 In addition to the 1- 1 and 1-to-many communication modes, PoC subscribers MAY communicate in a 1-to-many-1 fashion.
2 PoC 1-many-1-communication mode SHALL be restricted to authorised groups of actors, (i.e. the ‘PoC dispatcher’ and the members of a 1-many-1 PoC group session i.e. ‘PoC fleet members’).
3 PoC 1-many-1-communication mode SHALL be limited only to members of pre-arranged groups, by the Service Provider according to specific Service Level Agreements.
4 The PoC dispatcher SHALL be able to:
4.1 Establish a 1- many -1 PoC group session by sending an invitation to to all all PoC fleet members belonging to that pre-arranged 1-many-1 group. 
4.2 Transmit talk/media bursts to all PoC fleet members in a 1- many -1 PoC group session 
4.3 Transmit talk/media bursts to an individual PoC fleet member in an ongoing 1- many -1 PoC group session separately
4.4 Receive talk/media bursts from individual PoC fleet members in an ongoing 1- many -1 PoC group session separately
4.5 Have pre-emptive talk burst priority over the PoC fleet members in an ongoing 1- many -1 PoC group session
4.6 Have pre-emptive talk burst priority over a PoC fleet member in an ongoing 1-1 PoC session
4.7 Integrate other types of media such as video, text and images, with voice in a 1-1 or 1- many -1 PoC group session
4.8 Terminate a 1-many-1 PoC group session

4.9 To access PoC client functionality from a fixed (non-wireless) device 

4.10 Use the Manual Answer Override feature towards any PoC Fleet Member who supports this feature.

4.11 Limit the creation of Ad hoc PoC groups by individual PoC Fleet Members

4.12 Be notified when talk-bursts from PoC Fleet Members have been re-directed to other PoC Dispatcher(s) if the target PoC Dispatcher is busy 

4.13 Redirect a 1-many-1 PoC group session to another PoC Dispatcher, if needed. 

5 The PoC dispatcher MAY be able to:
5.1 Add and remove PoC fleet members to and from a pre-arranged (1-many-1) group

5.2 Assign more than one priority level for access to the floor by individual PoC fleet members
5.3 Convert a 1-many-1 PoC group session into a 1-1 PoC session with the individual PoC fleet member who answers first.
5.4 Create new pre-arranged 1-many-1 PoC Groups using PoC Fleet Members from other larger pre arranged groups subject to Service Provider Policy. 
5.5 Manage the permission of individual PoC Fleet Members to establish PoC sessions to PoC users outside their pre-arranged 1-many-1 group

5.6 View the Presence status of individual PoC Fleet Members, (whether they are engaged in a PoC session or not)  

5.7 Request an invitation for a 1- many -1 PoC group session to be resent to Fleet Members(s) who did not receive the original invitation message (e.g. being out of coverage)
6 A PoC Fleet Member SHALL be able to:

6.1 Receive an invitation to participate in a 1-many-1 PoC session

6.2 Receive talk/media bursts from the PoC dispatcher
6.3 Transmit talk/media bursts to the PoC dispatcher

6.4 Be notified if the PoC dispatcher is communicating with him in 1-1 mode
6.5 Subject to authorisation, communicate in a 1-1 PoC session with other PoC fleet members when not already participating in an ongoing 1-many-1 session 

6.6 Be identified to the PoC dispatcher by an alphanumeric indication (e.g. MSISDN or SIP URI)

6.7 Be notified if PoC talk bursts to the PoC Dispatcher have been diverted to another PoC Dispatcher if the target PoC Dispatcher is busy or the target PoC Dispatcher has re-directed, manually, to another PoC Dispatcher
7 A PoC Fleet Member SHALL NOT be able to:

7.1 Transmit talk bursts to other fleet members in an ongoing 1-many-1 PoC group session

8 A PoC Fleet Member MAY be able to:
8.1 Present their identity to other fleet members in a 1- many – 1 PoC group session
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is recommended to accept proposed changes and update the RD. 
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