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Subject:
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Classification: 

0 – New Feature






[   ]

1 – Major Change or Market Effecting Change 


[   ]  



2 – Bug Fixes






[X] 



3 – Clerical Corrections





[   ]
Reason for Change:

The affected section is not in line with the extension mechanism specified in RFC2617 since it only specifies possible parameter values, but no parameter name as required by the mentioned RFC. 

Impact on Backward Compatibility:

None - it is not possible to implement the affected feature without this modification. 

Sections Affected and Additional Explanation of Details of Change (if needed):

7.2.6.2.2 Terminal Authentication

Proposed Change:

7.2.6.2.2 Terminal Authentication

[...]

If the terminal does not accept the challenge sent by the PPG it MUST respond with status code 412 "Precondition Failed" and include an auth‑param directive [RFC2617] in the X-Wap‑Authorization header with the following ABNF [ABNF] definition:

x-wap-auth-status = "x-wap-auth-status" "=" x-wap-auth-status-value

x-wap-auth-status-value = "failed_retry" | "failed_noretry"

The token "failed_retry" indicates that the PPG MAY retry the request by sending the X-Wap‑Authenticate header anew. If the field is set to "failed_noretry", the PPG MUST NOT re-send the X-Wap‑Authenticate header.

If the PPG does not accept the credentials supplied by the terminal it MUST re-send the request and include the X‑Wap‑Authenticate header with the x-wap-auth-status field value set to the token "failed_retry" or "failed_noretry". The token "failed_retry" indicates that the terminal MUST either retry to authenticate itself by re-sending the X-Wap‑Authorization header or terminate the connection with the PPG. If the field is set to "failed_noretry", the terminal MUST terminate the connection. 

Filling instructions

Copyright ownership

As defined in the WAP Technical Activities Work Processes [TAWP] section 3 Contributions, all Change Requests need to identify the author of the document, including company affiliation. It is recommended to use company logos as part of the company copyright in the Change Request. Change Request copyright ownership remains with the owner of the copyright prior to submission, and it is recommended that all Change Requests be clearly marked with a copyright. All change requests submitted by members will be considered WAP Confidential unless explicitly marked as public information. All Change Requests submitted by non-members will be considered public information. 

Classification

The purpose of this section is to classify the severity of the specification change. The specification change should be classified as specified in [TAWP] section 7.2.3.1 Change Classification:

· Class 0:
New Functionality
A Class 0 change adds new functionality to a specification. The SCD/SIN Process (see [TAWP] section 7.2.3) SHALL NOT be used for Class 0, except as defined in  [TAWP] section 7.2.3.2 Change Procedures. A new version of the document MUST be drafted and a new DID MUST be assigned.

· Class 1:
Major Change or market effecting change

A Class 1 change adds no new functionality to a specification, breaks backward compatibility, or is a major change to the specification as a result of a bug, etc.

· Class 2:
Bug Fixes

A Class 2 change adds no new functionality, but does correct technical issues related to the current specification. This SHOULD NOT include significant changes to the form, fit, or functionality.

· Class 3:
Clerical Corrections

A Class 3 change corrects spelling errors, typographical errors, and other minor clerical errors in the specifications.

Reason for change

A brief statement describing the motivation and requirement for the change. E.g. addition of feature XYZ; functional modification of existing feature ABC; editorial modification of an existing specification; bug fix of feature XYZ, etc

Impact on backward compatibility

Indicate any impact the change may have on compatibility with previous versions of the specification.

Sections Affected and Additional Explanation of Details of Change (if needed)

Section number(s) affected by the change.

Proposed Change

Attach modified sections from the original document.
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