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Change Request

	Title:
	Suggestion of setting  attributes use case
	|X| Public      |_| OMA Confidential

	To:
	CD

	Doc to Change:
	OMA-ER-3DCAPI-V1_0-20190806-D

	Submission Date:
	07 Aug 2019

	Classification:
	|X| 0: New Functionality
|_| 1: Major Change
|_| 2: Bug Fix
|_| 3: Editorial

	Source:
	Seung-wook Lee, ETRI, tajinet@etri.re.kr
Chang Jun Park, ETRI, chjpark@etri.re.kr
Andrew Min-gyu Han, OSA, andyhan@osc.or.kr


	Replaces:
	n/a


Reason for Change
This CR suggests a setting attributes use case for 3DCAPI.
Impact on Backward Compatibility
None.
Impact on Other Specifications
None.
Intellectual Property Rights
Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.
Recommendation
It is requested to approve this CR.
Detailed Change Proposal
Add a use case in Appendix B.x
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The attributes setting is an essential function to adjust options to create process of the 3D Contents Creation Service to provide customized contents creation. The transmitted files are used as original images to create 3D contents.
B.x.1	Short Description
An application obtains authorization for access to 3DCAPIs and has selected service to connect. The application sends an Attributes Setting request to the 3DCAPI Server. Then the 3DCAPI Server sends the request to the selected 3D Contents Creation Service. The message flow of the Attributes Setting is shown below.
[image: ]
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(1) An application seeks access rights from an authentication server and gets authorization to access the 3DCAPI Server. The authentication and authorization process is not in scope of 3DCAPI. The application has selected a service to connect. The application has connected to the service.
(2) The application sends an Attributes Setting request for the selected service to the 3DCAPI Server.
(3) The 3DCAPI Server relays the Attributes Setting request to the selected 3D Contents Creation Service which are registered in 3DCAPI Server.
(4) The 3D Contents Creation Service reply its result with the attributes setting information to the 3DCAPI Server.
(5) The 3DCAPI Server returns the information to the application as the response of the request.
(6) The application displays the information to the user and gets the adjusted value of the attributes. The application sends the adjusted attributes values to the 3DCAPI Server.
(7) The 3DCAPI Server sends the values to the selected 3D Contents Creation Service.
(8) The service returns the results of the adjustment to the 3DCAPI Server and start to a contents creation process.
(9) The #DWAPI Server responses the results of the adjustment to the application.
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The Attributes Setting use case enables to control the 3D Contents Creation Service by the application.
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