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	Classification:
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	Source:
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	Replaces:
	n/a


Reason for Change
This CR suggests high-level requirements of 3DCAPI.
Impact on Backward Compatibility
None.
Impact on Other Specifications
None.
Intellectual Property Rights
Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.
Recommendation
It is requested to approve this CR.
Detailed Change Proposal
Change the high-level requirements
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In order to 3DCAPI being a versatile web application framework, OMASpecWorks 3DCAPI Enabler specifies web-based APIs. Therefore, the OMASpecWorks 3DCAPI Enabler should have considering, but not limited to, data formats, sequence flows, security measures and etc.

	Label
	Description
	Release

	3DCAPI-HR-001
	The 3DCAPI SHALL have a real time clock that is synchronized to UTC and SHALL be aware of its local time zone.
	1.0

	3DCAPI-HR-002
	The 3DCAPI SHALL have a real time clock with a resolution that matches the resolution of any device that it interacts with.
	1.0

	3DCAPI-HR-003
	The 3DCAPI SHOULD be able to provide the software revision to the application if the 3DCAPI can get the software revision. If reported it SHALL be reported as a string.
	

	3DCAPI-HR-004
	The 3DCAPI SHOULD be able to provide the protocol revision to the application if the 3DCAPI can get the protocol revision. If reported it SHALL be reported as a string.
	

	3DCAPI-HR-005
	3DCAPI Servers SHALL support APIs exposed via HTTP/1.1 [HTTP/1.1].
	1.0

	3DCAPI-HR-006
	3DCAPI Servers SHALL support APIs exposed via custom URI scheme handlers.
	1.0

	3DCAPI-HR-007
	3DCAPI Servers MAY support APIs exposed via the WebSocket API [WebSocket].
	

	3DCAPI-HR-008
	3DCAPI Servers MAY support APIs exposed via Server-Sent Events [SSE].
	

	3DCAPI-HR-009
	3DCAPI Servers MAY support APIs exposed via the WebRTC API [WebRTC].
	

	3DCAPI-HR-010
	3DCAPI Servers MAY support APIs exposed via HTTP/2.0 [HTTP/2.0].
	

	3DCAPI-HR-011
	3DCAPI Servers SHALL support APIs exposed using the REST design pattern.
	1.0

	3DCAPI-HR-012
	3DCAPI Servers MAY support APIs exposed using the RPC design pattern, including APIs exposed using JSON-RPC 2.0 [JSON-RPC] as payload protocol.
	

	3DCAPI-HR-013
	3DCAPI Servers SHALL support APIs that include transfer of 2D image type.
	1.0

	3DCAPI-HR-014
	3DCAPI Servers SHALL support APIs that include transfer of 3D model media type.
	1.0

	3DCAPI-HR-015
	Multiple 3DCAPI Servers SHOULD be implementable and functional simultaneously on an application where possible.
	

	3DCAPI-HR-016
	3DCAPI SHOULD support an API that provides applications with availability of 3DCAPI in response to query requests from the application.
	

	3DCAPI-HR-017
	3DCAPI Servers SHOULD support data integrity for all data exchanged with clients.
	

	3DCAPI-HR-018
	3DCAPI Servers SHOULD support data integrity verification via digitally signed API request/response payloads.
	

	3DCAPI-HR-019
	3DCAPI Servers SHOULD support confidentiality for all data exchanged with clients.
	

	3DCAPI-HR-020
	3DCAPI Servers SHOULD support data confidentiality via encrypted API request/response payloads.
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