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1 Reason for Change

This CR describes the flow and technical specification of AOI Client Wake-up request and response by udp packet.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and apply the proposed changes to the AOI ER.
6 Detailed Change Proposal
8.3.x
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9.5.2   AOI Client Wake-up
The following table describes the elements of a AOI Client Wake-up request sent from the AOI Server to the AOI Auxiliary Server. This operation over AOI-5 interface only applies to the Notification Channel based on UDP Wake-up case:

	Element
	Type
	Cardinality
	Description

	messageType
	String
	1
	Element with value set to ‘aoiClientWakeupReq’, identifying this message as a AOI Client Wake-up request.

	IP
	String
	1
	Private IP address (within the MNO’s network) in use by the device where the AOI Client is running and to which wake-up UDP packet can be sent.

	port
	String
	1
	Port of the device where the AOI Client is running and to which wake-up UDP packet can be sent.


AOI Client Wake-up request
The following table describes the elements of a AOI Client Wake-up response sent from the AOI Auxiliary Server to the AOI Server:

	Element
	Type
	Cardinality
	Description

	messageType
	String
	1
	Element with value set to ‘aoiClientWakeupRes’, identifying this message as a AOI Client Wake-up response

	code
	String
	1
	This attribute contains a code that indicates the outcome of the request.
In case of a success response it SHALL be set to ‘200’ (‘OK’).
In case of an error response one of the following codes MAY be used:

· ‘400’: ‘Bad Request’: Bad syntax in the request

·  ‘503’: ‘Service Unavailable’: The AOI Auxiliary Server is temporarily not ready to process the request. The AOI Server may re-attempt the operation.

	desc
	String
	1
	This attribute contains a textual description that indicates the outcome of the request.
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