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Reason for Change

This contribution propose AOI Client reregistration procedure, during the scenario of SIM binding and SIM change. 

Following REQ in AOI enabler are related:

	AOI-HLF-009
	The AOI Enabler SHALL be able to detect the changes of subscriber information (e.g. IMSI, IMEI, MSISDN).
	1.0

	AOI-HLF-010
	The AOI Enabler SHALL be able to report the detected changes of subscriber information (e.g. IMSI, IMEI, MSISDN).
Informational Note: Reporting the changes does not imply reporting the information
	1.0


Impact on Backward Compatibility

None

Impact on Other Specifications
None

Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

Recommendation

Review and apply the CR.

Detailed Change Proposal
Change 8.1
8.Functional Component Procedures
8.1AOI Client Procedures

8.1.1AOI Client Registration

The objective of the AOI Client registration is informing the AOI Server that it is willing to make use of the service the AOI Server provides and requesting the AOI Client ID to be used in subsequent requests. If there is no AOI Client ID assigned previously, a new AOI Client ID will obtained during registration.
Upon installation/activation of the AOI Client or upon receiving an Client Application registration requests whilst the AOI Client is not registered to the AOI Server, the AOI Client SHALL issue an AOI Client registration request to the AOI Server. 
8.1.1.1AOI Client Registration(Initial Registration)
The trigger of AOI Client Registration might depend on deployment policy and user configuration.Based on device user policy, if SIM card binding to AOI Client is applied by the end user , the AOI Client Registration MAY include subscriber information (IMSI, MSISDN) from SIM card.


Upon receiving the AOI Client registration confirmation from the AOI Server, the AOI Client SHALL store the assigned AOI Client ID for use in future requests. If SIM card binding is applied during registration, the AOI Client MIGHT store AOI Client ID on SIM card for future usage. 
Depending on device user policy, if there is binding between SIM card and AOI Client ID, AOI Client SHOULD be able to issue a new AOI Client registration request to obtain a new AOI Client ID from the AOI Server upon the change of SIM card.

8.1.1.2 AOI Client Registration(Re-registration)
The objective of the AOI Client reregistration is informing the AOI Server that it is willing to continue to make use of the service the AOI Server provides with existing the AOI Client ID. 

If SIM card binding to AOI Client is applied by the end user, AOI  Client MAY obtain AOI Client ID from SIM card if there is an associated AOI Client ID. The AOI Client Registration SHOULD include this AOI Client ID.  The other procedure is same as initial AOI Client registration. 

Upon receiving the AOI Client registration confirmation from the AOI Server, the AOI Client SHALL store the AOI Client ID confirmed in the response for use in future requests. If SIM card binding is applied during registration, the AOI Client MIGHT store AOI Client ID on SIM card for future usage.
Change following section
8.2 AOI Server Procedures

8.2.1 AOI Client Registration

Upon receiving the AOI Client registration requests from the AOI Client the AOI Server SHALL . 
- check if any AOI Client ID is included in AOI Client Registration request, if NO:

- check if any subscriber information (IMSI, MSISDN) included in the request, if NO:

-handle the request as initial AOI Client Registration, assign a new AOI Client ID for this AOI Client Registration;

             - if YES:

-check if simBinding in the request is true, if NO: handle the request as initial AOI Client Registration,assign a new AOI Client ID for this AOI Client Registration;
-if YES, check internally in AOI Server if there is any AOI Client ID associated with given subscriber information, if no, handle the request as initial AOI Client Registration, assign a new AOI Client ID for this AOI Client Registration;store the subscriber information associated with the AOI Client ID;
           If there is a AOI Client ID associated with given subscriber information, return the AOI Client ID as result;
 - if YES: 

- handle the request as re-registration, check if any subscriber information (IMSI, MSISDN) included in the request, if YES:

-if simBinding is true and there is subscriber information associated with given AOI Client ID, and the subscriber information is different than that in the request, fail the request; inform AOI Client must initiate a initial AOI Client Registration request.
-if simBinding is false, handle the request as successful re-registration.
If NO:handle the request as successful re-registration

AOI Server communicate the result of the registration to the AOI Client including the AOI Client ID to be used by the AOI Client in future requests
The result of the AOI Client Registration (i.e. AOI Client ID) SHALL be stored on AOI Server for future usage.
Change following section 9.1

9.1 Interface AOI-1

 9.1.1AOI Client Registration

The following table describes the elements of an AOI Client Registration request sent from the AOI Client to the AOI Server:

	Element
	Type
	Cardinality
	Description

	messageType
	String
	1
	Element with value set to ‘aoiClientRegistrationReq’, identifying this message as a AOI Client Registration request

	clientId
	String
	0...1
	This element contains the AOI Client ID associated with subscriber information which is stored in SIM card.

	deviceID
	String
	1
	This element contains the device ID of which initiate the AOI Client Registration request

The device ID unambiguously identifies a device
Editor’s  Note: it is FFS the definition and format of device ID.

	simBinding
	Boolean
	0...1
	This element contains the value indicating wether to bind AOI Client ID with SIM card.

True: SIM binding is applied
False: no SIM binding is applied(default)

	IMSI
	String
	0…1
	This element contains the IMSI;must be present if SIM binding is true.
This element is included in the request if user preference for subscription information binding is on.

	MSISDN
	String
	0…1
	This element contains the IMSI;

This element is included in the request if user preference for subscription information binding is on.


AOI Client Registration request
Editor’s Note: It is FFS whether the AOI Client needs to indicate an address to which to send the response back, as it may be dependent on the protocol binding.

Editor’s Note: It is FFS whether an additional element needs to be sent to the AOI Server to indicate how to generate the AOI Client ID

The following table describes the elements of an AOI Client Registration success response sent from the AOI Server to the AOI Client:

	Element
	Type
	Cardinality
	Description

	messageType
	String
	1
	Element with value set to ‘aoiClientRegistrationRes’, identifying this message as a AOI Client Registration response

	code
	String
	1
	This attribute contains a code that indicates the outcome of the request. 

In case of a success response it SHALL be set to ‘200’ (‘OK’).

	desc
	String
	1
	This attribute contains a textual description that indicates the outcome of the request.

	clientId
	String
	1
	This element contains the AOI Client ID assigned by the AOI Server to the AOI Client as a result of the AOI Client Registration procedure.


AOI Client Registration success response
The following table describes the elements of an AOI Client Registration error response sent from the AOI Server to the AOI Client:

	Element
	Type
	Cardinality
	Description

	messageType
	String
	1
	Element with value set to ‘aoiClientRegistrationRes’, identifying this message as a AOI Client Registration response

	code
	String
	1
	This attribute contains a code that indicates the outcome of the request. 

In case of an error response one of the following codes MAY be used:

‘400’: ‘Bad Request’: Bad syntax in the request

 ‘503’: ‘Service Unavailable’: The AOI Server is temporarily not ready to process the request. The client may re-attempt the operation.
416: Conflicted SIM: SIM is conflicted with given subscriber information. 

	desc
	String
	1
	This attribute contains a textual description that indicates the outcome of the request.

The default descriptors can be found after each error code in the description of the ‘code’ element.


AOI Client Registration error response
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