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1 Reason for Change

It is proposed to add the SCR table in appendix C.
2 Impact on Backward Compatibility

none

3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and apply the proposed changes to the AOI ER.

6 Detailed Change Proposal

Change 1:  The proposed appendix C.
Appendix C. Static Conformance Requirements


The notation used in this appendix is specified in [SCRRULES].

C.1  ERDEF for AOI 1.0 - Client Requirements

This section is normative.
	Item
	Feature / Application
	Requirement

	OMA-ERDEF-AOI-C-001-M
	AOI Client
	[AOI-ER]:MCF


Table 4: ERDEF for AOI 1.0  Client-side Requirements

C.2  ERDEF for AOI 1.0 - Server Requirements

This section is normative.

	Item
	Feature / Application
	Requirement

	OMA-ERDEF-AOI-S-001-M
	AOI Server
	[AOI-ER]:MSF

	OMA-ERDEF-AOI-S-002-O
	AOI Auxiliary Server 
	AOI-A-S-MSF


Table 5: ERDEF for AOI 1.0  Server-side Requirements
C.3  SCR for AOI Client

	Item
	Function
	Reference
	Requirement

	AOI-C-001-M
	managing the access from/to the Client Applications on the device related to the AOI Enabler functionalities
	Section 6.3.1.1.1
	

	AOI-C-002-M
	receiving registration/de-registration from Client Applications
	Section 6.3.1.1.1
	

	AOI-C-003-M
	sending notification subscription request to AOI Server
	Section 6.3.1.1.1
	

	AOI-C-004-M
	initiating Notification Channel setup with AOI Server
	Section 6.3.1.1.1
	

	AOI-C-005-M
	receiving notifications from AOI Server
	Section 6.3.1.1.1
	

	AOI-C-006-M
	receiving notification subscription from the Client Applications
	Section 6.3.1.1.1
	

	AOI-C-007-M
	delivering notifications to the Client Applications
	Section 6.3.1.1.1
	

	AOI-C-008-M
	indicating to Server Application when it is getting overloaded
	Section 6.3.1.1.1
	

	AOI-C-009-M
	managing Shared AOI Connectivity with AOI Server
	Section 6.3.1.1.1
	

	AOI-C-010-M
	managing (e.g., add, remove, update) information related to Client Application 
	Section 6.3.1.1.1
	

	AOI-C-011-M
	managing (e.g. query, update) different status information (e.g. registered, unregistered) related to Client Application
	Section 6.3.1.1.1
	

	AOI-C-012-M
	waking up Client Applications when needed
	Section 6.3.1.1.1
	

	AOI-C-013-M
	configuring the criteria for notification delivery (e.g. configure threshold of notification frequency)
	Section 6.3.1.1.1
	

	AOI-C-014-M
	reporting the statistics information of the AOI Client (e.g. connect/disconnect activities, connection history, time period, number of notifications, number of kB sent or received, upload/download speed)
	Section 6.3.1.1.1
	

	AOI-C-015-O
	alerting disaster/emergency notifications to the user (in case no Client Application Token is indicated in the notification)
	Section 6.3.1.1.1
	


C.4  SCR for AOI Server

	Item
	Function
	Reference
	Requirement

	AOI-S-001-M
	receiving registration/de-registration from Server Applications
	Section 6.3.1.1.2
	

	AOI-S-002-M
	receiving registration/de-registration from AOI Client
	Section 6.3.1.1.2
	

	AOI-S-003-M
	receiving notifications from Server Applications over secured connection
	Section 6.3.1.1.2
	

	AOI-S-004-M
	receiving notification subscription from the AOI Client
	Section 6.3.1.1.2
	

	AOI-S-005-M
	delivering notifications to the AOI Client, respecting the policies
	Section 6.3.1.1.2
	

	AOI-S-006-M
	controlling traffic for notification messages based on service provider policy, such as a threshold per application, selected applications or all applications
	Section 6.3.1.1.2
	

	AOI-S-007-M
	maintaining AOI Connectivity if at least one Client Application is registered with the AOI Client
	Section 6.3.1.1.2
	

	AOI-S-008-M
	managing (e.g., add, remove, update) information related to Client Applications and Server Applications in case the latter are registered
	Section 6.3.1.1.2
	

	AOI-S-009-M
	managing (e.g. query, update) different status information (e.g. registered, unregistered) related to Client Application
	Section 6.3.1.1.2
	

	AOI-S-010-M
	handling authentication of AOI Client
	Section 6.3.1.1.2
	

	AOI-S-011-M
	handling authorization of Server Applications
	Section 6.3.1.1.2
	

	AOI-S-012-M
	configuring the criteria for notification delivery (e.g. configure threshold of notification frequency)
	Section 6.3.1.1.2
	

	AOI-S-013-M
	reporting and managing the statistics information of the AOI Server and AOI Clients(e.g. connect/disconnect activities, connection history, time period, number of notifications, number of kB sent or received, upload/download speed)
	Section 6.3.1.1.2
	 

	AOI-S-014-M
	handling authorized Server Applications responsible for emergency situation
	Section 6.3.1.1.2
	

	AOI-S-015-M
	receiving lightweight messages from the AOI Client and delivering them to Server Applications
	Section 6.3.1.1.2
	


C.5  SCRs for AOI Auxiliary Server 

	Item
	Function
	Reference
	Requirement

	AOI-A-S-001-O
	located within the MNO’s network and provides support to the AOI Server, when this latter component lies outside of the MNO’s network, in all those features that require a direct contact with the AOI Client from within the MNO’s network
	Section 6.3.1.1.3
	

	AOI-A-S-002-O
	may be also used as a deployment option even if the AOI Server is placed within the MNO’s network
	Section 6.3.1.1.3
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