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1 Reason for Change

This contribution proposes to resolve the comment B055 below: 
	B055
	2014.08.12
	T
	5
	Source: Huawei
Form: INP
Comment:  For some requirements, if they are not fulfilled in the ER, mark them as “Future Release”, e.g. AOI-HLF-009, AOI-HLF-010, AOI-HLF-011.
Proposed Change:  Mark unfulfilled requirements as “Future Release”.
	Status: OPEN

<provide response>


2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and agree the CR.
6 Detailed Change Proposal
Change 1:  Modify Section 5.1
5.1  High-Level Functional Requirements
This section contains the High Level requirements for AOI v1.0.

	Label
	Description
	Release

	AOI-HLF-001
	The AOI Enabler SHALL allow AOI Client to register to/unregister from AOI Server.
	1.0

	AOI-HLF-002
	The AOI Enabler SHOULD allow Client Application to register to/unregister from AOI Client.
	1.0

	AOI-HLF-003
	The AOI Enabler SHOULD allow Server Application to register to/unregister from AOI Server.
	1.0

	AOI-HLF-004
	The notification mechanism over Shared AOI Connectivity SHOULD support multiple bearers (e.g. use SMS when IP connectivity is not available)
	1.0

	AOI-HLF-005
	The AOI Enabler SHALL provide a dedicated notification mechanism over Shared AOI Connectivity in lightweight manner. 

	1.0

	AOI-HLF-006
	The AOI Enabler SHALL support an adaptable communication mechanism between the AOI Client and AOI Server depending on the policy and capability negotiation between AOI Client and AOI Server.

Informational Note: adaptable frequency of communication between the AOI Client and AOI Server based on network condition and application requirements.
	1.0

	AOI-HLF-007
	The AOI Enabler SHALL support the AOI Client to send lightweight messages to AOI Server using a Shared AOI Connectivity.
	1.0

	AOI-HLF-008
	The underlying bearer of the Shared AOI Connectivity in place at a specific point of time between the AOI Server and a specific AOI Client SHALL be transparent to the AOI Enabled Application
	1.0

	AOI-HLF-009
	The AOI Enabler SHALL be able to detect the changes of subscriber information (e.g. IMSI, IMEI, MSISDN).
	1.0

	AOI-HLF-010
	The AOI Enabler SHALL be able to report the detected changes of subscriber information (e.g. IMSI, IMEI, MSISDN).
Informational Note: Reporting the changes does not imply reporting the information
	1.0


	
	
	

	AOI-HLF-012
	The AOI Enabler SHALL support size limitation of messages.
	1.0

	AOI-HLF-013
	The AOI Enabler SHALL enable the AOI Service Provider to configure the policies and values of size limitation of messages
	1.0

	AOI-HLF-014
	The AOI Enabler SHALL be able to manage (e.g., add, remove, update) application information stored in the AOI Client and/or Server (i.e., Client Application and/or Server Application related information such as name of application, address/information used for notification delivery).
	1.0

	AOI-HLF-015
	The AOI Enabler SHOULD support a backoff mechanism in order to avoid message flooding potential risk. 

Informational Note: as an example, an exponential backoff mechanism may do that a AOI Client waits before reattempting to connect to the AOI Server for a time which exponentially increases compared to the previous waiting time value, in case the connection attempt is failed due to AOI Server failure.  
	1.0

	AOI-HLF-016
	The AOI Enabler SHOULD make available statistics information of the AOI Server or AOI Client (e.g. connect/disconnect activities, connection history, time period, number of notifications, number of kB sent or received, upload/download speed) .
	1.0

	AOI-HLF-017
	The AOI Enabler SHOULD be able to collect statistics information (e.g. connect/disconnect activities, connection history, time period, number of notifications, number of kB sent or received, upload/download speed).
	1.0

	AOI-HLF-018
	 The AOI Enabler SHALL support the communication between an Server Application and Client Application through respective AOI Server(s) and AOI Client to which AOI Enabled Server/Client Applications are connected to.

Editor’s Note: this req has to be finalized during architectural/technical discussion in CD
	1.0








































































































































































































































































































�Suggest keeping HLF-009 and HLF-010, since they have been addressed by section 8.2.1.
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