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1 Reason for Change

This contribution proposes to resolve the comments below: 
	B066
	2014.08.12
	T
	6.3.2.1
	Source: Huawei
Form: INP
Comment:  Interfaces descriptions in architecture part are not consistent with TS part. For example, AOI-1: architecture part mentions about notification subscription, blocking notification messages, but it is not mentioned in the TS. Also architecture part should mention notification channel activation/deactivation/maintenance.
Proposed Change:  Change the related bullets to be consistent.
	Status: ClOSED
with no change

	B067
	2014.08.12
	T
	6.3.2.2
	Source: Huawei
Form: INP
Comment:  Interfaces descriptions in architecture part are not consistent with TS part. For example, AOI-2: architecture part mentions about check notification, initiate channel setup, request client to initiate channel setup, request client to report statistics information, but these are not mentioned in the TS. Also architecture part should mention notification channel deactivation since it is mentioned in the TS.
Proposed Change:  Change the related bullets to be consistent.
	Status: OPEN

<provide response>

	B068
	2014.08.12
	T
	6.3.2.3
	Source: Huawei
Form: INP
Comment:  Interfaces descriptions in architecture part are not consistent with TS part. For example, AOI-3: architecture part mentions about subscribe and receive notification, but these are not mentioned in the TS. Also architecture part should mention AOI Service query since it is mentioned in the TS.
Proposed Change:  Change the related bullets to be consistent.
	Status: OPEN

<provide response>

	B069
	2014.08.12
	T
	6.3.2.4
	Source: Huawei
Form: INP
Comment:  Interfaces descriptions in architecture part are not consistent with TS part. For example, AOI-4: architecture part mentions about:

-
request to be notified by the AOI Server about the notification delivery status;

-
check the delivery status of multiple notifications;

-
set an expiry time for the notifications to be delivered to the destination;

-
receive indication that the AOI Server is getting overloaded.
 But these are not mentioned in the TS. 
Proposed Change:  Change the related bullets to be consistent.
	Status: OPEN

<provide response>

	B070
	2014.08.12
	T
	6.3.2.5
	Source: Huawei
Form: INP
Comment:  Interfaces descriptions in architecture part are not consistent with TS part. For example, AOI-5: architecture part mentions about checking notification status, but it is not mentioned in the TS. 
Proposed Change:  Change the related bullets to be consistent.
	Status: OPEN

<provide response>

	B071
	2014.08.12
	T
	6.3.1
	Source: Huawei
Form: INP
Comment:  Functional descriptions for AOI Client and AOI Server should be consistent with interfaces descriptions in architecture part and TS part. 
Proposed Change:  Change the related bullets to be consistent.
	Status: OPEN

<provide response>


2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and agree the CR.
6 Detailed Change Proposal
Change 1:  Modify Section 6.3.2.2
6.3.2.2 AOI-2

This interface is exposed by the AOI Client and can be used by AOI Server and AOI Auxiliary Server to:

· Deliver notifications to the AOI Client (not used by the AOI Auxiliary Server in case of Push over SMS wake-up notification channel)
· 
· Initiate connection-oriented notification channel setup (in case of server-initiated TCP notification channel)
· Request AOI Client to initiate connection-oriented notification channel setup to AOI Server (in case of UDP wake-up and Push over SMS Wake-up)
· 
· Initiate the notification channel de-activation request according to Service Provider’s policy
Change 2:  Modify Section 6.3.2.3 and 9.3.3
6.3.2.3 AOI-3

This interface is exposed by the AOI Client and can be used by the Client Applications to:

· Register/de-register with/from the AOI Client
· Request the AOI service query
9.3.3 AOI Service Query
The following table describes the elements of an AOI Service Query request sent from the Client Application to AOI Client:

	Element
	Type
	Cardinality
	Description

	messageType
	String
	1
	Element with value set to ‘serviceQueryReq’, identifying this message as a Service Query request

	clientAppToken
	String
	1
	This element contains the Client Application Token


Table 37. AOI Service Query
The following table describes the elements of an AOI Service Query success response sent from the AOI Client to the Client Application:

	Element
	Type
	Cardinality
	Description

	messageType
	String
	1
	Element with value set to ‘serviceQueryRes’, identifying this message as a Service Query response

	Code
	String
	1
	This attribute contains a code that indicates the outcome of the request. The Client Application SHALL use the previous AOI Service Information 

In case of a success response it SHALL be set to ‘200’ 

In case of a failed response it SHALL be set to ‘404’

	Desc
	String
	1
	This attribute contains a textual description that indicates the outcome of the request.

	aoiServerUrl
	URL
	0..1
	This element contains the URL of the AOI Server to which notification requests need to be targeted. If this information is known by other means it does not need to be conveyed in the response


Table 38. AOI Service Query response
Change 3:  Modify Section 6.3.2.4
6.3.2.4 AOI-4

This interface is exposed by the AOI Server and can be used by the Server Applications to:

· Register/de-register with/from the AOI Server

· Send notifications to the AOI Server

· 
· to request authorization for emergency notifications
· Set an expiry time for the notifications to be delivered to the destination
Change 4:  Modify Section 6.3.2.5

6.3.2.5AOI-5
This interface is exposed by the AOI Auxiliary Server and can be used by the AOI Server to:
· Request AOI Auxiliary Server to send an indication to the AOI Client to initiate connection-oriented notification channel setup to AOI Server (in case of UDP wake-up notification channel)

· 
· Deliver notifications to the AOI Client (in case of server-initiated TCP notification channel)
Change 5:  Modify Section 6.3.1

6.3.1Functional Components

6.3.1.1Internal Functional Components
6.3.1.1.1 AOI Client
The AOI Client can include the following functionalities:

· managing the access from/to the Client Applications on the device related to the AOI Enabler functionalities

· receiving registration/de-registration from Client Applications
· sending registration/de-registration request to AOI Server
· initiating Notification Channel setup with AOI Server
· receiving notifications from AOI Server

· receiving notification subscription from the Client Applications
· delivering notifications to the Client Applications
· managing Shared AOI Connectivity with AOI Server

· managing (e.g., add, remove, update) information related to Client Application

· managing (e.g. query, update) different status information (e.g. registered, de-registered ,unregistered) related to Client Application

· waking-up Client Applications when needed

· reporting the statistics information of the AOI Client (e.g. connect/disconnect activities, connection history, time period, number of notifications, number of kB sent or received, upload/download speed)
· alerting disaster/emergency notifications to the user (in case no Client Application Token is indicated in the notification)
6.3.1.1.2 AOI Server

The AOI Server can include the following functionalities:

· Registration Management:
· receiving registration/de-registration from Server Applications;

· receiving registration/de-registration from AOI Client;

· Notification Management:
· receiving notifications from Server Applications over secured connection;

· receiving registration/de-registration  request from the AOI Client;
· delivering notifications to the AOI Client, respecting the policies;

· controlling traffic for notification messages based on service provider policy, such as a threshold per application, selected applications or all applications.

· Connectivity Management:
· maintaining AOI Connectivity if at least one Client Application is registered with the AOI Client.
· managing (e.g., add, remove, update) information related to Client Applications and Server Applications in case the latter are registered;

· managing (e.g. query, update) different status information (e.g. registered, de-registered ,unregistered) related to Client Application;

· handling authentication of AOI Client;

· handling authorization of Server Applications.

· reporting and managing the statistics information of the AOI Server and AOI Clients(e.g. connect/disconnect activities, connection history, time period, number of notifications, number of kB sent or received, upload/download speed) 
· handling authorized Server Applications responsible for emergency situation,.

· receiving lightweight messages from the AOI Client and delivering them to Server Applications;
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