Doc# OMA-CD-CPNS-2010-0319R01-CR_CPNS_Usage_Statistics_Report_message_format [image: image5.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-CD-CPNS-2010-0319R01-CR_CPNS_Usage_Statistics_Report_message_format 
Change Request



Change Request

	Title:
	CPNS Usage Statistics Report message format
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	CD/ CPNS group

	Doc to Change:
	OMA-TS-CPNS_Core-V1_0-20100928-D

	Submission Date:
	14/11/2010

	Classification:
	 FORMCHECKBOX 
 1: Major change


	Source:
	Xhafer Krasniqi, Xhafer.krasniqi@eu.nec.com



5 Reason for Change

This CR provides the message format for the CPNS usage statistics collection and reporting.
This revision addresses comments provided by NTDD through the R&A
6 Impact on Backward Compatibility

N/A
7 Impact on Other Specifications

N/A
8 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

9 Recommendation

To the group to review this input and agree to incorporate in the CPNS Core specification.
10 Detailed Change Proposal

Change 1:  Usage statistics: Section 8

8.3. Usage Statistics Report message format
8.3.1 Usage Stat Report from the App to the CPNS Server
                                                                   

	Message
	Implementation
	Direction

	AppServerUsageStatReport
 
	Mandatory
	App ( CPNS Server


8.3.1.1 AppServerUsageStatReport message

This message is used by the server side application to report usage statistics to the CPNS server.
The application on the CPNS server side SHALL be able to pass the parameters as shown in the table below to the CPNS server.
	Element
	Cardinality
	T
	Data Type
	Description

	AppServerUsageStatReport
	1
	E
	
	Indicates the name of the message

	AppServerID
	1
	A
	String
	Indicates the unique identifier of the application on the CPNS Server side
This identifier can also be used for other functions or messages to identify the application on the Server side

	UsageStatsData
	1..n
	E
	String
	Gives the list of structures that contain usage stats information. One structure for example can contain usage stats information about video content or music etc.
UsageStatsData can contain information about one service or channel, but there can be multiple reports containing information about many services or channels that can be reported at the same time as part of the same message 


8.3.2 Usage Stat Report from App to the PNE

                                                                   

	Message
	Implementation
	Direction

	AppPNEUsageStatReport
 
	Mandatory
	App ( PNE


8.3.2.1 AppPNEUsageStatReport message
This message is used by the App on the PNE side to report usage statistics to the PNE.
The application on the PNE side SHALL be able to pass the parameters as shown in the table below to the PNE
	Element
	Cardinality
	T
	Data Type
	Description

	AppPNEUsageStatReport
	1
	E
	
	Indicates the name of the message

	AppPNEID
	1
	A
	String
	Indicates the unique identifier of the application on the PNE side

This identifier can also be used for other functions or messages to identify the application on the PNE side

	UsageStatsData
	1..n
	E
	String

	Gives the list of structures that contain usage stats information. One structure for example can contain usage stats information about video content or music etc.

UsageStatsData can contain information about one service or channel, but there can be multiple reports containing information about many services or channels that can be reported at the same time as part of the same message 


8.3.3 Usage Stat Report from PNE to the PN GW

	Message
	Implementation
	Direction

	PNEUsageStatReport
 
	Mandatory
	PNE ( PN GW


8.3.3.1 Usage Stat Report from PNE to the PN GW message
This message is used by the PNE to report usage statistics to the PN GW. It is assumed that if the HTTP 1.1 is approved to be the transport protocol to be used as an underlying protocol to acknowledge the receipt of the usage statistics report. 
PNE SHALL be able to pass the parameters to the PN GW through this message.
	Element
	Cardinality
	T
	Data Type
	Description

	PNEUsageStatReport
	1
	E
	
	Indicates the name of the message

	PNEID
	0..1
	A
	String
	Indicates the unique identifier of the PNE. This can be physical address of the 

This identifier can also be used for other functions or messages to identify the PNE

	AppPNEID
	1
	A
	String
	Indicates the unique identifier of the application on the PNE side

This identifier can also be used for other functions or messages to identify the application on the PNE side

	StatsReportMessageID
	1
	A
	String
	Unique identifier to identify the stats report when requested

This parameter can be used by other functions and requests 

	PNEStatsData
	1..n
	E
	String
	Describes the stats report reported by the PNE

	UsageStatsData
	1..n
	E
	String
	Gives the list of structures that contain usage stats information. One structure for example can contain usage stats information about video content or music etc.

UsageStatsData can contain information about one service or channel, but there can be multiple reports containing information about many services or channels that can be reported at the same time as part of the same message 


.

8.3.4 Usage Stat Report from PN GW to the CPNS Server

	Message
	Implementation
	Direction

	PNGWUsageStatReport
 
	Mandatory
	PN GW ( CPNS Server


8.3.4.1 Usage Stat Report from PN GW to the CPNS Server message

This message is used by the PN GW to report usage statistics to the CPNS Server
PN GW SHALL be able to pass the parameters to the CPNS Server through this message.

	Element
	Cardinality
	T
	Data Type
	Description

	PNGWUsageStatReport
	1
	E
	
	Indicates the name of the message

	PNGWID
	0..1
	A
	String
	Indicates the unique identifier of the PNE. This can be physical address of the 

This identifier can also be used for other functions or messages to identify the PNE

	AppPNEID
	1
	A
	String
	Indicates the unique identifier of the application on the PNE side

This identifier can also be used for other functions or messages to identify the application on the PNE side

	PNEID
	0..1
	A
	String
	Indicates the unique identifier of the PNE. This can be physical address of the 

This identifier can also be used for other functions or messages to identify the PNE

	StatsReportMessageID
	1
	A
	String
	Unique identifier to identify the stats report when requested

This parameter can be used by other functions and requests 

	PNGWStatsData
	1..n
	E
	String
	Describes the stats report reported by the PN GW

	UsageStatsData
	1..n
	E
	String
	Gives the list of structures that contain usage stats information. One structure for example can contain usage stats information about video content or music etc.

UsageStatsData can contain information about one service or channel, but there can be multiple reports containing information about many services or channels that can be reported at the same time as part of the same message 
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�I did not understand NTT’s comment:





Please clarify why report message from PNE side application have 3 variation of message? A clarification, related to CR#296 (CPNS common information element). 





�What is Data Type “structure”? What would be the exact format (/ at least template) of the information





XK: It is supposed to be some content or payload content. I thought the format of it should be ‘structure’ format, but I am ok to change should the group think differently 





NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2010 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20090101-I]

© 2009 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 6 (of 6)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20090101-I]

