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1 Reason for Change

Change 1: Insert message name element on the top of message table.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and approve the proposed change in this CR for incorporation into the CPNS TS.
6 Detailed Change Proposal

Change 1:  Insert message name element on the top of message table.
8. CPNS message
8.1. General Consideration
This section describes message and its sub elements. 
In message element table, “E” means element and “A” means attribute. If the Type of element is empty, it means that the element has not value but sub attributes.
8.2. CPNS Entity Discovery
A device which has the initial Mode following the definition of Entity Mode in section 5.2 can start the entity discovery to recognize the Mode of the other device. 
This transaction can be done between PNE and PN GW, PNE and PNE, or PN GW and PN GW because the requested CPNS Entity does not know the Mode of other device before the Entity Discovery transaction after physical pairing.

Note: The interface between PNE and PNE will not be used for peer to peer but for CPNS entity discovery only.

	Message
	Implementation
	Direction

	EntityDiscoveryRequest 
	Mandatory
	PNE ( PNE, 
PNE ( PN GW, 

PN GW ( PNE, 
PN GW ( PN GW

	EntityDiscoveryResponse
	Mandatory
	PNE ( PNE, 
PN GW ( PNE, 

PNE ( PN GW, 
PN GW ( PN GW


Table 1 Message Directions for CPNS Entity Discovery between PNE and PNE
8.2.1. CPNS Entity Discovery Request message
	Element
	Cardinality
	T
	Data Type
	Description

	EntityDiscoveryRequest
	1
	E
	
	Its sub elements are

EntityInfo
PNInfo

	EntityInfo
	1
	E
	
	Entity information

Its sub attributes are

DeviceID

PNEID

PNGWID

Mode

InactiveMode

	DeviceID
	1
	A
	String
	Device identifier, e.g. device maker / model / serial number, UUID.

	PNEID
	0..1
	A
	String
	PNE Identification (see section 5.1.3).

	PNGWID
	0..1
	A
	String
	PN GW Identification (see section 5.1.3).

	Mode
	1
	A
	String
	The mode of requester. If the mode of requestor is PNE, the value should be “PNE”. If the mode of requestor is PN GW, the value should be “PN GW”.

If the mode of requestor is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	PNInfoReq
	0..1
	A
	Boolean
	If the requester wants to know PN information of PN GW, this value should “TRUE”.

	InactiveMode
	0..1
	A
	String
	If the current value of Mode is “PNE” or “PN GW” in a device and there are functionalities of PNE and PN GW in a device, the other function is inactive.

(e.g. If the value of Mode is “PNE” and its functionalities are PNE and PN GW in a mobile phone, inactive is set “PN GW” and this means inactive mode is “PN GW”. 
e.g. If the value of Mode is “PN GW” and its functionalities are PNE and PN GW in a mobile phone, inactive is set “PNE” and this means inactive mode is “PNE”.)

	PNInfo
	0..n
	E
	
	PN information when the requester is PN GW and it handles PN(s). This is helpful information to join request from PNE.

Its sub attributes are

PNID

Description

	PNID
	1
	A
	String
	PN identification. 

	Description
	0..1
	A
	String
	PN Description. (e.g. home, office)


Table 3 Information elements in EntityDiscoveryRequest message
8.2.2. CPNS Entity Discovery Response message

	Element
	Cardinality
	T
	Data Type
	Description

	EntityDiscoveryResponse
	1
	E
	
	Its sub elements are

EntityInfo

PNInfo

	EntityInfo
	1
	E
	
	Entity Information

Its sub attributes are

PNEID

PNGWID

Mode

InactiveMode

	PNEID
	0..1
	A
	String
	PNE Identification (see section 5.1.3).

	PNGWID
	0..1
	A
	String
	PN GW Identification (see section 5.1.3).

	Mode
	1
	A
	String
	The mode of respondent. If the mode of respondent is PNE, the value should be “PNE”. If the mode of respondent is PN GW, the value should be “PN GW”. If the mode of respondent is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	InactiveMode
	0..1
	A
	String
	If the current value of Mode is “PNE” or “PN GW” in a device and there are functionalities of PNE and PN GW in a device, the other function is inactive.

(e.g. If the value of Mode is “PNE” and its functionalities are PNE and PN GW in a mobile phone, inactive is set “PN GW” and this means inactive mode is “PN GW”. 
e.g. If the value of Mode is “PN GW” and its functionalities are PNE and PN GW in a mobile phone, inactive is set “PNE” and this means inactive mode is “PNE”.)

	PNInfo
	0..n
	E
	
	PN information when the value of Mode attribute is PN GW handling PN(s) and PNInfoReq attribute is “TRUE” in EntityDiscoveryRequest message. This is helpful information to join request from PNE.

Its sub attributes are

PNID

Description

PNMember

	PNID
	1
	A
	String
	PN identification.

	Description
	0..1
	A
	String
	PN Description. (e.g. home, office)

	PNMember
	0..n
	E
	
	The member PNEs of PN.

Its sub attributes are

PNEID

Name

	PNEID
	1
	A
	String
	PNE Identification

	Name
	0..1
	A
	String
	PNE Name (e.g. mp3 player)


Table 4 Information elements in EntityDiscoveryResponse message
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