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1 Reason for Change

PN PNE Management Procedure and Message
Comment: remove Action “Release” because of PNReleaseRequest and Response message.

Comment: remove RequestID

Comment: change “it” into proper CPNS Entity
Insert Active attribute for PN and PNE following the PN Inventory
Comment: newly joined PNE case has no need to insert additional notification. Insert PNInfo into PNERequest and remove notification procedure for newly joined PNE.
Comment: not multiple invitation but one PNE invitation
Remove “Editor’s note: whether or not we need PNERequest and PNEResponse message for PNE Expel is FFS.”
Request and Response are needed for expel case.
1. Request -> The PNE remove the PN Inventory -> send response to PN GW to notify two things 
- remove in local PN Inventory well and need to let know I have active SG related with this PN, PN GW need to remove that part instead of PNE using response message)

2. Too many messages parsing process are needed for req-res and expel notification in device side. It is good to be consistency.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and approve the proposed change in this CR for incorporation into the CPNS TS.
6 Detailed Change Proposal

Section 7.3 (new section)
7.3 PN Management

7.3.1 PN Establishment

7.3.2 PNE Management
This section describes managing members of PN, which are PNEs, after PN Establishment procedure. 

7.3.2.1 PNE Inviting
7.3.2.1.1 PNE
[Procedure in inviting PNE]
After a PN is established, PNE can invite additional PNE to join the PN. To realize this, PNE SHALL create the PNERequest message including below sub attributes and elements. PNE SHOULD find out the information of invited PNE in entity discovery procedure.
· Command attribute SHALL be inserted with “2” (Invite) value.
· PNEID attribute SHALL be inserted for invite requesting PNE’s PNEID.
· PNEInfo element SHALL be inserted for PNE to be invited.

· PNEID attribute SHALL be inserted
· PNInfo element SHALL be inserted
· PNID attribute SHALL be inserted from PN Inventory.
· Description attribute MAY be inserted if PN Inventory contains
· PNType attribute SHALL be inserted from PN Inventory.
· Active attribute SHALL be inserted from PN Inventory.
· Sharing attribute SHALL be inserted from PN Inventory.
· PNGWInfo element SHALL be inserted from PN Inventory. 

· PNGWID attribute SHALL be inserted.
· Name attribute SHOULD be inserted if PN Inventory contains.
· PNEInfo element SHOULD be inserted for current member of PN if Sharing attribute is set “1” to share the member information from PN Inventory.
· PNEID attribute SHALL be inserted.
· Name attribute MAY be inserted if PN Inventory contains.
· Active attribute SHALL be inserted.
After creating the PNERequest message, PNE SHALL send the PNERequest message to PN GW. 

When PNE receives the PNEResponse message with Status attribute “1” (Success) from PN GW, PNE SHOULD store invited PNE’s PNEInfo including below attributes in local PN Inventory if the PN GW shares the member information with the member of PN, which means Sharing attribute is “1”. (See section 5.6 PN Inventory)
· PNEID 
· Name if it is found in entity discovery procedure
· Active =”TRUE”
[Procedure in invited PNE]

When the invited PNE receives the PNERequest message with Command attribute “2” (Invite) from PN GW, PNE SHALL create PN Inventory and store PNInfo elements in local PN Inventory and then send the PNEResponse message including only Status attribute to PN GW. (See section 5.6 PN Inventory)
7.3.2.1.2 PN GW
After a PN is established, PN GW can invite additional PNEs to join the PN. To realize this, PN GW SHALL create PNERequest messages including below sub attribute and elements.
· Command attribute SHALL be inserted with “2” (Invite) value.
· PNEInfo element SHALL be inserted for PNE to be invited.

· PNEID attribute SHALL be inserted
· PNInfo element SHALL be inserted

· PNID attribute SHALL be inserted from PN Inventory.

· Description attribute MAY be inserted if PN Inventory contains

· PNType attribute SHALL be inserted from PN Inventory.

· Active attribute SHALL be inserted from PN Inventory.

· Sharing attribute SHALL be inserted from PN Inventory.

· PNGWInfo element SHALL be inserted from PN Inventory. 

· PNGWID attribute SHALL be inserted.

· Name attribute MAY be inserted if PN Inventory contains.

· PNEInfo element SHOULD be inserted for current member of PN if Sharing attribute is set “1” to share the member information from PN Inventory.

· PNEID attribute SHALL be inserted.

· Name attribute MAY be inserted if PN Inventory contains.
· Active attribute SHALL be inserted.
After creating PNERequest messages, PN GW SHALL send the PNERequest message to each invited PNEs. 
When PN GW receives the PNERequest message from PNE, PN GW SHALL check that invited PNE is in detected devices by PN GW through entity discovery procedure. 
If PN GW finds the PNE which wasn’t detected by PN GW, PN GW SHALL send the PNEResponse message with Status attribute “3” (not connected) to requesting PNE.
If the invited PNE is detected by PN GW, PN GW SHALL forward the PNERequest message to PNE to be invited.
When PN GW receives the PNEResponse message from PNE, PN GW SHALL send the PNUpdateRequest message to CPNS Server including below sub attribute and element. (See section 5.6 PN Inventory)
· Action attribute SHALL be inserted with “4” (PNE Update) value 
· PNInfo element SHALL be inserted

· PNID attribute SHALL be inserted

· PNEInfo element SHALL be inserted for successfully invited PNE.

· PNEID attribute SHALL be inserted 
· Name attribute SHOULD be inserted if it was received in entity discovery procedure.
· Active attribute SHALL be “TRUE”.

· Mode attribute SHALL be inserted if it was received in entity discovery procedure.
· InactiveMode attribute SHOULD be inserted if it was received in entity discovery procedure.
· Update attribute SHALL be inserted with “1” (New) value.
When PN GW receives the PNUpdateResponse message from CPNS Server, PN GW SHALL update PNEInfo in local PN Inventory from the PNUpdateRequest message. (See section 5.6 PN Inventory)
After storing PNEInfo in local PN Inventory, if the PN GW shares the member information with the member of PN (Sharing attribute is “1”), PN GW SHOULD send the PNUpdateNotification message to existed member PNE including below sub attribute and element. (See section 5.6 PN Inventory)
· Action attribute SHALL be inserted with “4”(PNE Update).

· PNInfo element SHALL be inserted from PN Inventory.

· PNID attribute SHALL be inserted from PN Inventory.

· PNEInfo element for the newly invited PNE(s).
· PNEID attribute SHALL be inserted 
· Name attribute SHOULD be inserted if it was received in entity discovery procedure.

· Active attribute SHALL be “TRUE”.

· Update attribute SHALL be inserted with “1” (New) value.
7.3.2.1.3 CPNS Server
When CPNS Server receives the PNUpdateRequest message with Action attribute “4” (PNE Update) from PN GW, CPNS Server SHALL update PN Inventory with PNEInfo element in PNInfo element, and then CPNS Server SHALL send the PNUpdateResponse message with Status attribute to PN GW.

7.3.2.2 PNE Joining
7.3.2.2.1 PNE
After a PN is established, PNE can join PN as a member. To realize this, PNE SHALL send the PNERequest message to PNGW in a target PN including below attribute and elements.
· Command attribute SHALL be inserted with “1” (Join) value.
· PNEInfo element SHALL be inserted for joining PNE to PNGW in a target PN. 
· PNEID attribute SHALL be inserted
· Name attribute MAY be inserted
· PNInfo element SHALL be inserted to notify which PN 

· PNID attribute: Regarding PNGW handles several PNs, PNE SHALL insert PNID attribute. And this PNID was obtained when PNE went through entity discovery process to find out proper PN GW or its PN.
When PNE receives the PNEResponse message with Status attribute “1” (Success) from PN GW, PNE SHALL create PN Inventory and then store PNInfo element in local PN Inventory. (See section 5.6 PN Inventory)
7.3.2.2.2 PN GW
When PN GW receives the PNERequest message with Command attribute “1” (Join) from PNE, PN GW SHALL send the PNUpdateRequest message to CPNS Server including below attribute and element.
· Action attribute SHALL be inserted with “4” (PNE Update) value
· PNInfo element SHALL be inserted

· PNID attribute SHALL be inserted

· PNEInfo element SHALL be inserted for successfully joined PNE 
· PNEID attribute SHALL be inserted 

· Name attribute SHOULD be inserted if it was received in entity discovery procedure.

· Active attribute SHALL be “TRUE”.

· Mode attribute SHALL be inserted if it was received in entity discovery procedure.
· InactiveMode attribute SHOULD be inserted if it was received in entity discovery procedure.

· Update attribute SHALL be inserted with “1” (New) value. 
When PN GW receives the PNUpdateResponse message from CPNS Server, PN GW SHALL store PNEInfo in local PN Inventory (see section 5.6 PN Inventory) and then PN GW SHALL send the PNEResponse message to newly joined PNE including below attribute and element.
· Status attribute SHALL be inserted with “1”(Success) value.
· PNInfo element SHALL be inserted

· PNID attribute SHALL be inserted from PN Inventory.

· Description attribute MAY be inserted if PN Inventory contains

· PNType attribute SHALL be inserted from PN Inventory.

· Active attribute SHALL be inserted from PN Inventory.

· Sharing attribute SHALL be inserted from PN Inventory.

· PNGWInfo element SHALL be inserted from PN Inventory. 

· PNGWID attribute SHALL be inserted.

· Name attribute MAY be inserted if PN Inventory contains.

· PNEInfo element SHOULD be inserted for current member of PN if Sharing attribute is set “1” to share the member information from PN Inventory.

· PNEID attribute SHALL be inserted.

· Name attribute MAY be inserted if PN Inventory contains.

· Active attribute SHALL be inserted.

After sending the PNEResponse message, if the PN GW shares the member information with the member of PN (Sharing attribute is “1”), PN GW SHOULD create the PNUpdateNotification message for existed member PNE include

· Action attribute SHALL be inserted with “4”(PNE Update).

· PNInfo element SHALL be inserted from PN Inventory.

· PNID attribute SHALL be inserted from PN Inventory.

· PNEInfo element for the newly joined PNE.

· PNEID attribute SHALL be inserted 

· Name attribute SHOULD be inserted if it was received in entity discovery procedure.

· Active attribute SHALL be “TRUE”.

· Update attribute SHALL be inserted with “1” (New) value.
After creating PNUpdateNotification messages, PN GW SHOULD send PNUpdateNotification messages to the member PNEs in the PN.
7.3.2.2.3 CPNS Server
When CPNS Server receives the PNUpdateRequest message with Action attribute “4” (PNE Update) from PN GW, CPNS Server SHALL update PN Inventory with PNEInfo element in PNInfo element, and then CPNS Server SHALL send the PNUpdateResponse message with Status attribute to PN GW.

7.3.2.3 PNE Expulsion

7.3.2.3.1 PNE
[Procedure in expelling PNE]
When PNE wants to expel the other PNE, PNE SHALL send the PNERequest message to PN GW including below attribute and element.

· Command attribute SHALL be inserted with “4”(Expel) value.

· PNEID attribute SHALL be inserted for PNE which wants to expel other PNE.

· PNEInfo element SHALL be inserted for expelled PNE

· PNEID attribute SHALL be inserted

· PNInfo element SHALL be inserted to notify that PNE should be expelled from which PN.

· PNID attribute SHALL be inserted.
When PNE receives the PNEResponse message from PN GW, PNE SHALL remove the PNEInfo element of PNInfo from PN Inventory.
[Procedure in expelled PNE]
When PNE receives the PNERequest message with Command attribute “4” (Expel) from PN GW, expelled PNE SHALL send the PNEResponse message to PN GW including below attributes.

· Status attribute SHALL be inserted with 
“1”(Success) if there is no SG related with this PN or 
“4”(Notification) if there are active SGs related with this PN, which means this PNE was the member of only this PN for SG.
· SGID element SHALL be inserted for the SG related with this PN if Status attribute is “4”.
After sending message, PNE SHALL remove PNInfo element in local PN Inventory and SHALL remove available SGInfo element in local SG Inventory for the SG related with this PN.

7.3.2.3.2 PN GW
When PN GW receives the PNERequest message with Command “4” from PNE or if PN GW wants to expel a certain member of PN, PN GW SHALL check there is related SG for this expelled PNE in local SG Inventory of PN GW. If there is related SG, PN GW SHALL create the SGActionRequest message following PNE Expulsion in Service Group procedure (see section 7.4.2.2.2 PN GW).

After successful PNE Expulsion in SG or there is no related SG with this expelled PNE, PN GW SHALL check member PNEs in this PN. 
If there is no member PNE of this PN, expulsion of last member PNE is same with PN remove. PN GW SHALL create the PNReleaseRequest message following PN release procedure (Section 7.3.7.2 PN GW). 

If there are member PNEs of this PN, PN GW SHALL send the PNUpdateRequest message to CPNS Server including below attribute and element 

· Action attribute SHALL be inserted with “4” (PNE Update) value.

· PNInfo element SHALL be inserted to notify which PN

· PNID attribute SHALL be inserted.

· PNEInfo element SHALL be inserted for expelled PNE.
· PNEID attribute SHALL be inserted.

· Update attribute SHALL be inserted with “3” (Removed) value. 

When PN GW receives the PNUpdateResponse message from CPNS Server, PN GW SHALL check Sharing attribute of this PN. If the PN GW shares the member information with the member of PN (Sharing attribute is “1”), PN GW SHOULD send the PNUpdateNotification messages to existed member PNEs including below attribute and element.
· Action attribute SHALL be inserted with “4”(PNE Update) value.

· PNInfo element SHALL be inserted from PN Inventory.

· PNID attribute SHALL be inserted from PN Inventory.

· PNEInfo element for the expelled PNE.

· PNEID attribute SHALL be inserted 

· Update attribute SHALL be inserted with “3” (Removed) value.
After checking Sharing attribute, PN GW SHALL send the PNERequest message to expelled PNE including below attribute and element.
· Command attribute SHALL be inserted with “4”(Expel) value.

· PNEInfo element SHALL be inserted for expelled PNE

· PNEID attribute SHALL be inserted

· PNInfo element SHALL be inserted to notify that PNE should be expelled from which PN.

· PNID attribute SHALL be inserted.
When PN GW receives the PNEResponse message from PNE, PN GW check there is SGID element in the PNEResponse message. If there is SGID element, PN GW SHALL check that it was removed in local SG Inventory as well. PN GW SHALL remove PNEInfo element of PNInfo element in local PN Inventory.

7.3.2.3.3 CPNS Server
When CPNS Server receives the PNUpdateRequest message with Action attribute “4” (PNE Update) from PN GW, CPNS Server SHALL update PN Inventory removing PNEInfo element in PNInfo element.
After updating PNInfo element in local PN Inventory, CPNS Server SHALL send the PNUpdateResponse message with Status attribute to PN GW.

7.3.2.4 PNE Leaving
7.3.2.4.1 PNE
When PNE wants to leave a PN, PNE SHALL send the PNERequest message to PN GW including below attribute and element.

· Command attribute SHALL be inserted with “3” (Leave) value. 
· PNEInfo element SHALL be inserted for PNE to leave
· PNEID attribute SHALL be inserted

· PNInfo element SHALL be inserted to notify that PNE should leave from which PN.

· PNID attribute SHALL be inserted.
When PNE receives the PNEResponse message from PN GW, PNE SHALL check there is SGID attribute in the message. If there is SGID, PNE SHALL remove the SGInfo element in local SG Inventory. PNE SHALL remove the PNInfo element in local PN Inventory.

7.3.2.4.2 PN GW
When PN GW receives the PNERequest message with Command attribute “3” (Leave) from PNE, PN GW SHALL check there is related SG for this left PNE in local SG Inventory of PN GW. If there is related SG, PN GW SHALL save SGID temporary from SG Inventory and create the SGActionRequest message following PNE Expulsion in Service Group procedure (see section 7.4.2.2.2 PN GW).
After successful PNE Expulsion in SG or there is no related SG with this expelled PNE, PN GW SHALL send the PNEResponse message to PNE to be left including below attribute and element and remove available temporary SGID. 
· Status attribute SHALL be inserted with 
“1”(Success) if there is no temporary stored SGID related with this PNE or 
“4”(Notification) if there are temporary stored SGID.

· SGID element SHALL be inserted with the temporary stored SGID related with this PN.

After sending the PNEResponse message, PN GW SHALL check member PNEs in this PN. 

If there is no member PNE of this PN, leaving of last member PNE is same with PN remove. PN GW SHALL create the PNReleaseRequest message following PN release procedure (Section 7.3.7.2 PN GW). 

If there are member PNEs of this PN, PN GW SHALL send the PNUpdateRequest message to CPNS Server including below attribute and element 

· Action attribute SHALL be inserted with “4” (PNE Update) value.

· PNInfo element SHALL be inserted to notify which PN

· PNID attribute SHALL be inserted.

· PNEInfo element SHALL be inserted for left PNE.
· PNEID attribute SHALL be inserted.

· Update attribute SHALL be inserted with “3” (Removed) value. 


When PN GW receives the PNUpdateResponse message from CPNS Server, PN GW SHALL check Sharing attribute of this PN. If the PN GW shares the member information with the member of PN (Sharing attribute is “1”), PN GW SHOULD send the PNUpdateNotification messages to existed member PNEs including below attribute and element.
· Action attribute SHALL be inserted with “4”(PNE Update) value.

· PNInfo element SHALL be inserted from PN Inventory.

· PNID attribute SHALL be inserted from PN Inventory.

· PNEInfo element for the expelled PNE.

· PNEID attribute SHALL be inserted 

· Update attribute SHALL be inserted with “3” (Removed) value.
After sending the PNUpdateResponse message, PN GW SHALL remove PNEInfo element of PNInfo element in local PN Inventory.

7.3.2.4.3 CPNS Server
When CPNS Server receives the PNUpdateRequest message with Action attribute “4” (PNE Update) from PN GW, CPNS Server SHALL update PN Inventory removing PNEInfo element in PNInfo element.

After updating PNInfo element in local PN Inventory, CPNS Server SHALL send the PNUpdateResponse message with Status attribute to PN GW.

Change 1:  section 8.3. 
8.3. PN Management
8.3.1. PN Establishment
8.3.2. PN Upate

	Message
	Implementation
	Direction

	PNUpdateRequest 
	Mandatory
	PNE ( PN GW

PN GW ( CPNS Server

	PNUpdateResponse
	Mandatory
	PN GW ( PNE

CPNS Server ( PN GW


8.3.2.1. PN Update Request message
	Element
	Cardinality
	T
	Data Type
	Description

	PNUpdateRequest
	1
	E
	
	Its sub attributes are
· MsgID
· Action

Its sub element is
· PNInfo

· 


	MsgID
	1
	A
	String
	Message ID.

	Action
	1
	A
	Integer
	The action of the PN. If the member is modified, the Action is “PNE Update”. If the PN GW is modified, the Action is “PN GW Update”. If the PN is modified or released, the Action is “PN Update” or “PN Release”.

1 – PN Update, the information of PN is updated. 

2 – PN Release.

3 – PN GW Update.

4 – PNE Update.
5 – PN GW Update and PNE Update

	PNInfo
	1
	E
	
	PN Information. This is information of PN to be uploaded.

Its sub attributes are

· PNID

· Description
· Sharing
Its sub elements are

· PNGWInfo

· PNEInfo

	PNID
	1
	A
	String
	PN Identification.

	Description
	0..1
	A
	String
	PN Description. (e.g. Home, Office)

	Sharing
	0..1
	A
	Integer
	The level of PN Inventory in PNE side
1 – Shared, PN GW Info and PNE Info are shared in PNE

2 – Protected, PN GW Info only in PNE, default

	PNGWInfo
	0..1
	E
	
	PN GW Information. If there is modification of PN GW, this should be inserted. (e.g. PN GW switching)

Its sub attributes are

· PNGWID

· Name

	PNGWID
	1
	A
	String
	PN GW Identification.

	Name
	0..1
	A
	String
	PN GW Name (e.g. assigned nickname)

	PNEInfo
	0..n
	E
	
	PNE Information. If there is modification of PNE, this should be inserted. (e.g. new PNE joined, PNE left)

Its sub attributes are

· PNEID

· Name
· Mode
· InactiveMode

· Update

	PNEID
	1
	A
	String
	PNE Identification.

	Name
	0..1
	A
	String
	PNE Name (e.g. mp3 player)

	Mode
	0..1
	A
	Integer
	The mode of device. This member can “1” or “3”.

1 – PNE, If the mode of respondent is PNE, the value should be “PNE”. 

2 – PNGW, If the mode of respondent is PN GW, the value should be “PN GW”. 

3 – BOTH, If the mode of respondent is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	InactiveMode
	0..1
	A
	Integer
	If current mode is PNE and there are functionalities of PN GW in a device, the other function is inactive.

(e.g. If the value of Mode is “1”(PNE) and its functionalities are PNE and PN GW in a mobile phone, inactive is set “2” (PN GW) and this means inactive mode is “PN GW”.)

1 – PNE

2 – PNGW

	PNGWPriority
	0..1
	A
	Boolean
	If device of Mode is PNE or BOTH, this should be set by PN GW. If the value is “TRUE”, this device should be next PN GW when current PN GW can’t manage PN.

	Update
	1
	A
	Integer
	The update information of this PNE.

1 – New, the PNE is newly joined in this PN

2 – Update, the PNE is updated

3 – Removed, the PNE is removed in this PN

	
	
	
	
	


Table 1 Information elements in PNUpdateRequest message
8.3.2.2. PN Update Response message
	Element
	Cardinality
	T
	Data Type
	Description

	PNUpdateResponse
	1
	E
	
	Its sub attributes are
· MsgID

· RequestID
· Status

	MsgID
	1
	A
	String
	Message ID

	RequestID
	1
	A
	String
	Request Message ID to map original request

	Status
	1
	A
	Integer
	The status of success or fail.

1 – Success

2 – Fail, this PN is not registered before.

3 – Fail, this PN has the related service group.

4 – Fail, this PNE was not the member of this PN.

5 – Fail, this PNE was the member of this PN before.

	
	
	
	
	


Table 2 Information elements in PNUpdateResponse message
8.3.3. PNE Joining, Leaving, Expulsion
	Message
	Implementation
	Direction

	PNERequest 
	Mandatory
	PNE ( PN GW

PN GW ( PNE

	PNEResponse
	Mandatory
	PN GW ( PNE

PNE ( PN GW 

	PNENotification
	Mandatory
	PN GW ( PNE


8.3.3.1. PNE Request message

	Element
	Cardinality
	T
	Data Type
	Description

	PNERequest
	1
	E
	
	Its sub attributes are
· MsgID
· Command
· 
· PNEID

Its sub element is

· PNInfo

	MsgID
	1
	A
	String
	Message ID

	Command
	1
	A
	Integer
	The command for target PNEs. If a PNE requests to join, its command is “Join”. If a PNE wants to leave, its command is “Leave”. If a PNE or PN GW wants to invite other PNE(s), its command is “Invite” and PNEInfo should be the information of invited PNE(s). If a PNE or PN GW wants to expel other PNE(s), its command is “Expel” and PNEInfo should be the information of expelled PNE(s).
1 – Join, the PNE wants to join 

2 – Invite, the PNE or PN GW wants to invite other PNE(s)
3 – Leave, the PNE wants to leave

4 – Expel, this PNE should be expelled.

	PNEID
	0..1
	A
	String
	PNE Identification for requesting PNE.

	PNInfo
	1
	E
	
	PN Information

Its sub attributes are

· PNID

· Description
Its sub elements are

· PNGWInfo

· PNEInfo

	PNID
	1
	A
	String
	PN Identification. 

	
	
	
	
	

	Description
	0..1
	A
	String
	PN Description. (e.g. Home, Office)

	
	
	
	
	





	PNGWInfo
	0..1
	E
	
	PN GW Information.
Its sub attributes are

· PNGWID

· Name

	PNGWID
	1
	A
	String
	PN GW Identification.

	Name
	0..1
	A
	String
	PN GW Name (e.g. mobile phone)

	PNEInfo
	1..n
	E
	
	PNE Information. If the PN GW or PNE invites PNE, this is member’s information. If the PNE wants to join or leave, or PN GW wants to expel PNE, this is PNE’s information.

Its sub attributes are
· PNEID

· Name

	PNEID
	1
	A
	String
	PNE Identification.

	Name
	0..1
	A
	String
	PNE Name (e.g. mp3 player)


Table 3 Information elements in PNERequest message
8.3.3.2. PNE Response message

	Element
	Cardinality
	T
	Data Type
	Description

	PNEResponse
	1
	E
	
	Its sub attributes are
· MsgID

· RequestID
· Status

· SGID
Its sub element is

· PNInfo

	MsgID
	1
	A
	String
	Message ID

	RequestID
	1
	A
	String
	Request Message ID to map original request

	Status
	1
	A
	Integer
	The status of success or fail.

1 – Success

2 – Fail, this PN is not registered before.

3 – Fail, this PNE is not connected.

	SGID
	0..n
	A
	String
	Service Group Identification. Before leaving, the PNE let PN GW knows current Service Groups if it was the member of only one PN.

	PNInfo
	0..1
	E
	
	PN Information. 

Its sub attributes are

· PNID

· Description
· Sharing
Its sub elements are
· PNGWInfo
· PNEInfo

	PNID
	1
	A
	String
	PN Identification.

	Description
	0..1
	A
	String
	PN Description. (e.g. Home, Office)

	Sharing
	1
	A
	Integer
	The level of PN Inventory sharing in PNE side

1 – Shared, PN GW Info and PNE Info are shared in PNE

2 – Protected, PN GW Info only in PNE, default

	PNGWInfo
	0..1
	E
	
	PN GW Information
Its sub attributes are

· PNGWID

· Name

	PNGWID
	1
	A
	String
	PN GW Identification.

	Name
	0..1
	A
	String
	PN GW Name (e.g. assigned nickname)

	PNEInfo
	1..n
	E
	
	PNE Information. If there is modification of PNE, this should be inserted. (e.g. new PNE joined or invited, PNE left)

Its sub attributes are

· PNEID

· Name

· Mode

· InactiveMode
Its sub elements are 

· DeviceCapa

· ContentInfo

	PNEID
	1
	A
	String
	PNE Identification.

	Name
	0..1
	A
	String
	PNE Name (e.g. mp3 player)

	Mode
	0..1
	A
	Integer
	The mode of device. This member can “1” or “3”.

1 – PNE, If the mode of respondent is PNE, the value should be “PNE”. 

2 – PNGW, If the mode of respondent is PN GW, the value should be “PN GW”. 

3 – BOTH, If the mode of respondent is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	InactiveMode
	0..1
	A
	Integer
	If current mode is PNE and there are functionalities of PN GW in a device, the other function is inactive.

(e.g. If the value of Mode is “1”(PNE) and its functionalities are PNE and PN GW in a mobile phone, inactive is set “2” (PN GW) and this means inactive mode is “PN GW”.)

1 – PNE

2 – PNGW

	DeviceCapa
	0..1
	E
	
	Capability information of device embedding PNE

Its sub attributes are

· DeviceType

· VideoCodec

· AudioCodec

NOTE: the attributes may be added later according to the operator’s policy.

	DeviceType
	0..1
	A
	String
	Device type (e.g., PMP, MP3 player)

	VideoCodec
	0..1
	A
	Integer
	Video codec to be deployed in device embedding PNE

For example, 

1 – H.264

2 – MPEG4

3 – TBD

NOTE: video codecs can be defined by operator’s policy.

	AudioCodec
	0..1
	A
	Integer
	Audio codec to be deployed in device embedding PNE

For example, 

1 – AC3

2 – AAC

3 – MP3

NOTE: video codecs can be defined by operator’s policy.

	ContentInfo
	0..1
	E
	
	Information of Content(s) which PNE can provide

Its sub attributes are (for example)

· Movie

· Music

· Document

NOTE: the attributes may be added later according to the operator’s policy

	Movie
	0..1
	A
	string
	The name of movie which PNE can provide

	Music
	0..1
	A
	string
	The name of music which PNE can provide

	Document
	0..1
	A
	string
	The name of document which PNE can provide

	
	
	
	
	


Table 4 Information elements in PNEResponse message
8.3.4. PN Update Notification
	Message
	Implementation
	Direction

	PNUpdateNotification 
	Mandatory
	PN GW ( PNE 


8.3.4.1. PN Update Notification message
	Element
	Cardinality
	T
	Data Type
	Description

	PNUpdateNotification
	1
	E
	
	Its sub attributes are
· MsgID
· Action
Its sub element is
· PNInfo

· 



	MsgID
	1
	A
	String
	Message ID

	Action
	1
	A
	Integer
	The action of the PN. If the member is modified, the Action is “PNE Update”. If the PN GW is modified, the Action is “PN GW Update”. If the PN is modified or released, the Action is “PN Update” or “PN Release”.

1 – PN Update, the information of PN is updated. 

2 – PN Release.

3 – PN GW Update.

4 – PNE Update.

5 – PN GW Update and PNE Update

	PNInfo
	1
	E
	
	PN Information.

Its sub attributes are

· PNID

· Description
· Sharing
· Release
Its sub elements are

· PNGWInfo

· PNEInfo

	PNID
	1
	A
	String
	PN Identification.

	Description
	0..1
	A
	String
	PN Description.

	Sharing
	0..1
	A
	Integer
	The level of PN Inventory sharing in PNE side

1 – Shared, PN GW Info and PNE Info are shared in PNE

2 – Protected, PN GW Info only in PNE, default

	Release
	0..1
	A
	Boolean
	If this PN is removed, this value is “TRUE”.

	PNGWInfo
	0..1
	E
	
	PN GW Information

Its sub attributes are

· PNGWID

· Name

	PNGWID
	1
	A
	String
	PN GW Identification.

	Name
	0..1
	A
	String
	PN GW Name (e.g. assigned nickname)

	PNEInfo
	0..n
	E
	
	PNE Information

Its sub attributes are

· PNEID

· Name
· Mode

· InactiveMode

· PNGWPriority
· Update

	PNEID
	1
	A
	String
	PNE Identification. 

	Name
	0..1
	A
	String
	PNE Name (e.g. mp3 player)

	Mode
	0..1
	A
	Integer
	The mode of device. This member can “1” or “3”.

1 – PNE, If the mode of respondent is PNE, the value should be “PNE”. 

2 – PNGW, If the mode of respondent is PN GW, the value should be “PN GW”. 

3 – BOTH, If the mode of respondent is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	InactiveMode
	0..1
	A
	Integer
	If current mode is PNE and there are functionalities of PN GW in a device, the other function is inactive.

(e.g. If the value of Mode is “1”(PNE) and its functionalities are PNE and PN GW in a mobile phone, inactive is set “2” (PN GW) and this means inactive mode is “PN GW”.)

1 – PNE

2 – PNGW

	PNGWPriority
	0..1
	A
	Boolean
	If device of Mode is PNE or BOTH, this should be set by PN GW. If the value is “TRUE”, this device should be next PN GW when current PN GW can’t manage PN.

	Update
	1
	A
	Integer
	The update information of this PNE.

1 – New, the PNE is newly joined in this PN

2 – Update, the PNE is updated

3 – Removed, the PNE is removed in this PN
4 – Current, the PNE is member in this PN

	
	
	
	
	


Table 7 Information elements in PNUpdateNotification message
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