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1 Reason for Change

This CR suggests incorporating the broadcasting message delivery into the procedure of entity discovery.
And according to the requirement of Zone based service, the word “SHALL” is inserted.
Since some physical bearer does not use the concept of “pairing”, the word “connection” is inserted.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and approve the proposed change in this CR for incorporation into the CPNS TS.
6 Detailed Change Proposal
7.x CPNS Entity Discovery
When the CPNS Entity starts the CPNS service, the Mode is set by the User or policy. The CPNS Entity SHALL send the EntityDiscoveryRequest message to detected devices after physical connection to find out their Mode of CPNS Entities. If the bearer among CPNS entities can support broadcasting feature for discovery, this message SHOULD be delivered via broadcasting.
If the CPNS device is a Zone based PN GW, the information element of Zone based service support SHALL be included.
If the CPNS Entity having its Mode information sends the EntityDiscoveryRequest message, there is no need to send additional EntityDiscoveryRequest message from the requested Entity. If the CPNS Entity wants to know the PN information which was handled by PN GW, the EntityDiscoveryRequest message SHALL include PNInfoReq attribute as “TRUE”.

When the CPNS Entity gets the EntityDiscoveryRequest message, it SHALL send the EntityDiscoveryResponse message including its Mode, and PNEID or PNGWID. 

In case the CPNS Entity has both of PNE and PN GW functionalities, the CPNS Entity SHALL insert its active mode into Mode attribute and its inactive mode into InactiveMode attribute. If PNE and PNGW are active, the value of Mode attribute SHALL be “BOTH”. If PNE is active but PN GW is inactive, the value of Mode attribute SHALL be “PNE” and InactiveMode attribute SHALL be “PN GW”. If PN GW is active but PNE is inactive, the value of Mode attribute SHALL be “PN GW” and InactiveMode attribute SHALL be “PNE”. If the PNInfoReq is “TRUE” and PN GW is active, the value of PNInfo element SHALL be included for handled PNs.

After gathering the EntityDiscoveryResponse message, the CPNS Entity can recognize which CPNS Entities have the PNE mode and which CPNS Entity has PN GW mode including its PN information. Based on this, the CPNS Entity acting PNE can ask to let PNE to join the PN if PN GW has the PN, or to create PN if PN GW has no PN or proper PN. The CPNS Entity acting PN GW can make the PN including detected PNE(s) and invite PNE to be a member of its PN. 

Depending on the value of Mode attribute in the EntityDiscoveryResponse message, the physical pairing can be kept (e.g. PNE detects PN GW) or broken (e.g. PNE detects PNE).
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