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Change Request

	Title:
	PN Management Message (8.4, 8.5.2, 8.5.3, 8.5.4, 8.5.5)
	|X| Public      |_| OMA Confidential

	To:
	CD CPNS

	Doc to Change:
	Latest version of TS.

	Submission Date:
	1 Feb 2011

	Classification:
	|_| 0: New Functionality
|X| 1: Major Change
|_| 2: Bug Fix
|_| 3: Editorial

	Source:
	JiHye Lee, LG Electronics, wisejh.lee@lge.com
Youn-Sung Chu, LG Electronics, ys.chu@lge.com

	Replaces:
	n/a


Reason for Change
	C674
	2011.02.1
	T
	8.4

	Source: HTC
Form: OMA-CONR-2011-0005-CPNS_ConR_Comments_From_HTC.doc

Comment: What does  this mean 
A device which has the initial Mode following the definition of Entity Mode in section 5.2 can start the entity discovery to recognize the Mode of the other device in PAN. 
What’s its initial  mode ?  

 Proposed Change : Definition  of initial mode. Or Default value is defined.

	Status: OPEN / CLOSED
<provide response>

Removed

	C675
	2011.02.03
	Q
	8.4
	Source: NEC
Form: OMA-CONR-2011-0002
Comment:
The RemoteDiscoveryRequest goes only up to the Server and not all the way to the remote PNE.
Does this mean that there is an assumption that the Server has all the information about the remote PNEs, and if yes why not the same assumption is not applied in the case of local PNEs.  If this assumption is correct, why then a PNE needs to discover another PNE and not instead going to the Server and ask the server?
   
Proposed Change: 

We need to clarify this within the group
	Status: OPEN
??????????????????????????

	C676
	2011.01.31
	Q
	8.4
	Source: <ZTE>
Form: <OMA-CONR-2011-0003-CPNS_ConR_Comments_from_ZTE.doc>
Comment: <Can’t find initial Mode in section 5, What’s the meaning of it> 
Proposed Change: <>
	Removed

	C677
	2011.01.31
	T
	8.4
	Source: <ZTE>
Form: <OMA-CONR-2011-0003-CPNS_ConR_Comments_from_ZTE.doc>
Comment: <The NOTE is only for CPNS1.0.> 
Proposed Change: <insert “in CPNS1.0” after only.>
	

	C678
	2011.02.1
	T
	8.4.1
8.4.2
	Source: KDDI(141-1)
Form: OMA-CONR-2011-0007-CPNS_ConR_Comments_from_KDDI
Comment: As I commented earlier, “NeedProxy” attribute is not necessary in Entity Discover message.
Because entity, which sends Entity Discover message, supports CPNS features and then “NeedProxy” is always False.

Proposed Change: 
Remove NeedProxy attribute from EntityDiscovery request/response message.

	Status: OPEN / CLOSED
<provide response>

That attribute was agreed in 2/9.



	C679
	2011.02.03
	T
	8.4.1
	Source: SK Telecom
Form: OMA-CONR-2011-0009-CPNS_Review_from_SK_Telecom
Comment: Mode and InactiveMode can be merged into one.
Proposed Change: Discuss and Modify, if needed
	Status: OPEN 
No. See the previous comment from you.

	C680
	2011.02.03
	T
	8.4.1
	Source: SK Telecom
Form: OMA-CONR-2011-0009-CPNS_Review_from_SK_Telecom
Comment: Cardinality of UserID should be “0..1”
Proposed Change: Change it.
	Status: OPEN 
No. To detect the User of Entity, it must be inserted.

	C681
	2011.01.31
	E
	8.4.1
	Source: LGE
Form: <INP doc, mtg, confcall>
Comment: 
Proposed Change: Remove empty rows
	Status: OPEN / CLOSED
<provide response>

	C682
	2011.02.03
	T
	8.4.1 & 8.4.2
	Source: SK Telecom
Form: OMA-CONR-2011-0009-CPNS_Review_from_SK_Telecom
Comment: Mode and DeviceInfo should be “optional” (cardinality 0..1)
 Proposed Change: Discuss and Modify, if needed
	Status: OPEN 

It was agreed as M in 2/9.

	C683
	2011.01.31
	T
	8.4.1, 8.4.2
	Source: <ZTE>
Form: <OMA-CONR-2011-0003-CPNS_ConR_Comments_from_ZTE.doc>
Comment: <According to the description of EntityInfo, the name of this element should be DeviceInfo, not EntityInfo> 
Proposed Change: <change Entity to Device.>
	We removed DeviceInfo element according to the Chair’s request.


	C684
	2011.02.03
	T
	8.4.2
	Source: Samsung
Form: INP doc #0004

Comment: 
In the case of remote PNE use case, “PNEInfo” can be provided up to the PNE User, this information can be omitted
Proposed Change:
Change cardinality of PNEInfo from 1..n to 0..n
	Status: OPEN / CLOSED
<provide response>

No. 
PNInfo is ‘0..1’
If the parent element PNInfo is inserted in this message, the sub element must be inserted.

	C685
	2011.02.03
	E
	8.4.2
	Source: Samsung
Form: INP doc #0004

Comment: 
Some sub attributes of PNInfo is not correctly addressed
Proposed Change:
Add TempPN and Sharing attribute as PNInfo sub attribute
	Status: OPEN / CLOSED
<provide response>

	C686
	2011.02.2
	E
	8.4.3
	Source: NTTdocomo
Form: OMA-CONR-2011-0008-CPNS_CONR_comments_NTTdocomo

Comment: Name? Should be UserName.

Proposed Change:  Proposed change can be found in OMA-CD-CPNS-2011-0064-CR_Editorial_8_4_3
	Status: OPEN

	C702
	2011.02.03
	E
	8.5.2/8.5.4
	Source: Samsung
Form: INP doc #0004

Comment: 
As these chapters are covering PN update, theses chapters are need be merged as one chapter
Proposed Change:
8.5.4 needs to be merged with 8.5.2
8.5.4.1  8.5.2.3
	Status: OPEN / CLOSED
<provide response>

	C703
	2011.02.03
	T
	8.5.2.1
	Source: SK Telecom
Form: OMA-CONR-2011-0009-CPNS_Review_from_SK_Telecom
Comment: DeviceInfo and Mode can be merged.
Proposed Change: Merge into one.
	Status: OPEN 


	C704
	2011.02.1
	T
	8.5.2.1
	Source: HTC
Form: OMA-CONR-2011-0005-CPNS_ConR_Comments_From_HTC.doc

Comment: In PN Update Request message, no description for  sub-attributes “Action.”

Proposed Change : Remove  Action or modify to make it complete.
	Status: OPEN / CLOSED
<provide response>

	C705
	2011.02.1
	E
	8.5.2.1
	Source: KDDI(142-1)
Form: OMA-CONR-2011-0007-CPNS_ConR_Comments_from_KDDI
Comment: There is no explanation of “action” attribute

Proposed Change: add explanation or remove “action”.

	Status: OPEN / CLOSED
<provide response>

	C706
	2011.01.31
	E
	8.5.2.1
	Source: LGE
Form: <INP doc, mtg, confcall>
Comment: 
Proposed Change: Remove empty rows in table, and empty dot in PNInfo element description.
	Status: OPEN / CLOSED
<provide response>

	C707
	2011.02.1
	T
	8.5.3.1/8.5.3.3.
	Source: HTC
Form: OMA-CONR-2011-0005-CPNS_ConR_Comments_From_HTC.doc

Comment:  What’s the difference between PNE Request message with command=4 , expel and PNE Notification message  with command=1,expel ? 

Proposed Change : Clarify and elaborate it. Or remove PNE Notification message


	Status: OPEN / CLOSED
<provide response>

No.

First is request PNE
Second is for expelled PNE

	C708
	2011.02.03
	T
	8.5.3.1
8.5.3.2
	Source: NEC
Form: OMA-CONR-2011-0002
Comment:
I do not know why the title of this section is called: PNE Request message, when actually this does not include the request message from PNE only. 

If a request is initiated by a PN GW, such as to expel or even invite a PNE, then this section will not cover it.

Proposed Change: 

Suggest to make it more general and call it something like, PNActionReqeust message and PNActionResponse message. 
	Status: OPEN

No. That is member management.
So, prefix “PNE” is the target of this procedure.


	C709
	2011.02.03
	T
	8.5.3.1
	Source: SK Telecom
Form: OMA-CONR-2011-0009-CPNS_Review_from_SK_Telecom
Comment: TempPN and Sharing elements should not be there. What if the value is incorrect?
Proposed Change: Remove them.
	Status: OPEN 
 
No. Please See section 7 procedures.
Based on TempPN attribute, PNE can remove PN Inventory in case of temporary disconnected. 
Based on Sharing attribute, PNE can expect to get the notification for new member or expelled member, etc.

	C710
	2011.02.03
	E
	8.5.3.1
	Source: NEC
Form: OMA-CONR-2011-0002
Comment:
The initial descriptive text for attribute ‘Command’ is not correct. 

It states “The command for target PNEs”, but this is not correct in the case of joining a PN since when you join, you do not address a target PNE and you do not ask a target PNE whether you can join or not. 
   
Proposed Change: 

Change the wording to: 

‘It is a command that a CPNS entity uses it based on the actions to be performed by PN GW or CPNS Server, e.g. join, leave, invite, expel etc’. 
	Status: OPEN

	C711
	2011.02.03
	T
	8.5.3.1
	Source: Samsung
Form: INP doc #0004

Comment: 
The cardinality or data type needs to be modified
Proposed Change:
Change cardinality from 0..1 to 1
	Status: OPEN / CLOSED
<provide response>

For what?

??????????????????????

	C712
	2011.02.03
	T
	8.5.3.1 & 8.5.3.2 & 8.5.4.1
	Source: SK Telecom
Form: OMA-CONR-2011-0009-CPNS_Review_from_SK_Telecom
Comment: DeviceInfo and Mode can be merged. Also, the cardinality should be “0..1”
Proposed Change: Discuss and change.
	Status: OPEN 


	C713
	2011.02.03
	Q
	8.5.3.2
	Source: SK Telecom
Form: OMA-CONR-2011-0009-CPNS_Review_from_SK_Telecom
Comment: Why is the SGID element necessary?
Proposed Change: Discuss and Modify if necessary.
	Status: OPEN 


	C714
	2011.02.1
	T
	8.5.3.2
	Source: KDDI(142-2)
Form: OMA-CONR-2011-0007-CPNS_ConR_Comments_from_KDDI
Comment: 
There is a “SGID” element in PNE Response message. 
In Yokosuka meeting, group agreed that PN management and SG management should be performed independently.
So, the “SGID” element should be removed from PNE Response message.

Proposed Change: 
Remove “SGID” element from PNE Response message.

	Status: OPEN / CLOSED
<provide response>

	C715
	2011.02.03
	T
	8.5.3.2
	Source: Samsung
Form: INP doc #0004

Comment: 
Only if PN GW or PNE allow to share the member information, PNEInfo can be shared
Proposed Change:
Change the cardinality of PNEInfo from 1..n to 0..n
	Status: OPEN / CLOSED
<provide response>

PNInfo is ‘0..1’

	C716
	2011.02.03
	T
	8.5.3.3
	Source: SK Telecom
Form: OMA-CONR-2011-0009-CPNS_Review_from_SK_Telecom
Comment: There should be some conditions and assumptions for the Command and MsgIDList elements.
Proposed Change: Discuss and change.
	Status: OPEN 


	C717
	2011.02.1
	T
	8.5.3.3
	Source: KDDI(143)
Form: OMA-CONR-2011-0007-CPNS_ConR_Comments_from_KDDI
Comment: PNE Notification message includes Command attribute. Regarding the following vale of command attribute, I can not see reason why this attribute is necessary.

2 – Restart, PNGW sends restart PN service notification to PNE.

Proposed Change: Remove Command attribute and change the message name to ExpelNotification.

	Status: OPEN / CLOSED
<provide response>

In sustained PN, PN GW sends the PNENotification including MsgIDs, which are uncompleted messages because of disconnection.
Based on that, PNE can restart or retry its uncompleted work.
See 7.15.5

So, it is needed.

	C718
	2011.02.1
	T
	8.5.3.3.
	Source: HTC
Form: OMA-CONR-2011-0005-CPNS_ConR_Comments_From_HTC.doc

Comment: Is PNE Notification message  with command=2, Restart means resumption of  a certain  service?

How PN GW can decide whether this service can be resumed ? We still need CPNS server / Service provider’s support . 

Proposed Change : Clarify the “ Restart “service

	Status: OPEN / CLOSED
<provide response>



	C719
	2011.01.31
	Q
	8.5.3.3
	Source: <ZTE>
Form: <OMA-CONR-2011-0003-CPNS_ConR_Comments_from_ZTE.doc>
Comment: <What’s the meaning of “restart” here?> 
Proposed Change: <>
	

	C720
	2011.02.03
	T
	8.5.4
	Source: Samsung
Form: INP doc #0004

Comment: 
PNUpdateNotification SHALL be provided to the PNE, only if PNE or PN GW allow to share the member information
Proposed Change:
Mandatory  Conditional
	Status: OPEN / CLOSED
<provide response>

No, it should be implemented.
Depending on the attribute, its message can be sent or not.

	C721
	2011.02.1
	T
	8.5.5.2
	Source: HTC
Form: OMA-CONR-2011-0005-CPNS_ConR_Comments_From_HTC.doc
Comment:  In the message “PN Release Response message
, Result: 3 – Fail, this PNEs are disconnected.

If all PNE are all disconnected, which PNE can send this  PN Release Response message ?
Proposed Change :  Clarify Result=3

	Status: OPEN / CLOSED
<provide response>

Because the sender PNE is connected, it can send the request.
This is response message. 
The basic condition is request is connected. So, at least one (requester) is connected.

	C722
	2011.01.31
	Q
	8.5.5.2
	Source: <ZTE>
Form: <OMA-CONR-2011-0003-CPNS_ConR_Comments_from_ZTE.doc>
Comment: <What’s the meaning of “3 – Fail, this PNEs are disconnected” here? Which PNEs?> 
Proposed Change: <>
	That PNE can’t get the notification message because it is not connected with PN GW.



Impact on Backward Compatibility
None
Impact on Other Specifications
None
Intellectual Property Rights
Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.
Recommendation
Review and approve the proposed change in this CR for incorporation into the CPNS TS.
Detailed Change Proposal
Change1: Section 8.4

8.4 [bookmark: _Toc283064084]CPNS Entity Discovery
A device which has the initial Mode following the definition of Entity Mode in section 5.2 can start the entity discovery to recognize the Mode of the other device in PAN. 
CPNS Entity Discovery transaction can be done between PNE and PN GW, PNE and PNE, or PN GW and PN GW because the requested CPNS Entity does not know the Mode of other device before the Entity Discovery transaction after physical connection.
A Remote Entity Discovery transcation can be done to discover the remote Entity forming registered PN in CPNS Server. The message for remote Entity discovery request is transferred from PNE to CPNS Server through PN GW or from PNGW to CPNS Server.
Note: The interface between PNE and PNE will not be used for peer to peer but for CPNS entity discovery only in CPNS 1.0.
	Message
	Implementation
	Direction

	EntityDiscoveryRequest 
	Mandatory
	PNE  PNE, 
PNE  PN GW, 
PN GW  PNE, 
PN GW  PN GW

	EntityDiscoveryResponse
	Mandatory
	PNE  PNE, 
PN GW  PNE, 
PNE  PN GW, 
PN GW  PN GW

	RemoteDiscoveryRequest
	Mandatory
	PNE  PN GW, 
PN GW  CPNS Server

	RemoteDiscoveryResponse
	Mandatory
	CPNS Server  PN GW, 
PN GW  PNE


8.4.1 [bookmark: _Toc275765943][bookmark: _Toc275766746][bookmark: _Toc275766880][bookmark: _Toc275767766][bookmark: _Toc271893667][bookmark: _Toc271893668][bookmark: _Toc271893669][bookmark: _Toc283064085]CPNS Entity Discovery Request message
	Element
	Cardinality
	T
	Data Type
	Description

	EntityDiscoveryRequest
	1
	E
	
	Its sub attribute is
MsgID

Its sub elements are
UserInfo
EntityInfo
PNInfo

	MsgID
	1
	A
	String
	Message ID

	UserInfo
	1
	E
	-
	Its attributes are
UserID
UserName

	UserID
	1
	A
	String
	CPNS User ID 

	UserName
	0..1
	A
	String
	CPNS User Name

	EntityInfo
	1
	E
	
	Entity information

Its sub attributes are
PNEID
PNGWID
PNEName
PNGWName
Mode
InactiveMode
PNInfoReq
UICapa
NeedProxy
Zonebasedservicesupport

	
	
	
	
	

	PNEID
	0..1
	A
	String
	PNE Identification (see section 5.1.3).

	PNGWID
	0..1
	A
	String
	PN GW Identification (see section 5.1.3).

	PNEName
	0..1
	A
	String
	PNE or PN GW Name (e.g. MP3 player, assigned nickname)

	PNGWName
	0..1
	A
	String
	PN GW Name (e.g. my phone, assigned nickname)

	Mode
	1
	A
	Integer
	The mode of requester. If the mode of requestor is PNE, the value should be “1” (PNE). If the mode of requestor is PN GW, the value should be “2” (PN GW).
If the mode of requestor is both of PNE and PN GW, the value should be “3” (BOTH) ( e.g. mobile phone )
1 – PNE, If the mode of device is PNE, the value should be “PNE”. 
2 – PNGW, If the mode of device is PN GW, the value should be “PN GW”. 
3 – BOTH, If the mode of device is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	
	
	
	
	

	InactiveMode
	0..1
	A
	StringInteger
	If the current value of Mode is “1”(PNE” ) or “2”(PN GW” ) in a device and there are functionalities of PNE and PN GW in a device, the other function is inactive.
(e.g. If the value of Mode is “PNE” and its functionalities are PNE and PN GW in a mobile phone, InactiveMode is set “PN GW” and this means inactive mode is “PN GW”. 
e.g. If the value of Mode is “PN GW” and its functionalities are PNE and PN GW in a mobile phone, InactiveModeis set “PNE” and this means inactive mode is “PNE”.)
1 – PNE 
2 – PNGW 

	PNInfoReq
	0..1
	A
	Boolean
	Default value is “FALSE”.
The value is “TRUE” in case the PNE requests PN information. 

	UICapa
	0..1
	A
	Boolean
	If this device doesn’t support UI functionalities below, this value SHALL be set.

TRUE: PN GW needs to support confirmation and/or Key assignment functionalities instead of PNE.

	NeedProxy
	0..1
	A
	Boolean
	If this device doesn’t support functionalities below, this value SHALL be set.
TRUE: Not enough to support CPNS functionalities. (e.g. PN GW should be proxy for this PNE)


	Zonebasedservicesupport
	0..1
	A
	Boolean
	If this CPNS entity is a capable PN GW of Zone Based  Service, this value should be “TRUE”. 

	PNInfo
	0..n
	E
	
	PN information when the requester is PN GW and it handles PN(s). This is helpful information to join request from PNE.

Its sub attributes are
PNID
Description
TempPN
Sharing

Its sub element is
PNEInfo

	PNID
	1
	A
	String
	PN identification. 

	Description
	0..1
	A
	String
	PN Description. (e.g. home, office)

	TempPN
	0..1
	A
	Boolean
	 If this PN is temporary PN, this is “TRUE”. If the physical connection between PNGW and all of PNEs is broken, this PN should be released automatically.
If this PN is sustained PN, this TempPN attribute is empty or “FALSE”.


	Sharing
	0..1
	A
	Integer
	The level of PN Inventory in PNE side

1 – Shared, PN GW Info and PNE Info are shared in PNE
2 – Protected, PN GW Info only in PNE, default

	PNEInfo
	1..n
	E
	
	The member PNEs of PN.

Its sub attributes are
PNEID
PNEName
Mode
Its sub element is
DeviceInfo


	PNEID
	1
	A
	String
	PNE Identification

	PNEName
	0..1
	A
	String
	PNE Name (e.g. mp3 player, assigned nickname)

	DeviceInfo
	1
	E
	
	Device information

Its sub attribute is
Mode

	Mode
	1
	A
	Integer
	The mode of device
1 – PNE, If the mode of device is PNE, the value should be “PNE”. 
3 – BOTH, If the mode of device is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )


[bookmark: _Toc283064175]Table 12 Information elements in EntityDiscoveryRequest message
8.4.2 [bookmark: _Toc283064086]CPNS Entity Discovery Response message
	Element
	Cardinality
	T
	Data Type
	Description

	EntityDiscoveryResponse
	1
	E
	
	Its sub attributes are
MsgID

Its sub elements are
UserInfo
EntityInfo
PNInfo

	MsgID
	1
	A
	String
	Message ID of EntityDiscoveryRequest message

	UserInfo
	1
	E
	-
	Its attributes are
UserID
UserName

	UserID
	1
	A
	String
	CPNS User ID 

	UserName
	0..1
	A
	String
	CPNS User Name

	EntityInfo
	1
	E
	
	Entity Information

Its sub attributes are
PNEID
PNGWID
PNEName
PNGWName
Mode
InactiveMode
UICapa
NeedProxy
Zonebasedservicesupport

	PNEID
	0..1
	A
	String
	PNE Identification (see section 5.1.3).

	PNGWID
	0..1
	A
	String
	PN GW Identification (see section 5.1.3).

	PNEName
	0..1
	A
	String
	PNE or PN GW Name (e.g. player, assigned nickname)

	PNGWName
	0..1
	A
	String
	PN GW Name (e.g. my phone, assigned nickname)

	Mode
	1
	A
	Integer
	The mode of respondent. 
If the mode of respondent is PNE, the value should be “1” (PNE). If the mode of respondent is PN GW, the value should be “2” (PN GW). If the mode of respondent is both of PNE and PN GW, the value should be “3” (BOTH) ( e.g. mobile phone )
1 – PNE, If the mode of device is PNE, the value should be “PNE”. 
2 – PNGW, If the mode of device is PN GW, the value should be “PN GW”. 
3 – BOTH, If the mode of device is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	InactiveMode
	0..1
	A
	StringInteger
	If the current value of Mode is “1”(PNE” ) or “2”(PN GW” ) in a device and there are functionalities of PNE and PN GW in a device, the other function is inactive.
(e.g. If the value of Mode is “PNE” and its functionalities are PNE and PN GW in a mobile phone, inactive is set “PN GW” and this means inactive mode is “PN GW”. 
e.g. If the value of Mode is “PN GW” and its functionalities are PNE and PN GW in a mobile phone, inactive is set “PNE” and this means inactive mode is “PNE”.)
1 – PNE 
2 – PNGW

	UICapa
	0..1
	A
	Boolean
	If this device doesn’t support UI functionalities below, this value SHALL be set with “TRUE”. 

TRUE: PN GW needs to support confirmation and/or Key assignment functionalities instead of PNE.

	NeedProxy
	0..1
	A
	Boolean
	If this device doesn’t support functionalities below, this value SHALL be set.
TRUE: Not enough to support CPNS functionalities. (e.g. PN GW should be proxy for this PNE)


	Zonebasedservicesupport
	0..1
	A
	Boolean
	If this CPNS entity is a capable PN GW of Zone Based  Service, this value should be “TRUE”.

	PNInfo
	0..n
	E
	
	PN information when the value of Mode attribute is PN GW. This is helpful information to join request from PNE.

Its sub attributes are
PNID
Description
TempPN
Sharing

Its sub element is
PNEInfo

	PNID
	1
	A
	String
	PN identification.

	Description
	0..1
	A
	String
	PN Description. (e.g. home, office)

	TempPN
	0..1
	A
	Boolean
	If this PN is temporary PN, this is “TRUE”. If the physical connection between PNGW and all of PNEs is broken, this PN should be released automatically.
If this PN is sustained PN, this TempPN attribute is empty or “FALSE”.


	Sharing
	0..1
	A
	Integer
	The level of PN Inventory in PNE side

1 – Shared, PN GW Info and PNE Info are shared in PNE
2 – Protected, PN GW Info only in PNE, default

	PNEInfo
	1..n
	E
	
	The member PNEs of PN.

Its sub attributes are
PNEID
PNEName
Mode
Its sub element is
DeviceInfo


	PNEID
	1
	A
	String
	PNE Identification

	PNEName
	0..1
	A
	String
	PNE Name (e.g. mp3 player, assigned nickname)

	DeviceInfo
	1
	E
	
	Device information

Its sub attribute is
Mode

	Mode
	1
	A
	Integer
	The mode of device
1 – PNE, If the mode of device is PNE, the value should be “PNE”. 
3 – BOTH, If the mode of device is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )


[bookmark: _Toc283064176][bookmark: _Toc215379350]Table 13 Information elements in EntityDiscoveryResponse message
8.4.3 [bookmark: _Toc283064087]Remote Discovery Request message
	Element
	Cardinality
	T
	Data Type
	Description

	RemoteDiscoveryRequest
	1
	E
	
	Its sub attributes are
MsgID
PNEIDOriginEntityID
ReqPNInfo

Its sub element is
EntityInfo

	MsgID
	1
	A
	String
	Message ID

	PNEIDOriginEntityID
	0..1
	A
	String
	PNE or PN GW Identification for discovery requesting PNE.

	ReqPNInfo
	0..1
	A
	Boolean
	If requester want to discover the PN information which has the member PNE satisfying below EntityInfo condition, this value should be “TRUE”. 
Default value is “FALSE”.

(e.g. Requester wants to know PN information which is occupied by certain name of User “JiHye”. The RemoteDiscoveryResponse message should contain the PN information which owned by “JiHye” and its Discloser attribute is not ‘1’(Blocked). 
e.g. Requester wants to know PN information which has a certain PN GW or certain PNE. )on which is occupied by

	EntityInfo
	1
	E
	
	Search word for entity which the request wants to find out.

Its sub attribute is
EntityID
EntityName
PNID

Its sub element is
UserInfo

	EntityID
	0..1
	A
	String
	Entity Identification.

	EntityName
	0..1
	A
	String
	Entity Name (e.g. assigned nickname)

	PNID
	0..1
	A
	String
	PN Identification to discover the detail information of PN.

	UserInfo
	0..1
	E
	-
	User Information.
Its attributes are
UserID
UserName

	UserID
	0..1
	A
	String
	User Identification 

	UserName
	0..1
	A
	String
	User Name


[bookmark: _Toc283064177]Table 14 Information elements in RemoteDiscoveryRequest message
8.4.4 [bookmark: _Toc283064088]Remote Discovery Response message
	Element
	Cardinality
	T
	Data Type
	Description

	RemoteDiscoveryResponse
	1
	E
	
	Its sub attributes are
MsgID

Its sub element is
PNInfo
PNEInfo

	MsgID
	1
	A
	String
	Message ID of EntityDiscoveryRequest message

	PNInfo
	0..n
	E
	
	PN Information, this is result of discovery. If the Disclosure attribute is not ‘1’ (Blocked), this information is returned.

Its sub attributes are
PNID
Description

Its sub element is
PNGWInfo
PNEInfo

	PNID
	1
	A
	String
	PN Identification.

	Description
	0..1
	A
	String
	PN Description. (e.g. home, office)

	PNGWInfo
	1
	E
	
	PNGW Information, which is PN GW of this PN

Its sub attributes are
PNGWID
PNGWName

	PNGWID
	1
	A
	String
	PN GW Identification

	PNGWName
	0..1
	A
	String
	PN GW Name, assigned nickname (e.g. my mobile phone) 

	PNEInfo
	0..n
	E
	
	PNE Information, which are member information of this PN

Its sub attributes are
PNEID
PNEName

	PNEID
	1
	A
	String
	PNE Identification.

	PNEName
	0..1
	A
	String
	PNE Name, assigned nickname (e.g. mp3 player)

	PNEInfo
	0..n
	E
	
	PNE Information, which are result of discovery.

Its sub attributes are
PNEID
PNEName
Active

Its sub element is
UserInfo
PNID

	PNEID
	1
	A
	String
	PNE Identification. 

	PNEName
	0..1
	A
	String
	PNE Name, assigned nickname (e.g. mp3 player)

	Active
	1
	A
	Boolean
	The active status of PNE.

TRUE – This PNE is active because PNE is physically connected. 
FALSE – This PNE is not active because PNE is physically disconnected.

	UserInfo
	1
	E
	-
	Its attributes are
UserID
UserName

	UserID
	1
	A
	String
	CPNS User ID 

	UserName
	0..1
	A
	String
	CPNS User Name

	PNID
	1..n
	E
	String
	PN Identification which have this PNE as a member.


[bookmark: _Toc283064178]Table 15 Information elements in RemoteDiscoveryResponse message

Change2:  Section 6.4


8.5 [bookmark: _Toc283064091]
8.5.1 
8.5.2 PN Update
	Message
	Implementation
	Direction

	PNUpdateRequest 
	Mandatory
	PN GW  CPNS Server

	PNUpdateResponse
	Mandatory
	CPNS Server  PN GW

	PNUpdateNotification 
	Mandatory
	PN GW  PNE 


8.5.2.1 PN Update Request message
	Element
	Cardinality
	T
	Data Type
	Description

	PNUpdateRequest
	1
	E
	
	Its sub attributes areis
MsgID
Action

Its sub element is
PNInfo

	MsgID
	1
	A
	String
	Message ID.

	
	
	
	
	

	PNInfo
	1
	E
	
	PN Information. This is information of PN to be uploaded.

Its sub attributes are
PNID

Its sub element is
PNEInfo

	PNID
	1
	A
	String
	PN Identification.

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	PNEInfo
	0..n
	E
	
	PNE Information. If there is modification of PNE, this should be inserted. (e.g. new PNE joined, PNE left)

Its sub attributes are
PNEID
PNEName
Mode
Active
Privacy
Update
Its sub element is
DeviceInfo


	PNEID
	1
	A
	String
	PNE Identification.

	PNEName
	0..1
	A
	String
	PNE Name (e.g. mp3 player)

	Mode
	1
	A
	Integer
	The mode of device. This member can “1” or “3”.

1 – PNE, If the mode of respondent is PNE, the value should be “PNE”. 
3 – BOTH, If the mode of respondent is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	Active
	1
	A
	Boolean
	The active status of PNE.

TRUE – This PNE is active
FALSE – This PNE is not active because PNE is temporary disconnected.

	Privacy
	0..1
	A
	Integer
	The level of privacy for AppInfo in device. This should be registered in CPNS Server through subscription stage.

1. Hidden, AppInfo is opened only for authorized entity in entity discovery or service discovery procedure, default.
2: Open, AppInfo is opened in entity discovery or service discovery procedure.

	Update
	1
	A
	Integer
	The update information of this PNE.

1 – New, the PNE is newly joined in this PN
2 – Update, the PNE is updated
3 – Removed, the PNE is removed in this PN

	DeviceInfo
	0..1
	E
	
	Device information

Its sub attribute is
Mode

	Mode
	1
	A
	Integer
	The mode of device. This member can “1” or “3”.

1 – PNE, If the mode of respondent is PNE, the value should be “PNE”. 
3 – BOTH, If the mode of respondent is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )
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8.5.2.2 PN Update Response message
	Element
	Cardinality
	T
	Data Type
	Description

	PNUpdateResponse
	1
	E
	
	Its sub attributes are
MsgID
Result

	MsgID
	1
	A
	String
	Message ID of PNUpdateRequest message.

	Result
	1
	A
	Integer
	The status of success or fail.

1 – Success
2 – Fail, this PN is not registered before.
3– Fail, this PNE is not the member of this PN (for expulsion).
4 – Fail, this PNE was the member of this PN before (for joining).
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8.5.2.3 PN Update Notification message

	Element
	Cardinality
	T
	Data Type
	Description

	PNUpdateNotification
	1
	E
	
	Its sub attribute is
MsgID

Its sub element is
PNInfo

	MsgID
	1
	A
	String
	Message ID

	PNInfo
	1
	E
	
	PN Information.

Its sub attributes are
PNID

Its sub element is
PNGWInfo

	PNID
	1
	A
	String
	PN Identification.

	PNEInfo
	0..n
	E
	
	PNE Information

Its sub attributes are
PNEID
PNEName
Mode
Active
Update



	PNEID
	1
	A
	String
	PNE Identification. 

	PNEName
	0..1
	A
	String
	PNE Name (e.g. mp3 player, assigned nickname)

	Mode
	1
	A
	Integer
	The mode of device
1 – PNE, If the mode of device is PNE, the value should be “PNE”. 
3 – BOTH, If the mode of device is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	Active
	1
	A
	Boolean
	The active status of PNE.

TRUE – This PNE is active
FALSE – This PNE is not active because PNE is temporary disconnected.

	Update
	1
	A
	Integer
	The update information of this PNE.

0 – Current, the PNE is member in this PN
1 – New, the PNE is newly joined in this PN
2 – Update, the PNE is updated
3 – Removed, the PNE is removed in this PN


Table 26 Information elements in PNUpdateNotification message

8.5.3 [bookmark: _Toc283064092]PNE Joining, Inviting, Leaving, Expulsion

	Message
	Implementation
	Direction

	PNERequest 
	Mandatory
	PNE  PN GW
PN GW  PNE

	PNEResponse
	Mandatory
	PN GW  PNE
PNE  PN GW 

	PNENotification
	Mandatory
	PN GW  PNE



8.5.3.1 PNE Request message

	Element
	Cardinality
	T
	Data Type
	Description

	PNERequest
	1
	E
	
	Its sub attributes are
MsgID
Command
PNEIDOriginEntityID

Its sub elements are
PNEInfo
PNInfo

	MsgID
	1
	A
	String
	Message ID

	Command
	1
	A
	Integer
	The command for target PNEs. It is a command that a CPNS entity uses it based on the actions to be performed by PN GW or CPNS Server, e.g. join, leave, invite, expel etc’
If a PNE requests to join, its command is “Join”. If a PNE wants to leave, its command is “Leave”. If a PNE or PN GW wants to invite other PNE(s), its command is “Invite” and PNEInfo should be the information of invited PNE(s). If a PNE or PN GW wants to expel other PNE(s), its command is “Expel” and PNEInfo should be the information of expelled PNE(s).

1 – Join, the PNE wants to join 
2 – Invite, the PNE or PN GW wants to invite other PNE(s)
3 – Leave, the PNE wants to leave
4 – Expel, PNE or PNGW wants to expel other PNE.

	OriginEntityID
	0..1
	A
	String
	PNE Identification that originally requests action related with the other PNE. (e.g. request action of invitation, expulsion)

	PNEInfo
	1
	E
	
	Target PNE Information to join, leave, be invited or be expelled.

Its sub attribute are
PNEID
PNEName

	PNEID
	1
	A
	String
	PNE Identification.

	PNEName
	0..1
	A
	String
	PNE Name (e.g. mp3 player, assigned nickname)

	PNInfo
	1
	E
	
	PN Information

Its sub attributes are
PNID
Description
TempPN
Sharing

Its sub element is
PNGWInfo

	PNID
	1
	A
	String
	PN Identification. 

	Description
	0..1
	A
	String
	PN Description. (e.g. Home, Office)

	TempPN
	0..1
	A
	Boolean
	 If this PN is temporary PN, this is “TRUE”. If the physical connection between PNGW and all of PNEs is broken, this PN should be released automatically.
If this PN is sustained PN, this TempPN attribute is empty or “FALSE”.


	Sharing
	0..1
	A
	Integer
	The level of PN Inventory in PNE side

1 – Shared, PN GW Info and PNE Info are shared in PNE
2 – Protected, PN GW Info only in PNE, default

	PNGWInfo
	0..1
	E
	
	PN GW Information.

Its sub attributes are
PNGWID
PNGWName
Mode
Zonebasedservicesupport
Its sub element is
DeviceInfo


	PNGWID
	1
	A
	String
	PN GW Identification.

	PNGWName
	0..1
	A
	String
	PN GW Name (e.g. mobile phone, assigned nickname)

	Mode
	1
	A
	Integer
	The mode of current device
2 – PNGW, If the mode of device is PN GW, the value should be “PN GW”. 
3 – BOTH, If the mode of device is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	Zonebasedservicesupport
	0..1
	A
	Boolean
	If this CPNS entity is a capable PN GW of Zone Based Service, this value should be “TRUE”.

	DeviceInfo
	1
	E
	
	Device information

Its sub attribute is
Mode

	Mode
	1
	A
	Integer
	The mode of current device
2 – PNGW, If the mode of device is PN GW, the value should be “PN GW”. 
3 – BOTH, If the mode of device is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )


[bookmark: _Toc283064186]Table 23 Information elements in PNERequest message
8.5.3.2 PNE Response message

	Element
	Cardinality
	T
	Data Type
	Description

	PNEResponse
	1
	E
	
	Its sub attributes are
MsgID
Result

Its sub elements are SGID
SGID
PNInfo

	MsgID
	1
	A
	String
	Message ID of PNERequest message 

	Result
	1
	A
	Integer
	The status of success or fail.

1 – Success
2 – Fail, this PN is not registered before.
3 – Fail, this PNE is not connected.
4 – Notification, this PNE has active SG related with this PN.

	SGID
	0..n
	E
	String
	Service Group Identification. Before leaving, the sender let the receiver knows current active Service Groups if this PNE was the member of only one PN.

	PNInfo
	0..1
	E
	
	PN Information. 

Its sub attributes are
PNID
Description
TempPN
Sharing

Its sub elements are
PNGWInfo
PNEInfo

	PNID
	1
	A
	String
	PN Identification.

	Description
	0..1
	A
	String
	PN Description. (e.g. Home, Office)

	TempPN
	0..1
	A
	Boolean
	 If this PN is temporary PN, this is “TRUE”. If the physical connection between PNGW and all of PNEs is broken, this PN should be released automatically.
If this PN is sustained PN, this TempPN attribute is empty or “FALSE”.


	Sharing
	1
	A
	Integer
	The level of PN Inventory sharing in PNE side

1 – Shared, PN GW Info and PNE Info are shared in PNE
2 – Protected, PN GW Info only in PNE, default

	PNGWInfo
	1
	E
	
	PN GW Information

Its sub attributes are
PNGWID
PNGWName
Mode
Zonebasedservicesupport
Its sub element is
DeviceInfo


	PNGWID
	1
	A
	String
	PN GW Identification.

	PNGWName
	0..1
	A
	String
	PN GW Name (e.g. mobile phone, assigned nickname)

	Mode
	1
	A
	Integer
	The mode of current device
2 – PNGW, If the mode of device is PN GW, the value should be “PN GW”. 
3 – BOTH, If the mode of device is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	Zonebasedservicesupport
	0..1
	A
	Boolean
	If this CPNS entity is a capable PN GW of Zone Based Service, this value should be “TRUE”.

	DeviceInfo
	1
	E
	
	Device information

Its sub attribute is
Mode

	Mode
	1
	A
	Integer
	The mode of device
2 – PNGW, If the mode of device is PN GW, the value should be “PN GW”. 
3 – BOTH, If the mode of device is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	PNEInfo
	1..n
	E
	
	PNE Information. If there is modification of PNE, this should be inserted. (e.g. new PNE joined or invited, PNE left)

Its sub attributes are
PNEID
PNEName
Mode
Active
Privacy

Its sub element is
DeviceInfo

	PNEID
	1
	A
	String
	PNE Identification.

	PNEName
	0..1
	A
	String
	PNE Name (e.g. mp3 player, assigned nickname)

	Mode
	1
	A
	Integer
	The mode of device
1 – PNE, If the mode of device is PNE, the value should be “PNE”. 
3 – BOTH, If the mode of device is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )

	Active
	1
	A
	Boolean
	The active status of PNE.

TRUE – This PNE is active
FALSE – This PNE is not active because PNE is temporary disconnected.

	Privacy
	0..1
	A
	Integer
	The level of privacy for AppInfo in device. This should be registered in CPNS Server through subscription stage.

1. Hidden, AppInfo is opened only for authorized entity in entity discovery or service discovery procedure, default.
2: Open, AppInfo is opened in entity discovery or service discovery procedure.

	DeviceInfo
	1
	E
	
	Device information

Its sub attribute is
Mode

	Mode
	1
	A
	Integer
	The mode of device
1 – PNE, If the mode of device is PNE, the value should be “PNE”. 
3 – BOTH, If the mode of device is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )
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8.5.3.3 PNE Notification message
	Element
	Cardinality
	T
	Data Type
	Description

	PNENotification
	1
	E
	
	Its sub attributes are
MsgID
Command
PNEID
PNID

Its sub element is
MsgIDList

	MsgID
	1
	A
	String
	Message ID 

	Command
	1
	A
	Integer
	The command for target PNE. 
If a PNE or PN GW wants to expel other PNE, command from PN GW is “Expel”.

1 – Expel, PN GW sends expel notification to PNE.
2 – Restart, PNGW sends restart PN service notification to PNE. 

	PNEID
	1
	A
	String
	PNE Identification for target PNE. 
(e.g. expelled PNE, reconnected PNE)

	PNID
	1
	A
	String
	PN Identification. 

	MsgIDList
	0..n
	E
	String
	The list of Message ID. If there are incomplete messages from PNE when this PNE was disconnected, these are Message IDs for them.
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8.5.4 [bookmark: _Toc283064093]PN Update Notification

	Message
	Implementation
	Direction

	PNUpdateNotification 
	Mandatory
	PN GW  PNE 



8.5.4.1 PN Update Notification message

	Element
	Cardinality
	T
	Data Type
	Description

	PNUpdateNotification
	1
	E
	
	Its sub attribute is
MsgID

Its sub element is
PNInfo

	MsgID
	1
	A
	String
	Message ID

	PNInfo
	1
	E
	
	PN Information.

Its sub attributes are
PNID

Its sub element is
PNGWInfo

	PNID
	1
	A
	String
	PN Identification.

	PNEInfo
	0..n
	E
	
	PNE Information

Its sub attributes are
PNEID
Name
Active
Update
Its sub element is
DeviceInfo

	PNEID
	1
	A
	String
	PNE Identification. 

	Name
	0..1
	A
	String
	PNE Name (e.g. mp3 player, assigned nickname)

	Active
	1
	A
	Boolean
	The active status of PNE.

TRUE – This PNE is active
FALSE – This PNE is not active because PNE is temporary disconnected.

	Update
	1
	A
	Integer
	The update information of this PNE.

0 – Current, the PNE is member in this PN
1 – New, the PNE is newly joined in this PN
2 – Update, the PNE is updated
3 – Removed, the PNE is removed in this PN

	DeviceInfo
	0..1
	E
	
	Device information

Its sub attribute is
Mode

	Mode
	1
	A
	Integer
	The mode of device.

1 – PNE, If the mode of respondent is PNE, the value should be “PNE”. 
3 – BOTH, If the mode of respondent is both of PNE and PN GW, the value should be “BOTH” ( e.g. mobile phone )
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	Message
	Implementation
	Direction

	PNReleaseRequest 
	Mandatory
	PNE  PN GW
PN GW  CPNS Server 

	PNReleaseResponse
	Mandatory
	PN GW  PNE
CPNS Server  PN GW

	PNReleaseNotification
	Mandatory
	PN GW  PNE
CPNS Server  PN GW



8.5.5.1 PN Release Request message

	Element
	Cardinality
	T
	Data Type
	Description

	PNReleaseRequest
	1
	E
	
	Its sub attributes are
MsgID
PNID
PNEID
Reason

	MsgID
	1
	A
	String
	Message ID.

	PNID
	1
	A
	String
	PN Identification.

	PNEID
	0..1
	A
	String
	PNE Identification. The release requesting PNE’s PNE ID.
If PN GW makes the PN release, this attribute is not here.

	Reason
	0..1
	A
	String
	The reason to release. (e.g. there is no action for a long time)


[bookmark: _Toc283064190]Table 27 Information elements in PNReleaseRequest message
8.5.5.2 PN Release Response message

	Element
	Cardinality
	T
	Data Type
	Description

	PNReleaseResponse
	1
	E
	
	Its sub attributes are
MsgID
Result

	MsgID
	1
	A
	String
	Message ID of PNReleaseRequest message

	Result
	1
	A
	Integer
	The status of success or fail.

1 – Success
2 – Fail, this PN is not registered before.
3 – Fail, this PNEs are disconnected.
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8.5.5.3 PN Release Notification message

	Element
	Cardinality
	T
	Data Type
	Description

	PNReleaseNotification
	1
	E
	
	Its sub attributes are
MsgID
PNID

	MsgID
	1
	A
	String
	Message ID

	PNID
	1
	A
	String
	PN Identification
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