Doc# OMA-CD-CPNS-2011-0076-CR_CPNS_Service_Invocation_for_SG.doc
Change Request

Doc# OMA-CD-CPNS-2011-0076-CR_CPNS_Service_Invocation_for_SG.doc
Change Request


Change Request

	Title:
	Service Invocation for SG
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	CD CPNS

	Doc to Change:
	Latest TS

	Submission Date:
	11th , Feb. 2011

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Seokhoon Choi, Samsung, seokhoon426.choi@samsung.com
Sungjin Park, Samsung, sungjin43.park@samsung.com

	Replaces:
	n/a


1 Reason for Change

	C571
	2011.02.03
	T
	7.9.1.3/ 8.9.2
	Source: Samsung
Form: INP doc #0004
Comment: 
To keep the consistency with section 6.9.1
Proposed Change:
1. Change the text as follow:
When CPNS Server receives the SGInviteResponse messages from all PN GW(s), which are forming the PN with invited PNE(s), CPNS Server SHALL request the service to the Service Provider based on ServiceID attribute. Upon Receiving the success response from Service Provider, CPNS Server SHALL create new SGInfo element in SG Inventory and store the SGInfo element from the SGInviteRequest message and store MemberInfo element from PNEInfo element having Status attribute “1” (Success) in the SGInviteResponse message.
2. Add direction from/to CPNS Server to/from Service Provider for InvokeRequest and InvokeResponse respectively
	Status: OPEN / CLOSED

<provide response>


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and approve the proposed change in this CR for incorporation into the CPNS TS.
6 Detailed Change Proposal
Change 1:  Section 7.9.1.3 
7.9.1.3 CPNS Server

When CPNS Server receives the SGCreateRequest message, CPNS Server SHALL assign SGID. 

When CPNS Server receives the SGInviteResponse messages from all PN GW(s), which are forming the PN with invited PNE(s), CPNS Server SHALL create new SGInfo element in SG Inventory and store the SGInfo element from the SGInviteRequest message and store MemberInfo element from PNEInfo element having Result element “1” (Success) in the SGInviteResponse message. The CPNS Server SHALL request the service to the Service Provider based on ServiceID attribute.
If invited PNE’s PNE ID(s) is inserted in the SGCreateRequest message, CPNS Server SHALL create SGInviteRequest messages per PN GW forming same PN with invited PNEs including
· SGInfo element SHALL be inserted.

· SGID attribute SHALL be newly assigned value from CPNS Server.

· SGDescription attribute SHOULD be inserted if this is available in the SGCreateRequest message from PN GW. This element SHALL be reused discovery of Service Group process.

· ServiceInfo element SHALL be inserted if the SGCreateRequest message has ServiceInfo element.

· ServiceID attribute SHALL be inserted if the SGCreateRequest message has this.

· Keyword attribute SHALL be inserted if CPNS Server finds out proper Keyword for this ServiceID in the registered service list.

· MemberInfo element SHALL be inserted with only one sub element for the SWOwner if Sharing attribute is “1”(Shared).

· PNEID attribute SHALL be inserted.

· Name attribute SHOULD be inserted for the name of SGOwner PNE if the SGCreateRequest message contains.

· PNEInfo element SHALL be inserted for invited PNEs per PN GW forming same PN if the SGCreateRequest message contains PNEInfo element for invited PNEs.

· PNEID attribute SHALL be inserted for invited PNE

· PNID attribute SHALL be inserted with proper PN for the invited PNE in case there are one more PN GWs forming PN with the invited PNE or PNs having this invited PNE as a member. CPNS Server should select proper PN depending on its number of PNEs in PN and capabilities of PN GW (e.g. network capabilities, device capabilities, charging, location).

CPNS Server SHALL send SGInviteRequest messages to selected PN GW(s) forming same PN with invited PNE(s) after CPNS Server finds out proper PN in local PN Inventory. 

When CPNS Server receives the SGInviteResponse messages from all PN GW(s), which are forming the PN with invited PNE(s), CPNS Server SHALL create new SGInfo element in SG Inventory and store the SGInfo element from the SGInviteRequest message and store MemberInfo element from PNEInfo element having Status attribute “1” (Success) in the SGInviteResponse message. CPNS Server SHALL  send the SGCreateResponse message to the PN GW, which sent the SGCreateRequest message to CPNS Server originally, including SGInfo and PNEInfo element in received SGInviteResponse messages . If CPNS Server changes the value of sub attribute in SGInfo element, it SHALL be applied in SGInviteResponse message. (e.g. requester wants to set 10 for MaxPNE, but CPNS Server allows only 5)
After sending the SGCreateResponse message, CPNS Server SHALL initiate Service Group Member Update procedure (see Section 7.4.2.4)
NOTE: The member update procedure can be done before sending the SGInviteResponse message from CPNS Server to PN GW, which means CPNS Server can send the SGChangeNotification message for the member update procedure before sending the SGInviteResponse message.
Change 2:  Section 8.9.2 

8.9.2 InvokeRequest and InvokeResponse
This section describes the direction of InvokeRequest and InvokeResponse. 

	Message
	Requirement
	Direction

	InvokeRequest
	Mandatory
	PNE(PN GW

PN GW(CPNS Server
CPNS Server( External Entity

	InvokeResponse
	Mandatory
	PNE ( PN GW 

PN GW ( CPNS Server
CPNS Server (  External Entity
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