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1 Reason for Change

This CR provides solution for comment on Consistency Review.

	C181
	2011.02.1
	T
	5.9


	Source: KDDI (38)

Form: OMA-CONR-2011-0007-CPNS_ConR_Comments_from_KDDI
Comment: Information of PN GW (PN GW Entity ID etc.) should be stored in SG Inventory.

When CPNS Server forwards certain message to PNE in SG, it has to know PN GW (as message forwarder to PNE).

Proposed Change: 

Add PN GW ID in SG Inventory.
	Status: OPEN / CLOSED

<provide response>
CLOSED (2/10)

Basically agreed to Replace PN ID with PN GW ID in the table.

AI on KDDI to provide CR to apply the changes for the other necessary sections. (5,7,8)



Change 1: Replace of PN ID into SG ID in SG Inventory
Change 2: Related changes in Section 7 (signaling procedure) 
Change 3: Additional related changes in Section 7 (signaling procedure) 
Change 4: Related changes in Section 8 (message format) 
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A 
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is recommended to implement the changes listed in section 6. 
6 Detailed Change Proposal

Change 1:  Replace of PN ID into SG ID in SG Inventory
5.9 SG Inventory

	Element
	Cardinality
	T
	Data Type
	Description

	SGInfo
	1
	E
	
	Service Group Information.

Its sub attributes are

· SGID

· SGDescription

· AccessLevel

· Sharing
· MaxPNE

· MaxUser
· SGOwner
Its sub elements are

· ServiceID
· MemberInfo

	SGID
	1
	A
	String
	Service Group Identification.

	SGDescription
	0..1
	A
	String
	Service Group description. This is human readable description and helpful to understand or search Service Group.

	AcessLevel
	1
	A
	Integer
	The open level of Service Group information.

1 – Members only: The only members of Service Group can see the Service Group information.

2 – Public: Any entity can see the Service Group information.

	Sharing
	1
	A
	Integer
	The level of SG Inventory sharing in PNE side

1 – Shared, the member PNE shares the information of other members, default

2 – Protected, the member PNE does not share the information of other members.

	MaxPNE
	0..1
	A
	Integer
	The maximum number of member PNE in Service Group.

If this is not assigned by creator, this Service Group has no limitation of member PNE.

	MaxUser
	0..1
	A
	Integer
	The maximum number of user in Service Group. If this is not assigned by creator, this Service Group has no limitation of member User.

	SGOwner
	1
	A
	String
	Entity Identification of SGOwner.

	ServiceID
	0..n
	E
	String
	Service Identifications. 

	MemberInfo
	1..n
	E
	
	The Service Group member PNE Information. 

Its sub attributes are

· PNEID
· PNGWID
· Name
Its sub elements are

· UserInfo

· DeviceCapa

· AppInfo

	PNEID
	1
	A
	String
	PNE Identification.

	PNGWID
	1
	A
	String
	PNGW Identification. The PN GW belongs to the same PN as PNE.

	Name
	0..1
	A
	String
	PNE Name (e.g. mp3 player, assigned nickname)

	
	
	
	
	

	UserInfo
	0..1
	E
	-
	User Information.

Its attributes are
· UserID
· Name

	UserID
	0..1
	A
	String
	User Identification 

	Name
	0..1
	A
	String
	User Name

	DeviceCapa
	0..1
	E
	
	Capability information of device embedding PNE

Its sub attribute is

· UIcapa

· NeedProxy

Its sub element is

· ExternalCapa

	UICapa
	0..1
	A
	Boolean
	If this device doesn’t support UI functionalities below, this value SHALL be set with “TRUE”.

TRUE: PN GW needs to support confirmation and/or Key assignment functionalities instead of PNE.

	NeedProxy
	0..1
	A
	Boolean
	If this device doesn’t support functionalities below, this value SHALL be set.

TRUE: Not enough to support CPNS functionalities. (e.g. PN GW should be proxy for this PNE)



	ExternalCapa 
	0..1
	E
	-


	XML fragment contains information such as DeviceType, VideoCodec, etc.  CPNS V1.0 can make use of the format of device capabilities from DPE Enabler specification.

	AppInfo
	0..1
	E
	
	CPNS enabled application information to support certain service and status.Its sub-elements are

· StatusVariable (See section 5.5.2)
· ServiceList (See section 5.5.3)


Table 2 Information elements in SG Inventory
Change 2:  Related changes in Section 7
· Changed content
· “PNID element” is replaced into “PNGWID element” throughout Section 7.9. (i.e., TS Editor just replaces “PNID” into “PNGWID” by using Microsoft Word function).
Change 3:  Additional related changes in Section 7

· In addition to Change 2, the following changes should be applied to modify some related description.
7.9.1 Service Group Ceation
7.9.1.2   PN GW

When PN GW receives the SGCreateRequest message from PNE or PN GW create the SGCreateRequest message including attribute and elements (see section7.9.1.1) except requesting PNEID attribute at CPNS User request, PN GW SHALL send the SGCreateRequest message to CPNS Server. When PN GW creates SG, PN GW SHALL insert SGOwner using member PNE in PN handled by this PN GW.
When PN GW receives the SGCreateResponse message from CPNS Server, PN GW SHALL create new SGInfo element in local SG Inventory following information included in the SGCreateResponse message.

· SGInfo element SHALL be stored from the SGCreateResponse message.

· MemberInfo element SHALL be stored from PNEInfo element with only PNEID and PNGWID attributes (without any elements and Name attribute because they are stored in local PN Inventory) in the SGCreateResponse message if Status attribute is “1” (Success), and value of PNGWID attribute is the same as own Entity ID, which means this PNE is forming same PN with this PN GW.

 And then PN GW SHALL send the SGCreateResponse message to the requesting PNE for Service Group creation if SG creation request was initiated by PNE.

7.9.1.3 CPNS Server

When CPNS Server receives the SGCreateRequest message, CPNS Server SHALL assign SGID. 

If invited PNE’s PNE ID(s) is inserted in the SGCreateRequest message, CPNS Server SHALL create SGInviteRequest messages per PN GW forming same PN with invited PNEs including
· SGInfo element SHALL be inserted.

· SGID attribute SHALL be newly assigned value from CPNS Server.

· SGDescription attribute SHOULD be inserted if this is available in the SGCreateRequest message from PN GW. This element SHALL be reused discovery of Service Group process.

· ServiceInfo element SHALL be inserted if the SGCreateRequest message has ServiceInfo element.

· ServiceID attribute SHALL be inserted if the SGCreateRequest message has this.

· Keyword attribute SHALL be inserted if CPNS Server finds out proper Keyword for this ServiceID in the registered service list.

· MemberInfo element SHALL be inserted with only one sub element for the SWOwner if Sharing attribute is “1”(Shared).

· PNEID attribute SHALL be inserted.

· Name attribute SHOULD be inserted for the name of SGOwner PNE if the SGCreateRequest message contains.

· PNEInfo element SHALL be inserted for invited PNEs per PN GW forming same PN if the SGCreateRequest message contains PNEInfo element for invited PNEs.

· PNEID attribute SHALL be inserted for invited PNE

· PNGWID attribute SHALL be inserted with Entity ID of proper PN GW for the invited PNE. CPNS Server should select proper PN GW depending on its number of PNEs in PN and capabilities of PN GW (e.g. network capabilities, device capabilities, charging, location).
CPNS Server SHALL send SGInviteRequest messages to selected PN GW(s) forming same PN with invited PNE(s) after CPNS Server finds out proper PN in local PN Inventory. 

When CPNS Server receives the SGInviteResponse messages from all PN GW(s), which are forming the PN with invited PNE(s), CPNS Server SHALL create new SGInfo element in SG Inventory and store the SGInfo element from the SGInviteRequest message and store MemberInfo element from PNEInfo element having Status attribute “1” (Success) in the SGInviteResponse message. CPNS Server SHALL  send the SGCreateResponse message to the PN GW, which sent the SGCreateRequest message to CPNS Server originally, including SGInfo and PNEInfo element in received SGInviteResponse messages . If CPNS Server changes the value of sub attribute in SGInfo element, it SHALL be applied in SGInviteResponse message. (e.g. requester wants to set 10 for MaxPNE, but CPNS Server allows only 5)
After sending the SGCreateResponse message, CPNS Server SHALL initiate Service Group Member Update procedure (see Section 7.4.2.4)
NOTE: The member update procedure can be done before sending the SGInviteResponse message from CPNS Server to PN GW, which means CPNS Server can send the SGChangeNotification message for the member update procedure before sending the SGInviteResponse message.
7.9.2.1 PNE Invite in Service Group
7.9.2.1.1 PNE
[Procedure in inviter PNE]

When CPNS User requests PNE to invite the other PNE(s), PNE SHALL send the SGInviteRequest message to PN GW including below.

· PNEID attribute SHALL be inserted for requesting PNE.

· SGInfo element SHALL be inserted to inform the Service Group to which PNE(s) is to be invited
· SGID attribute SHALL be inserted for Service Group ID

· SGDescription attribute MAY be inserted or skipped because this is stored in SG Inventory of CPNS Server. 

· PNEInfo element SHALL be inserted for PNE(s) to be invited.

· PNEID attribute SHALL be inserted for PNE to be invited.

When PNE receives the SGInviteResponse message from PN GW, PNE SHALL update local SG Inventory using PNEInfo element for the successfully invited PNE, which means the value of Status element is “1” (Success) in the SGInviteResponse message.
[Procedure in invited PNE]
When PNE receives the SGInviteRequest message from PN GW in the same PN, PNE SHALL create the SGInviteResponse message including PNEInfo element with below two attributes.

· PNEID attribute SHALL be inserted.

· Status attribute SHALL be inserted with “1” (Success) if CPNS User accepts SG Invite Request or PNE is pre-configured to automatically accept SG Invite Request, or “5” (fail) for the rejecting from CPNS User.
And PNE includes additionally below attributes and elements for the PNE in case of Status “1”.

· PNGWID attribute SHALL be inserted if the SGInviteRequest message has PNGWID. If the SGInviteRequest message does not have PNGWID, PNE SHALL select proper PN GW from PN Inventory and insert PNGWID attribute with Entity ID of the selected PN GW. 
· Name attribute SHALL be inserted if device supports.
· UserInfo element SHALL be inserted from CPNS Application Profile in device (see section 5.5.1).

· DeviceCapa and AppInfo element MAY be inserted from CPNS Application Profile in device (see section 5.5.1) if the User wants to share its information with the other members. This can be inserted depending on its local privacy or sharing policy about CPNS Application Profile in device.

After creating the SGInviteResponse message, PNE SHALL send the SGInviteResponse message to the PN GW. 
7.9.2.1.3  CPNS Server
When CPNS Server receives the SGInviteRequest message from PN GW, CPNS Server checks that PNEID attribute is in the SGInviteRequest message. 

· If there is PNEID, the CPNS Server SHALL check that this PNE is SGOwner or if there is no PNEID attribute, the CPNS Server SHALL check PN GW having SG Owner as member PNE in PN Inventory.  CPNS Server can allow invite request of other PNEs following the operator’s policy. If this condition is not satisfied, CPNS Server SHALL send the SGInviteResponse message to the PN GW including Status attribute as fail “2”.

· The CPNS Server SHALL check that this target PNEs are enough to assign this SG under the maximum of member registered during Service Group creation procedure. If the number of invited PNEs and current member PNEs is over the maximum member of SG, CPNS Server SHALL send the SGInviteResponse message to the PN GW including Status attribute as fail “3”.
If above two examinations are successful, CPNS Server SHALL create the SGInviteRequest message including 
· SGInfo element SHALL be inserted

· SGID attribute SHALL be inserted for Service Group ID

· SGDescription attribute SHALL be inserted if SG Inventory contains.

· AccessLevel attribute SHALL be inserted from SG Inventory.

· Sharing attribute SHALL be inserted from SG Inventory.

· ServiceInfo element SHALL be inserted if SG Inventory contains.

· ServiceID attribute SHALL be inserted if SG Inventory contains.

· Keyword attribute SHALL be inserted after finding out Keyword in the registered service list if SG Inventory contains ServiceID. 

· MemberInfo element SHALL be inserted if Sharing attribute is “1”(Shared).

· PNEID attribute SHALL be inserted.

· Name attribute SHOULD be inserted if SG Inventory contains.

· PNEInfo element SHALL be inserted per the related PN GWs forming same PN with invited PNEs. 

· PNEID attribute SHALL be inserted for invited PNE.

· PNGWID attribute SHOULD be inserted with Entity ID of proper PN GW for the invited PNE. CPNS Server should select proper PN GW depending on its number of PNEs in PN and capabilities of PN GW (e.g. network capabilities, device capabilities, charging, location).

And CPNS Server SHALL send SGInviteRequest messages to the related PN GWs with invited PNEs to relay this messages after CPNS Server finds out proper PN GWs in local PN Inventory. 

When CPNS Server receives the SGInviteResponse message from the PN GW which is forming the PN with invited PNEs, CPNS Server SHALL update SG Inventory with PNEInfo element having Status attribute “1” (Success). After getting all of SGInviteResponse messages from PN GWs to which CPNS Server sent SGInviteRequest messages, CPNS Server SHALL send the SGInviteResponse message to PN GW , which sent the SGInviteRequest message to CPNS Server originally, including PNEInfo element from SGInviteResponse message. 
Finally, the Service Group Member Update procedure SHALL be performed. (see Section 7.9.2.4)

7.9.2.3 PNE Joining, Leaving Service Group
7.9.2.3.1 PNE
When CPNS User wants PNE to join a Service Group or to leave a Service Group, PNE SHALL create the SGActionRequest message including 

· OriginEntityID attribute SHALL be inserted for requesting PNE.

· SGInfo element SHALL be inserted with only SGID attribute to inform the Service Group 

· PNEInfo element SHALL be inserted including

· PNEID attribute SHALL be inserted for requesting PNE

· PNGWID attribute SHOULD be inserted in case of joining after selecting proper PN GW from PN Inventory. If there are several PN GWs in PN Inventory PNE can select PN GW considering bigger number of member PNE in PN or early established PN.

· Action attribute SHALL be inserted with “2” (Join) for joining or “3” (Leave) for leaving

And PNE SHALL send the SGActionRequest message to the selected PN GW.

When PNE receives the SGActionResponse message from PN GW, PNE SHALL 

· store SGInfo element to local SG Inventory in case of joining (Action attribute is “2”(Join) and Status is “1” (Success) in PNEInfo element) .

· remove local SG Inventory in case of leaving (Action attribute is “3”(Leave) in PNEInfo element)
Change 4:  Related changes in Section 8
Proposed change of message format for SG management (i.e., Section 8.6):

· Changed content
· “PNID element” is replaced into “PNGWID element”. 
· The proposed description of PNGWID element is “PNGW Identification”.

· Target messages
· SGCreateResponse
· SGInviteRequest
· SGInviteResponse
· SGActionRequest
· SGActionResponse
· SGActionNotification
· SGChangeNotification
Regarding SGChangeNotification, PNID element is missing in original description. Then, PNGWID element and corresponding description should be added (i.e., not replacement).
End of change
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