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	Classification:
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 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
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	Source:
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1 Reason for Change

This CR collects all comment targeted to section 8.1 General Consideration and CR0063.
	C643
	2011.02.03
	T
	8 
	Source: SK Telecom

Form: OMA-CONR-2011-0009-CPNS_Review_from_SK_Telecom

Comment: Message Aggregation and Distribution inside the SG / PN should be specified

Proposed Change: CR is requested.
	Status: OPEN 



	C644
	2011.02.03
	T
	8 
	Source: SK Telecom

Form: OMA-CONR-2011-0009-CPNS_Review_from_SK_Telecom

Comment: Messages for the Zone Based Service are necessary

Proposed Change: CR is requested.
	Status: OPEN 



	C645
	2011.02.03
	T
	8 
	Source: SK Telecom

Form: OMA-CONR-2011-0009-CPNS_Review_from_SK_Telecom

Comment: Messages for the Non-CPNS Proxy is necessary

Proposed Change: CR is requested.
	Status: OPEN 



	C646
	2011.02.1
	E
	8
	Source: KDDI(140)

Form: OMA-CONR-2011-0007-CPNS_ConR_Comments_from_KDDI
Comment: Some messages include MsgID.

Group basically agrees that common message format is specified in CPNS. Then, the common message format should cover the “MsgID”.

Proposed Change: Remove MsgID from dedicated messages.


	Status: OPEN 


	C647
	2011.02.03
	T
	8.1.1
	Source: SK Telecom

Form: OMA-CONR-2011-0009-CPNS_Review_from_SK_Telecom

Comment: The description needs more information.

Proposed Change: CR to fill in is requested.
	Status: CLOSED
Closed by C648


	C648
	2011.02.2
	T
	8.1.1
	Source: NTTdocomo

Form: OMA-CONR-2011-0008-CPNS_CONR_comments_NTTdocomo
Comment: Editor’s note. 

Proposed Change: Hanging editor’s note shall be replaced with common parameter set description.

Proposed change can be found in OMA-CD-CPNS-2011-0063-CR_CommonParameter_8_1_1
	Status: CLOSED

Added text from CR 0063

	C649
	2011.02.03
	T
	8.1.1.
	Source: NEC

Form: OMA-CONR-2011-0002

Comment: Section is missing. Group should be given the chance to review this section whenever a CR is available.  

Proposed Change: 


Discuss the new CR and agreed within the group
	Status:  CLOSED

Closed by C648



2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

 Review and approve the proposed change in this CR for incorporation into the CPNS TS.
6 Detailed Change Proposal

Change 1:  Detail description for PN Management
8 CPNS message

8.6 General Consideration
This section describes message containing sub elements and sub attributes. 

In message element table, “E” means element and “A” means attribute. If the Type of element is empty, it means that the element has not value but sub attributes.
The basic message formats are 
· “~Request” and “~Response” pair for a two way transaction 

· “~Notification” for one way transaction.

The request, response and notification messages SHALL have MsgID attribute to specify messages to support several messages sending in a device. The response message SHALL have RequestID attribute to specify this response message is related with which request message.
8.6.1 Common parameter set


For CPNS V1.0 transport protocol binding and CPNS message structure specification is out of scope but specify the list of message parameter necessary for each message. 

Following table shows common parameter set for all CPNS message. 
	Parameter name
	Cardinality
	T
	Data type
	Description

	PathTarget
	1
	E
	String
	Target ID (i.e., CPNS Entity) of CPNS message on message path between adjacent CPNS Entities 

	MsgID
	1
	E
	String
	Unique ID to distinguish the message from other messages. 

ID schema is based on service provider and out of scope of CPNS V1.0. 

	MsgType
	0..1
	E
	String


	Indicating the type of message;

“Advertise”or “Request” or “Response

	Source
	1
	E
	String
	Source ID (i.e., CPNS Entity) for end to end CPNS message routing path

	Destination
	1
	E
	String
	

	Route
	0..n
	E
	-
	In case the intermediate route entries are known to the CPNS Entity, the CPNS message originator (i.e., represented by Source), the CPNS Entity assemble the CPNS message with Route element(s).

Its sub-element is

· Target

Its attribute is

· Entity

	Entity
	1
	A
	String
	ID of intermediate route entry (i.e., CPNS Entity ID) 

	Target
	1
	E
	String
	Destination ID (i.e., CPNS Entity) for end to end CPNS message routing path

	TraceRoute
	0..1
	E
	String
	When designated by the CPNS message originator (i.e., represented by Source), each entity on the message path SHALL append its own ID. 

Its sub-element is

· Route

	Route
	1..n
	E
	-
	Its attributes are

· Entity

	Entity
	1
	A
	String
	CPNS Entity ID


Table x: Common CPNS message parameters
Basic assumption is when initially sending CPNS message to end destination, the source does not know the routing path to the end destination. 

Following is the principle of common parameter set for CPNS message.

· CPNS common parameter set SHALL contain Source element and Destination element which indicate the source and destination of a CPNS message end to end routing path. 

· CPNS common parameter set SHALL contain MsgID element to distinguish a CPNS message dialog with others. 

· CPNS common parameter MAY contain MsgType element to designate specific transport protocol related behavior (e.g., HTTP Client and Server. See Appendix G).

· CPNS common parameter set MAY contain TraceRoute-Route Entity attribute(s) when designated by the CPNS message originator (i.e., represented by Source). Upon receiving the CPNS message with TranceRoute element each intermediate CPNS Entity SHALL append its own ID. 
· CPNS common parameter set MAY contain Destination-Route Entity attribute(s) if the intermediate route entities are known to the CPNS message originator (i.e., represented by Source). One of the example is when the CPNS message receiver (i.e., represented by Destination) receives the CPNS message with TraceRoute element, the CPNS Entity SHALL be able to derive Destination-Route Entry attribute(s) from TraceRoute-Route Entity attribute(s) in reverse order.
Following shows a routing path model for common parameter description with regard to CPNS message source and destination. End to End routing path source and destination are represented in Source and Destination element respectively. Each message path destination is represented in PathTarget element. 

Note: The intention of following is to show the change of value for each element and attributes and not to define any syntax. 
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Figure x: routing path model for common parameter description
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