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1 Reason for Change

This CR is to reflect resolutions for the comment during CPNS 1.1 CONR.

	C043
	2012.08.10
	T
	6.6.8

7.6.8
	Source: LGE

Form: 

Comment: 
PN GW switching message flow may need to be revised when it is compared to signaling procedure.

Proposed Change:
Go over the procedure and also check feasibility in seamless service delivery aspect.
	Status: OPEN 




In step 5, CPNS Server sends Service/SG information as well as PN information to new PN GW. Therefore step 9 is no more necessary.
147R01 reflects comment resolutions of 146R01.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and approve the proposed changes in this CR to incorporate into the CPNS 1.1 TS.
6 Detailed Change Proposal

Change 1:  6.6.8 PN GW Switching
Mode information of CPNS Devices in the PN is already known by Entity Discovery before PN GW Switching.

PN GW switching can be initiated by PNE on CPNS Device which can be switched to PN GW. 
In the figure below, PN GW A is active PN GW of this PN, while PN GW B is the gateway to be switched to. In this case, PNE B initiates PN GW switching by sending the request to PN GW A. After this PN GW Switching, Device A changes its Mode to PNE and Device B changes its Mode to PN GW. 

PN GW switching can also be initiated by currently active PN GW.
If PN GW A initiates the procedure, PN GW A sends the request to PNE B in step 1 and PNE B sends the response to PN GW A in step 2, and later steps in the procedure are the same as PNE initiating case.
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Figure x1 PNE initiating PN GW Switching
1. PNE B sends the PNGWChangeRequest message to PN GW A with Mode attributes set as “1” (PNE) for Device A and “2”(PN GW) for Device B.

2. PN GW A sends the PNGWChangeResponse message to PNE B with Result attribute.

3. If PN GW A accepts the request, Device B changes its Mode to PN GW, and PN GW B performs PN GW Authentication with CPNS Server. 

NOTE: Communication between PN GW B and PNE B on the same Device is out of scope of CPNS Enabler.

4. PN GW B sends the PNGWChangeRequest message to CPNS Server including PN GW’s information. 
5. CPNS Server updates its PN Inventory and SG Inventory.
6. CPNS Server sends the PNGWChangeResponse message to PN GW B including PN/SG information and also currently consuming/providing Service(s) without Service Group in this PN.

7. PN GW B updates its PN Inventory and creates SG Inventory with the information in the PNGWChangeResponse message.

8. PN GW B sends the PNGWChangeNotification message to all the PNE(s) including information of PN GW B.

9. PN GW B sends the PNGWChangeNotification message to PN GW A.
10. PN GW A suspends on-going Service(s) in the PN.

11. When the suspension is completed. PN GW A sends the PNGWChangeNotification message to PN GW B. And Device B change its Mode to PNE.
12. 
13. PN GW B resumes the Service(s).
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