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1 Reason for Change

This CR provides CPNS messages regarding Capabilities Sharing Group. 

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and approve the proposed change in this CR for incorporation into the CPNS 1.1 TS.
6 Detailed Change Proposal

Change 1:  8.x Capabilities Sharing
8. X Capabilities Sharing Group
8.x.1 CSG Creation
	Message
	Implementation
	Direction

	CSGCreateRequest 
	Mandatory
	PNE ( PN GW
PN GW (CPNS Server

	CSGCreateResponse
	Mandatory
	CPNS Server (PN GW
PN GW ( PNE

	CSGCreateNotification
	Mandatory
	CPNS Server (PN GW
PN GW ( PNE


8.x.1.1 CSG Create Request message
	Element
	Cardinality
	T
	Data Type
	Description

	CSGCreateRequest
	1
	E
	
	Its sub attribute are
· OriginEntityID
Its sub elements are
· PNEInfo

	OriginEntityID
	1
	A
	String
	Entity ID for requesting CSG creation

	PNEInfo
	1..n
	E
	
	PNE Information. This contains the information of invited PNE(s) 

Its sub attribute is
· PNEID
Its sub element is
· SharingCapa

	PNEID
	1
	A
	String
	PNE Identification.

	SharingCapa
	1
	E
	
	The capability(ies) will be shared.


Table xx Information elements in CSGCreateRequest message
8.x.1.2 CSG Create Response message
	Element
	Cardinality
	T
	Data Type
	Description

	CSGCreateResponse
	1
	E
	
	Its sub attribute is 

· Result

Its sub element are

· SGInfo

· PNEInfo

	Result
	1
	A
	Integer
	The status of success or fail.

1 – Success,

if the invited PNEs agree capabilities sharing, else;

2 – Fail .

	SGInfo
	1
	E
	
	Service Group Information.

Its sub attributes are
· SGID
· CSGIndicator
Its sub element is
· ServiceID

	SGID
	1
	A
	String
	Service Group Identifier

	CSGIndicator
	1
	A
	Boolean
	Indicator of Capabilities Sharing Group. If this attribute is “TRUE”, this Service Group is a CSG, If this attribute is “FALSE” this Service Group is not a CSG but just a SG.

	ServiceID
	0..n
	E
	String
	Service Identifications. 

	PNEInfo
	1..n
	E
	
	PNE Information. This contains the information of PNE which is invited in Service Group during CSG creation procedure. 
Its sub attribute is
· PNEID

Its sub element is
· SharingCapa

	PNEID
	1
	A
	String
	PNE Identification.

	SharingCapa
	1
	E
	
	The capability(ies) will be shared.


Table xx Information elements in CSGCreateResponse message
8.x.1.2 CSG Create Notification message
	Element
	Cardinality
	T
	Data Type
	Description

	SGCreateNotification
	1
	E
	
	Its sub attribute is
· OriginEntityID
Its sub elements are

· SGInfo

· PNEInfo

	OriginEntityID
	1
	A
	String
	Entity ID for requesting SG creation

	SGInfo
	1
	E
	
	Service Group Information.

Its sub attributes are

· SGDescription

· Sharing

· MaxPNE

· MaxUser
· ServiceID

· SGID
· CSGIndicator

	SGDescription
	0..1
	A
	String
	Service Group description. This is human readable description and helpful to understand or search Service Group.

	Sharing
	1
	A
	Integer
	The level of SG Inventory sharing
1. Open, every PNE can have access to SG Inventory

2. Selective, open to SG member PNEs only

3. Closed, no PNE will have access to SG Inventory

	MaxPNE
	0..1
	A
	Integer
	The maximum number of member PNEs in Service Group.

	MaxUser
	0..1
	A
	Integer
	The maximum number of CPNS User in Service Group.

	ServiceID
	0..n
	A
	String
	Service Identification. If the SG creation requester knows ServiceID through service discovery procedure and wants to get that service, this should be inserted as part of the service group creation request.

	SGID
	1
	A
	String
	Service Group Identifier

	CSGIndicator
	1
	A
	Boolean
	Indicator of Capabilities Sharing Group. If this attribute is “TRUE”, this Service Group is a CSG, If this attribute is “FALSE” this Service Group is not a CSG.

	PNEInfo
	0..n
	E
	
	Service Group member PNE Information. This contains the information of PNE which is invited in Service Group during SG creation procedure. If there is no PNE to be invited, this is empty.

Its sub attributes are

· PNEID

· Result
· PNGWID

· Name

Its sub elements are

· UserInfo

· ServiceProfile
· SharingCapa

	PNEID
	1
	A
	String
	PNE Identification.

	Result
	1
	A
	Integer
	The status of success or fail.

1 – Success

2 – Fail, this PNE is disconnected.

	PNGWID
	1
	A
	String
	PNGW Identification of PN having this PNE as a member.

	Name
	0..1
	A
	String
	PNE Name (e.g. player, assigned nick name)

	UserInfo
	0..1
	E
	-
	User Information.

Its attributes are

· UserID

· Name

	UserID
	0..1
	A
	String
	User Identification 

	Name
	0..1
	A
	String
	User Name

	ServiceProfile
	0..1
	E
	
	CPNS enabled application information to support certain service and status.Its sub-elements are

· StatusVariable (See section 5.5.2)
· ServiceList (See section 5.5.3)

	SharingCapa
	1
	E
	
	The capability(ies) will be shared (e.g., XML fragment device capabilities information). This element is set only if CSGIndicator is “TRUE”. SharingCapa is a sub-set of DeviceCapa to indicate which kind of capabilities will be shared. SharingCapa element can be retrieved from DeviceCapa element.


Table xx Information elements in CSGCreateNotification message


	
	
	

	
	
	


	
	
	


	
	
	




	
	
	
	
	

	
	
	
	
	




	
	
	
	
	

	

	
	
	
	

	
	
	
	
	




	
	
	
	
	

	
	
	
	
	




	
	
	
	
	




	

	
	
	
	

	
	
	
	
	




	
	
	
	
	

	
	
	
	
	



	

	
	
	
	

	
	
	
	
	



NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 8)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 3 (of 8)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

