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1 Reason for Change

This document provides a definition of the messages exchanged between the ASP and the DPE Server through the interface DPE-3, as they are described in the DPE Architecture document.
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To be reviewed and accepted by the group and subsequently to be inserted in the DPE TS.
The chapter numbering below needs to be adjusted to fit in the document.

6 Detailed Change Proposal

5 Messages between entities
5.1 Introduction

5.2 Messages through DPE-3
The DPE-3 interface connects the SP with the DPE Server. The DPE-3 interface allows the communication between the SP and the DPE Server, in order for the SP to retrieve dynamic capabilities about the DPE client. 
The DPE Client need to inform the SP about that its DPE enable and the address to the DPE server. The SP needs to connect to the operators DPE server in order to start the communication flow.
The SP can ask for one specific property or several, subscribe to changes or when a certain threshold has been reached, this can be combined with a certain time period:

· DPE Clients communicates its DPE server address top the SP.
· The SP sends the request the correct DPE Servers (how is responsible for the communication towards the DPE client.). With the action specified.
· The DPE server set policy if needed and retrieve the information from the DPE client.
· The DPE Server sends the response back to SP. 
This list, lists the different parameters used by a SP to perform different DPE actions towards the DPE client.
DPE_REGISTER_REQUEST (IMEI, MSISDN, DPE version, token)
· SP_NAME: The Identification and address of the requesting Service provider in order to process and returning the DPE information to the service provider
· DPE Clientid: The ID of the DPE client, used for identifying the user without giving the service provider any information that can be used to identify the user. 
· Query Value:Property A, Property B, …, Property: Queryvalue is the command followed by the properties asked for by the service provider. Queryvalue can be followed by one or several properties.

· SETGROUP: SETGRUOP is the command followed by the LABEL. The LABEL GROUPID can be any numeric value. 
· GETGROUP: GETGRUOP is the command followed by the LABEL. The GROUPID most have been set. 

· GROUPID: GROUPID is the same as the LABEL set by SETGRUOP. This is used for sending back the response to the service provider in order to identify the properties.
· RELEASE:  Release is sent in order for the client to reset the group values.

· DURATION: DURATION is a numeric value in seconds used by the DPE CLIENT to send information to the DPE Server.

· SET POLICY:  SET POLICY is followed by Property and the fixed, less then or greater then value for that property.
5.2.1 GET Property
The Service provider sends the request to the DPE server and asks for one or several properties. The DPE server asks and retrieves the properties from the DPE client and sends the response back to the SP: 

[image: image1]
Figure 5.1.: GET Property request from the service provider .
Note that the DPE client needs to access the server and confirm that its DPE enable before the SP can initiate the request..
5.2.2 Set Group
When for any particular reason, the SP want to group the properties and ask for them in a later stage this. The SP may ask the DPE server to group the properties belong to a specific device in order to ask for them in a later stage.
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Figure 5.2.: SET Group.
5.2.3 GET Group
Once the SP has set the group on a specific device it can retrieve the value by sending the GET group request. 
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5.2.4 SET Policy
If the SP has the need for “subscribing” for a certain value change then the SP can request that the DPE server reports in when certain conditions are meet. This can be handy when there are dependencies between values that can be changed and must have (or not have) a certain value or threshold in order to deliver the service to the end-user.
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5.2.5 SET GroupPolicy
If the SP has the need for “subscribing” for a certain group of value change then the SP can request that the DPE server reports in when certain conditions are meet. This can be handy when there are dependencies between values that can be changed and must have (or not have) a certain value or threshold in order to deliver the service to the end-user.
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