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1 Reason for Change

This CR aims to improve the DPE TS with the scope, references, and introduction.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that BT DCAP WG discuss and agree this CR.
6 Detailed Change Proposal

Change 1:  Scope
1.     Scope

The scope of the Device Profile Evolution technical specification document is to define the message flows and descriptions between DPE Server, DPE Client and Service Provider for the Device Profile Evolution enabler. Also, this document defines the DPE core vocabulary.
The mechanisms defined in this document fulfils the functional capabilities needed to support DPE enabler as described in the DPE Requirements document [DPE-RD] and comply to the architecture defined in DPE Architecture document [DPE-AD].
Change 2:  References

2.    References

2.1    Normative References
	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/

	[DPE-RD]
	“Device Profile Requirements”, Open Mobile Alliance(, OMA-RD-DPE-V1_0, URL:http://www.openmobilealliance.org/

	[DPE-AD]
	“Device Profile Evolution Architecture”, Open Mobile Alliance(, OMA-AD-DPE-V1_0, URL:http://www.openmobilealliance.org/


2.2    Informative References
	[OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-Vx_y, URL:http://www.openmobilealliance.org/

	[UAProf]
	“User Agent Profile”, February 2006, OMA-TS-UAProf-V2_0-20060206-A.pdf, URL:http://www.openmobilealliance.org/


3   Terminology and Conventions

3.1    Conventions
The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2    Definitions
	Service Provider
	An entity that manages and distributes software-based services and content to the end user. 

	Device Property / Capability
	A hardware, software, or network characteristic that represents a capability of a device at a given point in time. Throughout the document, the words "property" and "capability" can be used indistinctly. A device property can be either static or dynamic.

	Dynamic Device Property / Capability
	A device property that may change its value e.g. as a result of hardware, software or configuration changes.

	Static Device Property/Capability
	A device property that does not change its value. Examples are display resolution, processor type, etc.


3.3
Abbreviations

	OMA
	Open Mobile Alliance

	DPE
	Device Profile Evolution

	SP
	Service Provider


Change 3:  Introduction

4    Introduction

Mobile applications and services are required to function in varying network environments with users having devices with a wide range of capabilities. The device capabilities and network conditions can vary dynamically and applications and services need to be able to respond to these changes accordingly.

The Device Profile Evolution enabler is intended to provide a standardized solution to convey information on the device capabilities. While other enablers such as UAProf [UAProf] can only convey information on static device capabilities, the DPE enabler can convey information either on static device capabilities or on dynamic device capabilities, the dynamic aspect being the main added-value of the DPE enabler. This information, in the form of property names and values, directly comes from the device and is communicated to a Service Provider (SP), allowing an enhancement of the quality of the services provided to the device. This enhancement could be, for example, a better content adaptation, or services matching to the maximum extent the device capabilities, resulting at the end on a better user experience.

In the DPE architecture, a client-server model is defined. In the existing OMA architecture two new entities are created: a DPE Server and a DPE Client. Any SP willing to get information on the device capabilities of a given user using the DPE enabler has to submit its requests to the DPE Server managing the DPE Client of that given user. 
The DPE technical specification document defines the message flows and descriptions between DPE Server, DPE Client and SP.

An SP can also transmit policies to DPE Server. The policies will be applied at the DPE Client level to the associated device capabilities. The use of policies is detailed in this document.

Also, the Core Vocabulary of device capabilities is defined in this document. 
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