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1 Reason for Change

The intent of this CR is to provide protocol binding details for the DPE-1 and DPE-2 interfaces.

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The proposed text should be discussed, comments noted in the minutes. If agreed, the text should be included in the Semantics TS.
6 Detailed Change Proposal

Change 1:  Add References
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Change 2:  Add Chapter 6 Transport Protocol Bindings
6. Transport Protocol Bindings 

6.1 DPE-1 and DPE-2 over WAP Push

The DPE Server SHALL support either the Push Access Protocol (PAP) [reference to the PAP protocol spec] or the Push-OTA protocol [reference to the PUSH-OTA protocol spec] for point-to-point delivery of the following DPE-1 and DPE-2 interface messages:

· DPE-1 DPE_Register_Command
· DPE-2 DPE_Property_Query
· DPE-2 DPE_Group_Query
· DPE-2 DPE_Group_Set

· DPE-2 DPE_Group_Release

· DPE-2 DPE_Property_Policy_Set
· DPE-2 DPE_Group_Policy_Set
· DPE-2 DPE_Policy_Release
For DPE Push messages, the DPE Server SHALL include the Push Application ID header “X-Wap-Application-Id: x-wap-application:dpe.ua”.

When using PAP, the DPE Server SHALL submit DPE messages for delivery using the MIME content type “application/vnd.oma.dpe”.

When delivering DPE messages via Push-OTA, the DPE Server SHALL encode the messages using the MIME content type “application/vnd.oma.dpec”.

Editor’s note: we need a contribution defining the WBXML encoding of DPE messages.
Push Clients in DPE supporting terminals SHALL support routing of Push messages with the Push Application ID header “X-Wap-Application-Id: x-wap-application:dpe.ua” to the DPE Client.

6.2 DPE-1 and DPE-2 over HTTP

DPE Clients and DPE Servers MUST support Hypertext Transfer Protocol version 1.1 (HTTP [RFC2616]) for the DPE-1 and DPE-2 interface messages as shown in 
	HTTP Method
	Request Body
	Response Code
	Response Body

	POST
	DPE-1 DPE_Register_Request
	200 OK
	DPE-1 DPE_Register_Response

	POST
	DPE-1 DPE_Register_Ack
	204 No Content
	None

	POST
	DPE-2 DPE_Property_Response
	204 No Content
	None

	POST
	DPE-2 DPE_Group_Response
	204 No Content
	None

	POST
	DPE-2 DPE_Group_Ack
	204 No Content
	None

	POST
	DPE-2 DPE_Policy_Ack
	204 No Content
	None

	POST
	DPE-2 DPE_Policy_ Property_Report
	204 No Content
	None

	POST
	DPE-2 DPE_Policy_Group_Report
	204 No Content
	None

	POST
	Any
	200 OK
	One or more of:

DPE-1 DPE_Register_Command 
DPE-2 DPE_Property_Query

DPE-2 DPE_Group_Query

DPE-2 DPE_Group_Set 
DPE-2 DPE_Group_Release

DPE-2 DPE_Property_Policy_Set

DPE-2 DPE_Group_Policy_Set

DPE-2 DPE_Policy_Release


DPE Servers and DPE Clients MUST support DPE-1 and DPE-2 interface messages formatted as entity-bodies with the application/vnd.oma.dpe MIME media type. The application/vnd.oma.dpe MIME media type is used when a single DPE interface message is included in the HTTP request/response.

DPE Servers and DPE Clients MUST support DPE-1 and DPE-2 interface messages formatted as entity-bodies with the multipart/mixed media type. The multipart/mixed media type is used when multiple DPE interface messages are concatenated in a single HTTP request/response.
DPE Clients MUST send all DPE-1 and DPE-2 interface messages as HTTP POST method requests, including:

· the DPE Server address in the request line

· the Host request-header set to the hostname or IP address of the DPE Server

· the User-Agent request-header set to identify the host device (e.g. “vendor-model/version”), and the name and version of the DPE Client as user agent initiating the request

· the Accept request-header with value “application/vnd.oma.dpe, multipart/mixed”

· the X-Wap-Profile request-header set to the URI of the User Agent Profile for the host device

· the Accept-Encoding request-header with value per the supported HTTP compression encodings, i.e. deflate and/or gzip
· the Content-Length entity-header set to the length of the entity-body

· the Content-Type entity-header with value “application/vnd.oma.dpe” or “multipart/mixed”, as applicable

· the DPE-1 or DPE-2 message(s) as message-body

DPE Servers MUST send all DPE-1 and DPE-2 interface messages which are sent as responses to DPE Client messages as HTTP 200 OK responses, including:

· the ETag entity-header set to a unique value within the scope of the DPE Server

· the Content-Encoding entity-header set to the type of HTTP compression applied, if any
· the Content-Length entity-header set to the length of the entity-body

· the Content-Type entity-header with value “application/vnd.oma.dpe” or “multipart/mixed”, as applicable

· the DPE-1 or DPE-2 message(s) as message-body
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