[image: image2.jpg]"sOMaQa

Open Mobile Alliance





OMA-DCAP-2008-0067-CR_DPE_TS_Edits.doc


OMA-DCAP-2008-0067-CR_DPE_TS_Edits.doc

Change Request

	Title:
	DPE TS Edits
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	MCE-DCAP

	Doc to Change:
	OMA-TS-DPE-V1_0-20080728-D

	Submission Date:
	2008/09/18

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Bryan Sullivan, AT&T, bryan.sullivan@att.com


1 Reason for Change

Address various changes to the DPE TS as discussed in OMA-DCAP-2008-0065-INP_DPE_TS_Edits.
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To be reviewed and accepted by the group and subsequently to be inserted in the DPE TS.
6 Detailed Change Proposal
Change 1:  Add text in 5.2
5.2.1   DPE Property Collection
To be made available through the DPE enabler, device properties must be known by the DPE Client. DPE Clients SHALL support the collection and delivery through DPE interfaces for the properties shown in Section 9.2. 

The method of property collection by the DPE Client is unspecified in DPE 1.0, since there are expected to be variations between device support for property exposure, e.g. by the device operating system and software entities in the device. Future versions of the DPE enabler may further define requirements for property collection methods, e.g. as standards become available for property collection interfaces.

5.2.2 DPE Client Identity Delivery to Service Provider

In order for Service Providers to use the DPE-3 interface to query device properties for a particular client, the Service Provider must know the DPE Client ID that was assigned by the DPE Server. DPE defines two methods for the Service Providers to get the DPE Client ID:

· by query of the DPE Server (DPE Client ID Query message), using a query key as defined by the DPE Provider, e.g. SIP Public Identity, MSISDN, IMEI, User Identity. The DPE Provider defines the options for query keys through unspecified means, e.g. through SP onboarding processes.
· by direct delivery from device clients, using an HTTP header “x-dpe-client-id”

Change 2:  Add table captions
DPE Register Request message elements
DPE Register Response message elements

DPE Register Ack message elements
DPE Register Command message elements
DPE Property Query message elements

DPE Property Response message elements

DPE Group Query message elements

DPE Group Response message elements

DPE Group Set message elements

DPE Group Ack message elements

DPE Group Release message elements

DPE Property Policy Set message elements

DPE Policy Ack message elements
DPE Property Policy Report message elements

DPE Property Group Set message elements

DPE Property Group Report message elements

DPE Property Group Release message elements

DPE Property Query message elements

DPE Property Response message elements

DPE Group Query message elements

DPE Group Response message elements

DPE Group Set message elements

DPE Group Ack message elements

DPE Policy Group Release message elements

DPE Policy Set message elements

DPE Policy Ack message elements

DPE Policy Report message elements

DPE Group Policy Set message elements

DPE Policy Group Report message elements

DPE Policy Release message elements

Change 3:  Add DPE Client ID Query and Response

6.3.6 DPE_Client ID Query
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Figure 6.X.: Query for DPE Client ID 
6.3.6.1 DPE_Client_ID_Query
DPE_CLIENT_ID_QUERY (Message_Type, Query_Key)

The “DPE Client ID Query” message is used by the  SP to determine the DPE Client ID associated with a user or device.
	Message
	Requirement
	Direction

	DPE_Client_ID_Query
	Mandatory
	Service Provider ( DPE Server


	Information Element
	Req
	Type
	Description

	Message-Type
	Mandatory
	String
	Message Type Identifier “DPE_Client_ID_Query”

	Message-ID
	Mandatory
	Integer
	Identifies the message.

	Query-Key
	Mandatory
	Bag (string)
	Key for the query, as defined by the DPE Provider, e.g. SIP Public Identity, MSISDN, IMEI, User Identity. The DPE Provider defines the options for query keys through unspecified means, e.g. through SP onboarding processes.


Table 1 DPE Client ID Query message elements
6.3.6.2 DPE_Client_ID_Response
DPE_CLIENT_ID_RESPONSE (Message_Type, Query_Key)

The “DPE Client ID Response” message is used by the DPE Server to return the DPE Client ID associated with a user or device.
	Message
	Requirement
	Direction

	DPE_Client_ID_Response
	Mandatory
	DPE Server ( Service Provider


	Information Element
	Req
	Type
	Description

	Message-Type
	Mandatory
	String
	Message Type Identifier “DPE_Client_ID_Query”

	Message-ID
	Mandatory
	Integer
	Identifies the message. Same as the value in the related DPE_Client_ID_Query.

	Client-ID
	Mandatory
	Bag (string)
	Gives the ID of the client targeted for the request


Table 1 DPE Client ID Response message elements
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