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1 Reason for Contribution

This contribution provides the subscription chapters of the technical specification document template for the DCD BCAST adaptation.  

2 Summary of Contribution

This contribution provides a proposal for the additional steps required when handling subscription in a broadcast environment. 

3 Detailed Proposal

5. DCD Over BCAST Lifecycle

5.1 Setting up a BCAST Delivery Session
Upon receiving request to set up a BCAST Delivery Session the DCD Server SHALL interact with a BCAST Server according to rules and procedures of  the OMA BCAST description “File and Stream Distribution for Mobile Broadcast Services” and according to the “GENERIC ADAPTATION OVER IP TRANSMISSION NETWORK” in the BCAST network adoption documents. 
The interface between the DCD Server and the BCAST server is unspecified. And therefore out of scope for this Specification.
Upon success, the DCD server SHALL provide relevant access parameters for the creation of a SDP  [RFC 2327] and [RFC 3266] and / or BCAST Access fragment according to the [BCAST-TS-Service Guide]
5.2 Registration

5.2.1 Application Registration

5.2.2 Channel Registration

5.3 Deregistration

5.3.1 Application Deregistration

5.3.2 Channel Deregistration

5.4 Subscription
Following specification should be considered as an addition to the DCD TS. The implementer of this specification SHALL also implement DCD Client Operations 6.1.3 Subscriptions and DCD Server Operations 6.2.4
 
5.3.1 
5.4.1 DCD Client
5.4.1.1 Pre Subscribed DCD Channel s or Default Subscriptions

It SHALL be possible to provisioning the BCAST data for the Pre Subscribed DCD Channels or Default Subscriptions by using the OMA Device Management [OMA DM] 
5.4.1.2 Internal Subscribing of a new DCD Channel 
Upon successful subscription response, where the dcd-2-connection profile includes the bcast-access-info or a spd-access-info element is provided in the Channel Metadata response, the DCD client SHALL do one of the following actions 
· Provide the BCAST Client to with the BCAST Access fragment according to the [BCAST-TS-Service Guide
] 
· Provide the BCAST Client to with the SPD according to rules and procedures of [RFC 2327] and [RFC 3266]
5.4.1.3 External Subscribing of a new DCD Channel 
Upon an external subscription request, where the dcd-2-connection profile includes bcast-access-info or a spd-access-info element is provided in the Channel Metadata response, the DCD client SHALL do one of the following actions 

· Provide the BCAST Client to with the BCAST Access fragment according to the [BCAST-TS-Service Guide
] 
· Provide the BCAST Client to with the SPD according to rules and procedures of [RFC 2327] and [RFC 3266]

5.4.1.4 Receiving update of Channel Metadata
Upon receiving a Channel Metadata Update message where the dcd-2-connection profile includes bcast-access-info or a spd-access-info element is provided the DCD Client SHALL do one of the following actions
If the bcast-access-info or a spd-access-info element is not empty, then; 
· Request the BCAST Client to replace the data of the BCAST Access fragment according to the [BCAST-TS-Service Guide]
· Request the BCAST Client to replace the SPD according to rules and procedures of [RFC 2327] and [RFC 3266]

If the bcast-access-info or a spd-access-info element is empty, then; 

· Request the BCAST Client to remove the data of the BCAST Access fragment according to the [BCAST-TS-Service Guide]
· Request the BCAST Client to remove the SPD according to rules and procedures of [RFC 2327] and [RFC 3266]

5.4.1.5 Un-Subscribing to an existing DCD Channel 
Upon successful un-subscription response where the dcd-2-connection profile includes bcast-access-info or a spd-access-info element, the DCD client SHALL do one of the following actions for data related to the Channel-ID
· Request the BCAST Client to remove the data of the BCAST Access fragment according to the [BCAST-TS-Service Guide]
· Request the BCAST Client to remove the SPD according to rules and procedures of [RFC 2327] and [RFC 3266]
5.2.1.1 
5.2.1.2 
5.4.2 DCD Server
5.4.3 General

5.4.4 The DCD Server SHALL when receiving a Subscription request, verify that:

· A BCAST Delivery Session exists and is associated with the DCD Channel 
· The requested DCD Channel is registered
6. 
6.1.1.1 
6.1.1.2 Subscription Requests of a non existing BCAST Delivery Session
5.2.1.3 Upon receiving a Subscription request on a non existing BCAST Delivery Session or before creating a Pre Subscribed or Default Subscription on a non existing BCAST Delivery Session the DCD Server SHALL Proceed with the description in Chapter 5.1 Setting up a BCAST Delivery Session, and upon success proceed to the intended Subscription chapter
6.1.1.3 Creating a Pre Subscribtion or a Default Subscriptions of an existing BCAST Delivery Session
It SHALL be possible to provisioning the BCAST data for the Pre Subscribed DCD Channels or Default Subscriptions by using the OMA Device Management [OMA DM] 

6.1.1.4 Internal Subscribing of an existing BCAST Delivery Session
Upon creating a subscription response, the DCD Server SHALL add a dcd-2-connection profile into the Channel Metadata provided in the response, including either:
· a BCAST Access fragment according to the [BCAST-TS-Service Guide]
· a SPD according to rules and procedures of [RFC 2327] and [RFC 3266]
6.1.1.5 External Subscribing of an existing BCAST Delivery Session
Upon creating a subscription request, the DCD Server SHALL add a dcd-2-connection profile into the Channel Metadata provided in the request, including either:

· a BCAST Access fragment according to the [BCAST-TS-Service Guide]
· a SPD according to rules and ? of [RFC 2327] and [RFC 3266]
6.1.1.6 Receiving update of Channel Metadata of a DCD Channel using a existing BCAST Delivery Session
Upon sending a Channel Metadata Update message to update an existing DCD Channel, the DCD Server SHALL add 
· a dcd-2-connection profile including the new bcast-access-info or a spd-access-info element is provided
If the bcast-access-info or a spd-access-info element is to be removed, then those elements should exist, but be left empty.
6.2 Content Delivery 
Before any content can be delivered following actions need to have been fulfilled

· Content SHALL be a part of a DCD Channel

The DCD Channel SHALL be connected to  a BCAST File Delivery Session
6.2.1 Content Packaging

6.2.1.1 Packaging format
6.2.1.2 DCD Client
6.2.1.2.1 Un packaging of the delivered FLUTE File
When the dcd client  unpacks the delivered file it SHALL check if the file include a multipart mime message and if this is true it SHALL resolve the references (links)  in the messages according to the rules described in 5.2.1.11 Packaging format
6.2.1.3 DCD Server
6.2.1.3.1 Channel Data only Delivered

6.2.1.3.2 Channel Data plus Content Included Using Multipart Mime
6.2.1.3.3 Splitting the Content in FLUTE packages
Appendix A. Packaging Content using Mutipart Mime in a FLUTE ATOM example
Appendix B. Using SDP to describe the connection Profile
The IP destination address shall be defined according to the "connection data" field ("c=") of SDP [RFC 2327, RFC 3266] The destination port number shall be defined according to the <port> sub-field of the media announcement field ("m=") of SDP [RFC 2327]
Here is a full example of SDP description describing a FLUTE session:

v=0

o=user123 2890844526 2890842807 IN IP6 2201:056D::112E:144A:1E24

s=File delivery session example

i=More information

t=2873397496 2873404696

a=mbms-mode:broadcast 1234 1
a=FEC-declaration:0 encoding-id=1

a=source-filter: incl IN IP6 * 2001:210:1:2:240:96FF:FE25:8EC9

a=flute-tsi:3

m=application 12345 FLUTE/UDP 0

c=IN IP6 FF1E:03AD::7F2E:172A:1E24/1

b=64

a=lang:EN

a=FEC:0










�Should it be DCD Operations to be consistent with the TS


�Should this be a general statement on top level instead?


�Unclear responsibilities between the Terminal and the DCD client


�Unclear responsibilities between the Terminal and the DCD client


�Should this not just be considered as a request Subscription also e.g. first register the app the the subscribe to the channel


�This is just an ordinary Subscription should be removed





NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 5)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-InputContribution-20070101-I]

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 3 (of 8)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-InputContribution-20070101-I]

