Doc# OMA-CD-DCD-2008-0150R02-CR_Refer_the_Broadcast_Service_ID_for_CBS_only.doc[image: image2.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-CD-DCD-2008-0150R02-CR_Refer_the_Broadcast_Service_ID_for_CBS_only.doc
Change Request



Change Request

	Title:
	Refer the Broadcast Service ID for CBS only
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA CD

	Doc to Change:
	OMA-TS-DCD_Semantics-V1_0-20080331-D

	Submission Date:
	13 April 2008

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Kent Bogestam, Ericsson, kent.bogestam@ericsson.com,  Avi Primo, Celltick  ,aprimo@celltick.com

	Replaces:
	OMA-CD-DCD-2008-0150R01-CR_Refer_the_Broadcast_Service_ID_for_CBS_only


1 Reason for Change

Broadcast Service Identifier for DCD  seems to be a CBS function only,
and not needed for this in the BCAST case and we don't have any chapter in the BCAST adaptation spec that explains what to do with this ID, so currently it is only related to CBS.
 

Currently we don’t have a use case for BCAST where this ID is applicable? 
In the BCAST case some services may be available when roaming and others are not. This may also vary between different networks. When using IGMP for multicast filters on the source addresses. 
A SP needs to request a broadcast bearer allocated by the owner of the IP-addresses. The network provider should never deliver the same broadcast bearer to two different MVNO. And when using MBMS roaming the TMGI is globally unique and contains the Mobile Network and Mobile Country Ids. Also in MBMS it is possible to switch to unicast mode for roaming
 Proposal, rename the message and clarify the use
2  Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

<statement describing impacts on other specifications, this may relate to dependencies (either way), or on related requirements or technology material covered in other documents

if changes are required in other documents describe the plan to handle these (e.g. companion CRs being submitted for those docs, liaisons with owning groups are proposed, etc.)>

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To be agree
6 Detailed Change Proposal

Change 1:  Describes that this ID is for CBS only
5.1 Broadcast Service Identifier for DCD over CBS 
In a CBS environment, the one-to-one “session” relationship between DCD Client and DCD Server is not usable for the same purpose as in point-to-point environments, e.g. for recognition/authentication of the other entity in DCD transactions. While a session may be active for DCD-1, DCD-2, and DCD-3 interface transactions across point-to-point bearers, the associated session ID cannot be used for broadcast-delivered messages. In CBS, the same broadcast bearer may be used by multiple DCD Service Providers. To provide a means to distinguish DCD services, e.g. provided by one or more DCD Service Providers in such environments, DCD defines the Broadcast Service Identifier (“Broadcast Service ID”)

The Broadcast Service ID is used as an identifier for the source of DCD content delivered over CBS bearers, and may represent a single source, e.g. a specific DCD Service Provider, or a collective source e.g. a common DCD service provided via multiple DCD Service Providers. 
Broadcast Service IDs may be valid for a limited duration. The validity time of Broadcast Service IDs are set by the allocating authority, e.g. DCD Service Providers, for the Broadcast Service IDs specific to them.

In order to achieve uniqueness for DCD services as necessary, the Broadcast Service ID should start with a registered internet domain name. This enables uniqueness for DCD Service Provider specific services, e.g. based upon a domain registered to the DCD Service Provider, or for shared services based upon another unique domain. It also provides flexibility to the relationships between DCD Service Providers and Mobile Network Operators (MNO), e.g. the MNO may be the DCD Service Provider, or provide CBS service to 3rd party DCD Service Providers, who possibly also receive CBS service from other MNO’s.

As applicable, Broadcast Service IDs are provided to DCD Clients at Activation, The presence of this parameter is conditional on the support of CBS in the DCD Server and Client Further details on use of the Broadcast Service ID are provided in [OMA-TS-DCD_CBS_Adaptation].
Change 2:  Message update
5.1.1 Interface DCD-2

5.2.1.1 Content Update Push

The Content Update Push transaction is shown in Figure 17: Content Update Push transaction. The transaction allows DCD Server to send content package to the DCD Client, when updated DCD Content is available. The Content Update Push transaction consists of the following messages:

· ContentUpdatePush from the DCD Server to the DCD Client;
· ContentDeliveryConfirmation from the DCD Client to the DCD Server 
ContentUpdatePush: the DCD Server sends ContentUpdatePush message to the DCD Client to provide updated DCD Content. The message is sent over push or broadcast bearer. If the message is not valid, the DCD Client responds with the appropriate error message (refer to 13).
ContentDeliveryConfirmation (see 7.1.1.1 for details):  the DCD Client sends ContentDeliveryConfirmation message to the DCD Server if content confirmation is requested by the DCD Server. The need for confirmation is specified in Content Metadata or Channel Metadata. The confirmation is also conditional upon:

· availability of the uplink from DCD Client to the DCD Server (e.g. in receive-only terminal)
· request for confirmation as specified in Channel Metadata or Content Metadata
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Figure 17: Content Update Push transaction

5.2.1.1.1 Message and Information Elements

	Message
	Implementation
	Direction

	ContentUpdatePush
	Mandatory
	DCD Client ( DCD Server

	ContentDeliveryConfirmation

(see section 7.1.1.1.1)
	Mandatory
	DCD Client ( DCD Server


Table 9 Message directions for Content Push transaction

	Information Element
	Req
	Type
	Description

	Message-Type
	Mandatory
	String
	Message Type identifier “ContentUpdatePush”

	Session-ID
	Conditional
	String
	Session identifier. The Session-ID is unique within the service provider domain.

The Session-ID MUST be present for messages sent over point-to-point bearers.

	Broadcast-Service-ID
	Conditional
	String
	A comma separated list of Broadcast-Service-IDs. MUST include all Broadcast Service IDs applicable for the current transaction.

Broadcast Service IDs SHALL be globally unique, and start with a registered Internet domain name.

This parameter is present when CBS bearer is used for this transaction.

	Message-ID
	Conditional
	String
	Identifies this message. The Message-ID is unique within a current session. Presence in the message is conditional upon the session-id being present. Message identifier consists of the transaction identifier suffixed by two numeric characters for message index within the transaction. Transaction identifier offset is unique within the current session and identical for all messages within the transaction.

	Content-Package
	Mandatory
	Data Structure
	The content package consists of content payload and content metadata.


Table 10 Information elements in ContentUpdate Message

Change 3:  Additional needed updates
Relevant for 

7.1.2.1 Content Update Push
Replace “Broadcast” with CBS in description of Broadcast Service ID parameter.
7.1.2.2 Content Notification 
Replace “Broadcast” with CBS in description of Broadcast Service ID parameter.
7.1.3.1 
7.1.3.5 Contextual Information Upload
Replace “Broadcast” with CBS in description of Broadcast Service ID parameter.
7.1.3.6 Usage Tracking Report
Replace “Broadcast” with CBS in description of Broadcast Service ID parameter.
7.1.3.9 Channel Subscription Notification
Replace “Broadcast” with CBS in description of Broadcast Service ID parameter.
7.1.3.10.1 Channel Discovery Push
Replace “Broadcast” with CBS in description of Broadcast Service ID parameter.
7.1.3.10.2 Channel Discovery Notification and Pull
Replace “Broadcast” with CBS in description of Broadcast Service ID parameter.
7.1.3.11.5 Channel Suspend Notification
Replace “Broadcast” with CBS in description of Broadcast Service ID parameter.
7.1.3.12 Channel Metadata Update
Replace “Broadcast” with CBS in description of Broadcast Service ID parameter.
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