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1 Reason for Change

In the current version of specification, the DCD Server can not set/modified the Connection Profile.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The proposed text should be discussed, comments noted in the minutes. If agreed, the text should be included in the Semantics TS.
6 Detailed Change Proposal

Change 1:  Insert ConnectionProfileUpdate in Section 7.1.3.14 (new section)
7.1.3.14. Connection Profile Update
The DCD Server may add, remove or update DCD-3 Connection Profile. This transaction could be triggered by Client Activation, Application Registration procedure or at any time within the Session lifespan by the DCD Server as result of Service enhancement, optimization or maintenance activities. 


When a Connection Profile Update is received by the DCD Server it should perform differential update of relevant fields with the provided data. If Connection Profile sub element or attribute are not included in Connection Profile Update received by the DCD Client it should be interpreted as no change. If a Connection Profile sub element or attribute are empty it should be interpreted as the removal of that particular element or attribute, if DCD-3 connection profile name is present in the message and the DCD-3 connection profile IE is not present in the message it should be interpreted as removal of this specific DCD-3 connection profile  Otherwise, the DCD Client should update associated Connection Profile sub element or attribute with the value provided in Connection Profile Update.
Default DCD-3 Connection profile can be updated using this message by omitted the DCD-3 connection profile name IE from the message   

Through this mechanism the DCD Server can update preloaded DCD-3 Connection Profile parameters even in case that Application Registration did not happen yet. 
After this transaction, the DCD Server can deactivate the previous session connected with the DCD Client and activate the new session using the updated Connection Profile, or the DCD Client can do that depending on the Service Policy.
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Figure x: Connection Profile Update
7.1.3.14.1. Message and Information Elements

	Message
	Requirement
	Direction

	ConnectionProfileUpdate
	Mandatory
	Client ( Server

	ConnectionProfileConfirmation
	Mandatory
	Client ( Server


Table x Message directions for Connection Profile Provisioning from the DCD Server
	Information Element
	Req
	Type
	Description

	Message-Type
	Mandatory
	String
	Message Type identifier “ConnectionProfileUpdate”

	Session-ID
	Mandatory
	String
	Session identifier of the current session. The Session-ID is unique within the service provider domain.

	Message ID
	Mandatory
	TBD
	Identifies this message. The Message-ID is unique within a current session.

	dcd-3-connection-profile-name
	Conditional
	String
	Name of a locally configured DCD-3 connection profile.  If do not exist, the message is used to update or remove the default dcd-3-connection-profile 

	dcd-3-connection-profile
	Conditional
	Structure
	Specific DCD-3 connection profile to use.
Omitted from the transaction only if this connection profile should be removed.


Table x Information elements in ConnectionProfileUpdate message
	Information Element
	Req
	Type
	Description

	Message-Type
	Mandatory
	String
	Message Type identifier “ConnectionProfileConfirmation”

	Session-ID
	Mandatory
	String
	Session identifier of the current session. The Session-ID is unique within the service provider domain.

	Message ID
	Mandatory
	TBD
	Identifies this message. The Message-ID is unique within a current session.


Table x Information elements in ConnectionProfileConfirmation message
7.1.3.14.2. “Connection Profile Update” Specific Error Conditions

· TBD
Change 2:  Modify  in Section 7.1.3.13 Channel Metadata Update
7.1.3.13 Channel Metadata Update
The DCD Server may remove or update Channel Metadata fields. This transaction could be triggered by Client Activation or at any time within the Session lifespan by the DCD Server as result of Service enhancement, optimization or maintenance activities. 

When a Channel Metadata update is received by the DCD Client it should perform differential update of relevant fields with the provided data. If Channel Metadata field is not included in metadata update received by the DCD Client it should be interpreted as no change. If a metadata update field is empty it should be interpreted as the removal of that particular field. Otherwise, the DCD Client should update associated Channel Metadata field with the value provided in metadata update.   
After this transaction modifying the connection profile (e.g. dcd-1-connection-profile, dcd-2-connection-profile), depending on the Service Policy, the DCD Server can deactivate the previous session connected with the DCD Client and activate the new session using the updated Connection Profile, or the DCD Client can do that by requesting from the DCD Server.
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