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1 Reason for Change

The intent of this CR is to describe the use of the DCD Managed Object (MO) for management of DCD connection profiles. A new section 16 is created.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The proposed text should be discussed, comments noted in the minutes. If agreed, the text should be included in the Semantics TS.
6 Detailed Change Proposal

Change 1:  Add entry to normative reference table

2.1 Normative References

	[DCD-MO-TS]
	" OMA DCD Management Object ", Version 1.0, Open Mobile Alliance™, OMA-TS-DCD_MO-V1_0, URL:http://www.openmobilealliance.org/ 


Change 2:  Create Section 16 Connection Profile Management
16. Connection Profile Management

[DCD-MO-TS] describes the OMA Dynamic Content Delivery (DCD) Management Object (MO) syntax that that enables management of DCD connection profiles. DCD MO’s are created and managed by the OMA Device Management (DM) entities DM Server and DM Client. The normative requirements on the OMA DM entities are addressed by the OMA DM enabler. Those requirements include the generic handling of management objects. This section describes the normative requirements on DCD enabler entities, specifically DCD Clients, related to DCD connection profiles as managed through OMA DM.

Note that device-internal mechanisms for establishment of a DCD MO are unspecified, e.g. population of the DCD MO from default DCD Client configuration data. Also unspecified are the internal interfaces between DM Clients and DCD Clients, through which the DCD Client is notified of changes to the DCD MO. The normative requirements on the DCD Client address how DCD MO changes, either a new MO or changes to an already-established MO, are incorporated by the DCD Client into its internal connection profile configuration.

When a DCD Client becomes aware of changes to connection profiles managed as DCD MO’s through OMA DM:

· Within the scope of the connection profiles related to each DCD interface (DCD-1, DCD-2, and DCD-3), the DCD Client SHALL find the applicable connection profile instances to be updated by matching the “Name” attribute.

· DCD Clients SHALL use application profiles marked as the “Default Profile” as the default for the related interface, as described in [reference to section 12.2.1.1].
· For changed connection profiles, DCD Clients SHALL add/update/remove the attributes and elements as indicated.

· For new connection profiles, DCD Clients SHALL use the attributes and elements as indicated.

· For changes to DCD-3 connection profiles related to an existing DCD session for which the Session-TTL value is non-zero, the DCD Client SHALL apply the changes for the next DCD session.

· For changes to DCD-3 connection profiles related to an existing DCD session which the Session-TTL value is zero, the DCD Client SHALL apply the changes immediately, i.e. establish a new DCD session per the connection profile.

· For changes to DCD-1 and DCD-2 connection profiles related to an existing DCD session, the DCD Client SHALL apply the changes immediately.

· For removed connection profiles, DCD Clients SHALL apply the changes immediately.
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