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1 Reason for Change

In the current version of specification, the DCD Server can not set/modified the Connection Profile.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The proposed text should be discussed, comments noted in the minutes. If agreed, the text should be included in the Semantics TS.
6 Detailed Change Proposal

Change 1:  GSM/UMTS CB handler API
8.3
CB handler

8.3.1
GSM CB handler

The CB handler in the ME SHALL reassemble all CB pages related to the same massage (up to 15 pages to one long CB message), construct them as one piece of user data and UDH information 

The CB handler in the ME SHALL then analyze the UDH IE, Identify the destination port as DCD Client,  and then it SHALL deliver the complete message to the DCD Client  according to the API it expose to the DCD Client.
The following table describes the necessary fields that SHALL be exposed by the CB handler API:

	Parameters/Fields
	Operation
	Comments

	CB header
	Get
	

	message-identifier
	Get/Set
	the API must support registration to specific message identifier

	CB payload
	Get
	Constructed from:
UDH, CBS-DCD header and DCD body
or
CBS-DCD header and DCD body

	UDH
	Get
	If not part of the CB payload

	Length of CB payload
	Get
	The length of the assembled CB payload (as described above) in case of CBS based concatination


Table 4: Necessery fields exposed by GSM-CB handler API
The above table does not dectate the API structure, the information can be provided as one package of information that will require the DCD Client to parse and extract the relevant information or by implementing an API that can provide each parameter individually (CB handler parse the CB message and extract the required fields/parameters)

The CB handler SHALL not deliver incomplete user data to the DCD Client

8.3.2
UMTS CB handler

The CB handler in the UE SHALL reorganize the CB data as one piece of pure user data (originating by the DCD Server), analyze the UDH IE, Identify the destination port as DCD Client,  and then SHALL deliver the complete message to the DCD Client according to the API it expose to the DCD Client.
The following table describes the necessary fields that SHALL be exposed by the CB handler API:

	Parameters/Fields
	Operation
	Comments

	CB header
	Get
	

	message-identifier
	Get/Set
	the API must support registration to specific message identifier

	CB payload
	Get
	Constructed from:
UDH, CBS-DCD header and DCD body
or
CBS-DCD header and DCD body

	UDH
	Get
	If not part of the CB payload

	Length of CB payload
	Get
	The length of assembled CB payload (as described above) in case of CBS based concatination 

The CB handler is assumed to calculate the length of the cb_data (with or without UDH, CBS-DCD header, DCD body) that contains no control information i.e. no CBS-Message-Information-Length bytes (see [3GPP 23.041]). 


 Table 5: Necessery fields exposed by UMTS-CB handler API
The above table does not dectate the API structure, the information can be provided as one package of information that will require the DCD Client to parse and extract the relevant information or by implementing an API that can provide each parameter individually (CB handler parse the CB message and extract the required fields/parameters)

The CB handler SHALL not deliver incomplete user data to the DCD Client












NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2008 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20080101-I]

© 2008 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20080101-I]

