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1 Reason for Change

The Candidate Requirements Document for DCD includes the following DCD-ADM-001 requirement:

The DCD Enabler SHOULD support initial and continuous client provisioning using the OMA Client Provisioning [OMA-CP] and / or OMA Device Management [OMA-DM].

It is particularly important to note that initial provisioning, also called bootstrap, is an individual specification in OMA DM 1.2. This DM Bootstrap specification includes two different profiles:

· CP Profile: Only usable when the provisioning documents are Application Characteristics

· DM Profile: Only usable when the provisioning documents are Management Objects, as it is currently the case of the DCD MO.

DM Bootstrap also describes 3 methods for bootstrapping a terminal:

· At the manufacture of the device

· Using a remote server

· Using a smartcard

In order to address the DCD-ADM-001 requirement, the DCD MO needs to be updated because it currently lacks of indications about (i) what options of OMA DM should be needed, as it is the case of DMBOOT, if the DCD MO has to be configured during the bootstrap operation for later management by the DM Server; and (ii) which version of the DM protocol should be used.

This contribution aims to fix those issues.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

Similar clarification about the configuration during bootstrap will probably be needed in OMA-TS-DCD_BCAST_Adaptation-V1_0, §5.5.1.1 (« Provisioning of BCAST access parameters…”)

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to agree the detailed proposal and incorporate it into the latest DCD MO specification.

6 Detailed Change Proposal

Change 1:  Patch the text in section 5

5.  DCD Management Object

DCD Management Object (MO) is an object for OMA DCD that allows a device to present its DCD configuration in a standardized way, allowing also the subsequent retrieval and management of DCD connection profiles. DCD connection profiles are used by DCD Clients to activate DCD interfaces, e.g. setup data connections and deliver interface messages to the correct address of the DCD Server.
The OMA DCD MO is defined using the OMA DM Device Description Framework and is compatible with OMA DM protocol version 1.2 [DMPRO] or any later compatible version. If DCD MO is to be configured during initial configuration (i.e. bootstrap) then the DM Profile, as described in [DMBOOT], SHALL be used.
The Management Object Identifier is: TBD
The following figure shows the OMA DCD Management Object.
Change 2:  Introduce DM Protocol reference in section 2.1
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