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1 Reason for Change

Adding the capability to set Broadcast Service ID attribute in the DCD Client by the application
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The proposed text should be discussed, comments noted in the minutes. If agreed, the text should be included in the Semantics TS.
6 Detailed Change Proposal

Change 1:  Updating section 5.4.1 
5.4.1
Broadcast Service Identifier for DCD over CBS

…

As applicable, Broadcast Service IDs are provided to DCD Clients at Activation, as part of the Application Profile during application Registration or as a preset value using DCD MO or any other proprietary method. The presence of this parameter is conditional on the support of CBS in the DCD Server and Client. Further details on use of the Broadcast Service ID are provided in [OMA-TS-DCD_CBS_Adaptation].
Change 2:  Updating section 8.1.2 

8.1.2
Application Profile Elements, Attributes and Values

This section defines the Application Profile in detail.
DCD Servers and DCD Clients SHALL support DCD Application Profiles defined in accordance with the “DCD Application Profile” XML schema.
Unless otherwise specified, all Application Profile elements and attributes are mandatory for support by DCD Servers and DCD Clients, and optional for use. 
Explanation of the Type in Table 156 Application Profile:
· E = Elements
· A = Attributes
· 1,2,3, etc = nesting level of the element
Application Profile basic structure:

application-profile – E

· application-id – A 

· application-description – A
· channel-discovery-notification – A
· dcd-3-connection-profile-name – A
· dcd-3-connection-profile – E1

· dcd-server-address – A

· proxy – A

· data-connection-details – E2
· apn – A
· auth-method – A
· auth-username – A
· auth-password – A
· broadcast-profile – E2
· cell-broadcast-message-id – A
· broadcast-service-id - A
· bcast-multicast-address – A

· bcast-access-info – E3

· service-fragment-reference – E4
· access-fragment – E4
· sdp-description– E4
· dcd-channel-selection-metadata (n) – E1

…

	broadcast-profile
	E2
	0..1
	Broadcast bearer connection details, e.g. cell broadcast message-identifier and/or BCAST access parameters.
Contains the following attributes:

cell-broadcast-message-id
broadcast-service-id
Contains the following sub-elements:

bcast-access-info 
	Structure
	Not Allowed

	cell-broadcast-message-id
	A
	0..1
	The Cell Broadcast Service Message Identifier (logical Cell Broadcast Service channel) from which the DCD Client should expect DCD-3 interface data delivered via Cell Broadcast Service.
	Integer
	Not Allowed

	broadcast-service-id
	A
	0..1
	A comma separated list of Broadcast-Service-IDs. SHALL include all Broadcast Service IDs applicable for the Application.

It is present only if CBS technology is supported.
Broadcast Service IDs SHALL be globally unique, and start with a registered Internet domain name.
	String
	Not Allowed
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