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1 Reason for Change

The intent of this CR is to address the following CONRR comment.

	C223
	2008.08.12
	T
	13.4

7
	Source: RIM

Form: OMA-CONR-2008-0098
Comment: Table is unclear in regards to presentation of ‘channel-metadata’ as superset of subsets listed below. It is not obvious that when ‘M’ is used for a subset it may be subject to ‘C’ or ‘O’ above.

Proposed Change: Clarify above-mentioned issues.
	Status: ASSIGNED
Response: Update the table (remove the channel-metadata row, address any open issues/alignment).
Action: Issue a CR / Bryan (AT&T)
Resolved by: <doc reference>

Recorded in: <minutes reference>


Explanation of the changes to the table:

· In DCD-CPR ChannelRegistrationRequest, channel-publication-metadata should be mandatory as at least the manner in which the content is collected from the CP needs to be defined.

· In DCD-3 ApplicationRegistrationResponse, general-channel-metadata is optional. The DC may already have everything it needs.

· In DCD-CAR ApplicationRegistrationResponse general-channel-metadata is conditional, on having been present in DCD-3 ApplicationRegistrationResponse.

· In DCD-CAR SubscriptionRequest and DCD-3 ChannelSubscriptionRequest, delivery-personalization-metadata is conditional on whether the DECA is subscribing via a content-address or channel-metadata.

· In DCD-CPR SubscriptionResponse, general-channel-metadata and charging-metadata are optional, as the CP may not have anything to add to what it has already provided to the DS during the discovery phase.

· In DCD-3 ChannelSubscriptionResponse, general-channel-metadata and charging-metadata are conditional on having been provided by the CP (and the metadata being relevant to the DC). Otherwise it is optional (the DS may have some metadata to send to the DC).
In correcting the table, it was discovered that Channel-Metadata should be Channel-Guide in DCD-3 ApplicationRegistrationResponse. This is because the channel info in the response is the same as a content discovery transaction, and needs to (optionally) include the charging info as well as the channel metadata.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The proposed text should be discussed, comments noted in the minutes. If agreed, the text should be included in the Semantics TS.
6 Detailed Change Proposal

Change 1:  Update Section 13.4
13.4 Channel Metadata Mapping to DCD Messages
This section provides a mapping between Channel Metadata subsets and DCD messages in which the subsets may occur.  In the table below:

· “M” means the Channel Metadata subset SHALL be present in the message, if Channel Metadata is present according to Section 7 
· “C” means the Channel Metadata subset SHALL be present in the message under the conditions specified for the message (see Section 7), or if a previous related message in a transaction contained the Channel Metadata it may conditionally be present if relevant to the associated message over the next interface 
· “O” means the Channel Metadata subset MAY be present in the message

	Channel Metadata item
	DCD-CPR ChannelRegistrationRequest
	DCD-CPR ChannelRegistrationResponse
	DCD-CAR ApplicationRegistrationRequest
	DCD-3 ApplicationRegistrationRequest
	DCD-3 ApplicationRegistrationResponse
	DCD-CAR ApplicationRegistrationResponse
	DCD-CAR SubscriptionRequest
	DCD-CAR SubscriptionUpdateRequest
	DCD-3 ChannelSubscriptionRequest
	DCD-CPR SubscriptionRequest
	DCD-CPR SubscriptionResponse
	DCD-3 ChannelSubscriptionResponse
	DCD-CAR SubscriptionResponse
	DCD-CPR SubscriptionNotification
	DCD-3 ChannelSubscriptionNotification
	DCD-CAR SubscriptionValidationRequest
	DCD-CAR SubscriptionValidationResponse
	DCD-3 ChannelSubscriptionNotificationResponse
	DCD-CPR SubscriptionNotificationResponse
	DCD-3 ChannelDiscoveryInfo
	DCD-CADE ChannelDiscoveryInfo
	DCD-CADE ChannelDiscoveryResponse
	DCD-3 ChannelMetadataUpdate
	DCD-CAR ChannelMetadataUpdate

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	channel-selection-metadata
	
	
	M
	M
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	delivery-personalization-metadata
	
	
	
	
	
	
	M
	M
	M
	
	
	
	
	
	
	
	M
	M
	
	
	
	
	
	

	general-channel-metadata
	O
	M
	
	
	M
	M
	
	
	
	
	
	
	
	M
	M
	M
	
	
	
	M
	M
	M
	M
	M

	charging-metadata
	O
	O
	
	
	O
	C
	
	
	
	
	
	
	
	O
	C
	C
	
	
	
	O
	C
	C
	O
	C
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Table note: (*) In case of broadcast, the dcd-2-broadcast-profile-name and dcd-2-broadcast-profile parts of the delivery-preferences-metadata subset could be delivered in the DCD-3 ChannelDiscoveryInfo.
Change 2:  Change Channel-Metadata to Channel-guide in DCD-3 ApplicationRegistrationResponse
7.1.3.3 Application Registration

The Application Registration process involves registration of a DCD-Enabled Client Application with the DCD Server or re-registration of a DCD-Enabled Client Application by providing an updated Application Profile. The prerequisite to registration is DCD Client activation with the DCD Server. This transaction is not applicable if the uplink from the DCD Client to the DCD Server is unavailable (e.g. in receive-only terminal).
This section gives the details of the transaction messages.
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Figure 24: Application Registration

7.1.3.3.1 Message and Information Elements
	Message
	Implementation
	Direction

	ApplicationRegistrationRequest
	Mandatory
	Client ( Server

	ApplicationRegistrationResponse
	Mandatory
	Client ( Server


Table 23 Message directions for Application Registration

	Information Element
	Req
	Type
	Description

	Session-ID
	Mandatory
	String
	Session identifier of the current session established in the Client Activation. The Session-ID is unique within the service provider domain.

	Message-ID
	Mandatory
	String
	Identifies this message. The Message-ID is unique within a current session. Message identifier consists of the transaction identifier suffixed by two numeric characters for message index within the transaction. Transaction identifier offset is unique within the current session and identical for all messages within the transaction.

	Application-Profile
	Mandatory
	Structure
	Contains part of the application profile relevant to the DCD Server: Application-ID and Channel-Selection-Metadata. The details of the Application-Profile are defined in Section 8.1.


Table 24 Information elements in ApplicationRegistrationRequest message
	Information Element
	Req
	Type
	Description

	Session-ID
	Mandatory
	String
	Session identifier of the current session. The Session-ID is unique within the service provider domain.

	Message-ID
	Mandatory
	String
	Identifies this message. The Message-ID is unique within a current session. Message identifier consists of the transaction identifier suffixed by two numeric characters for message index within the transaction. Transaction identifier offset is unique within the current session and identical for all messages within the transaction.

	Channel-Guide
	Mandatory
	List
	The list of channel metadata structures for the channels matching application profile preferences. Each element in the list represents the metadata for a single channel. The channel metadata in the channel guide contains the subset of channel metadata parameters relevant to the DCD Enabled Client Application (see Sections 8.2 and 13.4 for details). 


Table 25 Information elements in ApplicationRegistrationResponse message
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