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1 Reason for Change

New Definitions

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Recommend this CR to be incorporated in the spec.
6 Detailed Change Proposal
See below 
7 Requirements

Definitions

	
	

	Agent
	A node that collects and transmits personal health data to an associated manager.

	Basal metabolism


	The minimal amount of energy necessary to maintain respiration, circulation, and other vital body functions while fasting and at total rest


	Body temperature
	The measurement of the core body temperature of the person.

	Datetime (DTM)


	The interval in time on a Gregorian calendar, specified by both the "date" and "time", to a maximum precision of one thousandth of a second.


	Device
	A term used to refer to a physical apparatus implementing either an agent or a manager role.

	HbA1c 


	HbA1c, which is also known as A1c or glycated hemoglobin, is used as the long-term measure of blood sugar control. The A1c test measures how many A1c hemoglobin cells (a specific part of red blood cells) have sugar attached to them.



	Heart rate

	Heart rate is defined as the number of heartbeats per unit of time.  



	HL7
	Health Level Seven: ANSI-accredited standards developing organization dedicated to providing a comprehensive framework and related standards for the exchange, integration, sharing, and retrieval of electronic health information that supports clinical practice and the management, delivery and evaluation of health services. 


	ISO/IEEE 11073 
	Personal health device standards fit in the larger context of the ISO/IEEE 11073 series of standards. The full suite of standards enables agents to interconnect and interoperate with managers and with computerized healthcare information systems. 


	ISO/IEEE 11073-10101
	ISO/IEEE Health Informatics - Point-Of-Care Medical Device Communication - Part 10101: Nomenclature



	Manager
	A node receiving data from one or more agent systems. Some examples of managers

include a cellular phone, health appliance, set top box, or a computer system

	Personal health device
	 A device used in personal health applications.

	RR interval measurements
	the time elapsing between two consecutive R waves in the electrocardiogram

	SpO2
	Percentage oxygen saturation of haemoglobin as measured by a pulse oximeter, where this measurement is an estimate of the fraction of functional haemoglobin (or hemoglobin) in arterial blood that is saturated with oxygen.


	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	(BMI) 
	Body Mass Index

	(ECG) 
	electrocardiograph devices



	BCA
	body composition analysis

	DIM 


	domain information model

	HbA1c 


	hemoglobin bound to glucose (the A1c form)

	IEEE
	Institute of Electrical and Electronics Engineers

	MDER 
	medical device encoding rules

	MDS 
	medical device system

	PCHA
	Personal Connected Health Alliance

	RTC 


	real-time clock

	SpO2 

	percentage oxygen saturation of haemoglobin
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