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1 Reason for Change

This CR is introducing the description for the LFCUI interface and some functions and interfaces which are out of scope.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the BT – LFC agree this CR.

6 Detailed Change Proposal

Change 1:  Introduces description for some entities and interfaces.
2. Architectural Model

2.1 Dependencies

The LFC 1.0 architecture diagram indicates optional dependencies on the OMA DM and existing download methods such as DLOTA.

2.2 Architectural Diagram
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Figure 1: LFC Architecture Diagram.

Editor’s Note: The need of an architectural interface between LFC Client and LFC Content Server to cover some functionalities related to Lightweigh and Network Triggered models will be assessed. 

2.3 Functional Components and Interfaces

2.3.1 Functional Components Specified by this Enabler

2.3.1.1 LFC Content Server

 The LFC Content Server is a logical entity which is dedicated to provide the LFC Packages to the device.
2.3.1.2 LFC Management Server
The LFC Management Server is a logical entity which is dedicated to issue LFC Operations to the device and consume the notifications of these LFC Operations outcome. 
2.3.1.3 LFC Client

Editor’s Note: For the time being, only LFC Client remote management features description is covered. Other capabilities (e.g. LFC content management) are TBD. 

Regarding LFC Client Remote Management features, the LFC Client is a logical entity which is responsible for conducting the management activities to manage LFC Packages and LFC Element Settings according to the LFC Operations received.  LFC Client is also responsible for notifying the outcome of LFC Operations to the LFC Management Server or to the initiator of those LFC Operations. 
2.3.2 Other Enablers and Components

2.3.2.1 DM Server
The DM Server is an entity which conveys the appropriate device management operations to the device over various bearer technologies, represented by the DM-1 interface. It can also receive specific alerts from the DM Client for success or failure of management activities.
2.3.2.2 DM Client
The DM Client is an entity which makes it possible for the DM Server to manage the device using the DM protocol defined in [DMPRO]. The DM Client can access LFC Management Object provided by the LFC Enabler such that the DM Server can manipulate it. The DM Client employs the DM Generic Alert mechanism [DMPRO] to send the result of the management activities to DM Server. 

The LFC Management Object is the management object representing LFC device’s information exposed for LFC Remote Management purposes. The LFC Management Object can also be used to expose the inventory of installed LFC Packages and LFC Element Settings. The LFC Management Object is exposed by the DM Client through its DM tree.
2.3.2.3 User Agent

The User Agent is a logical entity which receives user confirmation requests related to LFC Operations from the LFC Client and passes user’s decision and authorization information regarding these LFC Operations to the LFC Client. 
The User Agent may also receive information from the LFC Client to report the user about the status of LFC Operations. 
2.3.2.4 SRM

The SRM is a removable entity which may be dedicated to store and provide LFC Packages to the device.
2.3.2.5 Delivery Client(s)

The Delivery Clients are entities that can be used for downloading LFC Packages to the device. These LFC Packages may be subsequently consumed by the LFC Client. The Delivery Clients may support DLOTA or other alternate download method.

Editor’s Note: The relationship between Delivery Client(s) and LFC Content Server is still TBD. 

2.3.3 Interfaces Specified by this Enabler

2.3.3.1 LFCUI-1

The LFCUI-1 interface is exposed by User Agent and allows LFC Client to send the status of LFC Operations and user confirmation requests related to LFC Operations to the User Agent.
2.3.3.2 LFCUI-2

The LFCUI-2 interface is exposed by LFC Client and allows the User Agent to send the user confirmation and authorization information related to LFC Operations to the LFC Client.


2.3.3.3 LFCM-1

The LFCM-1 interface is exposed by LFC Client and allows LFC Management Server to perform LFC Operations. The LFC Operations will be conveyed by DM messages through underlying DM-1 interface. 
2.3.3.4 LFCM-2

The LFCM-2 interface is exposed by LFC Management Server and allows LFC Client to send notifications about the outcome of LFC Operations to the LFC Management Server. These notifications will be conveyed by DM messages through underlying DM-1 interface.
2.3.4 Other Interfaces

2.3.4.1 DM-1

The DM-1 interface is defined in the OMA DM Enabler. It provides an interface over which DM Server may send device management operations to DM Client and DM Client may return status and alerts to DM Server.
2.3.4.2 DL-1

The DL-1 interface provides an interface over which LFC Content Server could send LFC Packages to the Delivery Client. The DL-1 interface may be implemented by existing transport mechanisms, such as DLOTA, HTTP, FTP etc.


2.4 Flows
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