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1 Reason for Change

Changes based on the input contribution OMA-MAE-2005-0386-Obigo-Comments-to-DCD-RD-Version-20051218 and agreed on the DCD teleconference 4th January 2006.
R01 adds changes agreed on the DCD teleconference11th January 2006 (for DCD-CSUB-001 and DCD-CPRE-004). 

R02 adds changes agreed on the DCD teleconference18th January 2006 (for DCD-CONT-008, DCD-IOP-003, DCD-IOP-005, DCD-SYS-001, DCD-SYS-002 and DCD-FUNC-007).
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to update the section 6 of the DCD RD according to the 6 Detailed Change Proposal below.
6 Detailed Change Proposal

Change 1:  The following requirements should be deleted
	DCD-FUNC-016
	The DCD-Enabled Client Application MAY be integrated in the wall paper of the mobile phone.
	

	DCD-FUNC-017
	The DCD Enabler SHALL support delivery of DCD Content to DCD Generic Clients that do not directly display the content, but use the content for DCD-Enabled Client Application configuration or arbitrary client-specific purposes.
	

	DCD-FUNC-021
	The DCD Enabler SHALL support the ability to download a package containing the data and the application.
	

	DCD-CPRE-002
	The DCD Enabler SHALL support the binding between DCD Content and other presentation Clients, which support multiple simultaneous presentation windows, e.g. RME.
	

	DCD-SYS-001
	The DCD Server SHALL support the bandwidth efficiency (e.g. content compression).
	

	DCD-SYS-002
	The DCD Generic Client SHALL support the bandwidth efficiency (e.g. content compression).
	


Change 2:  Change DCD-FUNC-025 according to below
	DCD-FUNC-025
	The DCD Enabler SHALL provide the ability for a DCD Service Provider to define a set of content categories for use in filtering or customising content
	


Change 3:  Change DCD-CSUB-001 according to below
	DCD-CSUB-001
	The DCD Enabler SHALL provide the capability for a user to subscribe to additional channels provided by the content provider.
	


Change 4:  Change DCD-CPRE-004 according to below
	DCD-CPRE-004
	The DCD Enabler SHALL provide the capability to display the DCD content according to user preferences
	


Change 5:  Change DCD-CONT-008 according to below
	DCD-CONT-008
	The DCD Generic Client SHALL support the elements of Content Items, including structure, style, and media object embedding, in order to achieve interoperability.
	


Change 6:  Change  DCD-IOP-003 according to below
	DCD-IOP-003
	The DCD Server SHOULD NOT send the content to a device that is not capable of rendering that content type.
	


Change 7:  Change  DCD-IOP-005 according to below
	DCD-IOP-005
	The DCD Generic Client SHALL identify its application type, version, device type and device capability to the DCD Server.
	


Change 8:  Change DCD-FUNC-007 according to below
	DCD-FUNC-007
	The DCD Enabler SHOULD support the bandwidth efficiency through both transport level and content level compression using standard techniques, e.g. GZIP compression..
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