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1 Reason for Change

In reviewing doc OMA-MAE-2006-0114R01-CR_WAE2_3_Minimum-URL-length  it was noted that the current RFC2396 (URI) has been superseded by RFC3986 (URI).

This CR addresses that change for the WAESpec per the minutes of 12-15 June 2006 (OMA-MAE-2006-0275-MINUTES_12June2006_F2F_Osaka). 

2 Impact on Backward Compatibility

To be assessed. See 3986 Appendix D for a hint. Read the formal ABNF in 3986 and the less formal one in 2396. Some delimiters go.
3 Impact on Other Specifications

No impact.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Members are asked to consider this CR.

6 Detailed Change Proposal

Change 1:  References

2. References

2.1. Normative References
	[RFC3986] 
	“Uniform Resource Identifiers (URI): Generic Syntax”, T. Berners-Lee, et al., January 2005. URL:http://www.ietf.org/rfc/rfc3986.txt


Change 2:  Abbreviations
3.3 Abbreviations
	URI
	Uniform Resource Identifier [RFC3986]

	URL
	Uniform Resource Locator [RFC3986]


Change 3:  URI Schemes

7.2. URI Schemes

<note: this shows the change in the context of the original text in WAESpec>

This section is normative.

WAE defines a number of URI schemes to identify resources. The general URI syntax is defined in [RFC3986]. 

Conformance: WAE User Agents and WAP proxies MUST be able to handle a URI that is at least 1024 octets. (WAESpec-URI-C-001, WAESpec-URI-S-001)

The following standard URI schemes are defined for WAE User Agents.

<note: this shows the change in the context of the agreed doc -MAE-2006-0114R01-CR_WAE2_3_Minimum-URL-length applied to the WAESpec>

This section is normative.
WAE defines a number of URI schemes to identify resources. The general URI syntax is defined in [RFC3986].

WAE User Agents and WAP proxies must support a URI with a minimum length. The length of the URI must not be specified in terms of octets as this leads to varying sizes of URIs depending on the internal implementation of a User Agent (see Note).
Conformance: WAE User Agents and WAP proxies MUST support  a URI with a minimum length of 1024 Unicode/ISO 10646 encoded characters as defined in [RFC3987]. (WAESpec-URI-C-001, WAESpec-URI-S-001)

NOTE. As an example, a URL stored as a URI [RFC3986] would have all characters UTF-8 encoded into one to four octets (bytes) per character. Any unreserved octets would then be percent encoded, yielding up to 12 octets for a single character, or a worst-case encoding of 12kbyte to store a 1024 character URL. A URL stored as an IRI [RFC3987] would have an encoding of two bytes per character or 2kbyte. 

Change 4:  7.2.1

7.2.1 The HTTP URL Scheme

This section is normative.

The HTTP URL scheme identifies a particular URI syntax suitable for naming resources stored on hypermedia origin servers (see [RFC3986]). The specification of an http scheme does not imply the use of a particular communication protocol between a User Agent and an origin server or a WAP proxy. A User Agent provides access to the origin server specified by the URI either directly using W-HTTP/HTTP, or via a WAP proxy that supports protocol conversion between HTTP and WSP. Alternatively, the URI may specify a network server, which combines the function of WAP version 1 protocol gateway and origin server into one entity. In this case, the resource is accessed directly across the WSP protocol.
Conformance: A WAE User Agent retrieving a resource specified by the HTTP URI scheme MUST communicate with a WAP proxy or the origin server using Wireless Profiled HTTP and/or WSP. (WAESpec-URI-C-002, WAESpec-URI-S-002)













NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

