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1 Reason for Change

These changes reflect a review by Orange SA.
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is requested to approve these changes.
6 Detailed Change Proposal

Change 1:  limit in mailto URI Schemes
5.3.1 Syntax

The following hname/hvalue pairs MUST be supported:

Subject – The “subject” header MUST be supported.

· Body– The “body” header MUST be supported. The body hvalue SHOULD not be more than 256 characters as some user agents have trouble with long URIs.
Note1: The user-agent SHOULD be architected to avoid any intrinsic limits to the number of characters supported in the body of the "mailto:" URI scheme. Effective limits may be present because some user-agents still have difficulties in supporting more than 256 characters.
Change 2:  Inform the user that a video telephony session is possible
5.4.1 Syntax

The following optional parameter is defined to act as a hint as to the intended usage for the tel: URI instance:

pname
        = "call-type"

pvalue         ="voice"/"fax"/"modem"/”pstn”/"video"/"sms"/"mms" 

Example :  tel:+4446543345;call-type=voice

The above example URI only suggests that the application performs a voice-call. However, this URI does not indicate a contractual obligation on the part of the application, only a hint as to the expectations on the part of the content creator – if it is not capable of the identified call-type, then, however, it is at liberty to accept, reject or select an alternative.
Editors Note: This addition will require the drafting of an Informational RFC.as per RFC3966 Section 5.4

As noted in ( [RFC3966]  Section 5.4) this parameter may be ignored, as it is optional. The terminal device SHOULD use best effort to execute the requested operation to the requested telephony endpoint.

Change 3:  Writing of "Common Usage" of http and https URI Schemes without context

5.1 : http:

The “http:” scheme MUST be supported by clients whenever there is an http stack implemented and/or a logical browsing user agent present.
Table 1 – http:

	
	

	Description
	This URI scheme specifies an internet resource that is accessible via the Hypertext Transport Protocol.

	Common Usage
	<a href=http://www.myprofile.foo />  http://www.myprofile.foo

	Logical User Agent
	Browser/content dispatch

	Standardization Status
	IETF Standards Track


Comment: In "Common Usage", context is explicitly defined. This is not in coherence with the other definitions (mailto, tel, sms, mmsto, sip). We suggest the writing: http://www.myprofile.foo
5.2 https:

The “https:”scheme MUST be supported by clients whenever there is a secure http stack implemented and/or logical browsing user agent present.
Table 2 - https:

	
	

	Description
	This URI scheme specifies an internet resource that is accessible via a secure end-to-end  Hypertext Transport Protocol connection

	Common Usage
	<a href=https://www.myprofile.foo />  https://www.myprofile.foo

	Logical User Agent
	Browser/content dispatch

	Standardization Status
	IETF Standards Track


Comment: In "Common Usage", context is explicitly defined. This is not in coherence with the other definitions (mailto, tel, sms, mmsto, sip). We suggest the writing: https://www.myprofile.foo












NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 4)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

