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1 Reason for Change

This document contains a number of changes to different sections of the architecture document for RME that intend to respond to comments received during the informal review by the ARCH group and comments received offline.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is requested to approve the proposed changes.
6 Detailed Change Proposal
Change 1:  Informative and normative references
Change the link to the RME RD document in the normative reference section.
Delete the informative reference to the RME RD

Add the following in the informative references section and reorganised by alphabetic order:

[OMA-PUSH-PPG]
“Push Proxy Gateway”, Open Mobile Alliance, OMA-WAP-TS-PPGService-V2_1, URL:http://www.openmobilealliance.org/


[OMA-PUSH-OTA]
“Push Over The Air Protocol”, Open Mobile Alliance, OMA-AD-Push-V2_2, URL: http://www.openmobilealliance.org/

[OMA-SIP_PUSH]
“Session Initiation Proticol”, Open Mobile Alliance, OMA-AD-SIP_Push_AD-V1_0_0, URL: http://www.openmobilealliance.org/

[OMA-MCC-AD].
“Mobile Commerce and Charging”, Open Mobile Alliance, OMA-AD-Charging-V1_0, URL: http://www.openmobilealliance.org/

[OMA-DCD-AD]
“Dynamic Content Delivery”, Open Mobile Alliance, OMA-AD-DCD-V1_0, URL: http://www.openmobilealliance.org/


[OMA-BCAST-AD]
“Mobile Broadcast Service”, Open Mobile Alliance, OMA-AD-BCAST-V1_0
URL: http://www.openmobilealliance.org/


[OMA-BCAST_Service_Guide]
 “Mobile Broadcast Service Guide”, Open Mobile Alliance, OMA-TS-BCAST_Service_Guide-V1_0_0, URL: http://www.openmobilealliance.org/


[OMA-BCAST_Services]
 “Mobile Broadcast Service”, Open Mobile Alliance, OMA-TS-BCAST_Services-V1_0, URL: http://www.openmobilealliance.org/


[OMA-BCAST_Distribution]
 “Mobile Broadcast Service Distribution”, Open Mobile Alliance, OMA-TS-BCAST_Distribution-V1_0_0, URL: http://www.openmobilealliance.org/


[OMA-BCAST_SvcCntProtection]
“Mobile Broadcast service protection”, Open Mobile Alliance, OMA-TS-BCAST_SvcCntProtection-V1_0  URL: http://www.openmobilealliance.org/


[OMA-BCAST_DVB_Adaptation].
“Mobile Broadcast service adaptation to DVB”, Open Mobile Alliance, OMA-TS-BCAST_DVB_Adaptation-V1_0_0, URL: http://www.openmobilealliance.org/


[OMA-PRS-SIMPLE-AD]
“Presence Simple” Open Mobile Alliance, OMA-AD-Presence_SIMPLE-V2_0, URL: http://www.openmobilealliance.org/


[OMA-CP-ARCH]
“Content Provisioning”, Open Mobile Alliance, OMA-TS-CP-ProvArch-V1_2, URL: http://www.openmobilealliance.org/

[OMA-DM-AD]
“Device Management”,Open Mobile Alliance, OMA-AD-DM-V1_0, URL: http://www.openmobilealliance.org/


[OMA-FUMO-AD]
“Firmware Update Management Object, Open Mobile Alliance, OMA-AD-FUMO-V1_0, URL: http://www.openmobilealliance.org/


OMA-SCOMO-AD].
“Software Component Management Object” Open Mobile Alliance, OMA-AD-SCOMO-V1_0, URL: http://www.openmobilealliance.org/


[OMA-UAPROF]
“User Agent Profile” Open Mobile Alliance, OMA-TS-UAProf-V2_0, URL: http://www.openmobilealliance.org/


[OMA-DPE]
“Device Profile Evolution”Open Mobile Alliance, OMA-AD-DPE-V1_0 URL: http://www.openmobilealliance.org/


[OMA-LOC]
“Location”, Open Mobile Alliance, OMA-AD-SUPL-V2_0, URL: http://www.openmobilealliance.org/


Change 2:  3.2 Definitions
Delete the sentence in the delivery context definition: By default provides timing information.
Change 3:  3.3 Abbreviations
Reorganise the abbreviation in alphabetic order.
Add the following:

DCD

Dynamic Content Delivery enabler

PSTOR

Persistent STORage enabler

BCAST

mobile BroadCAST services enabler

DVB

Digital Video Broadcasting

OTA

Over The Air

DPE

device Profile Evolution enabler

UAPROF
User Agent PROFile

PPG

Push Proxy Gateway

PAP

Push Access Protocol

SIP

Session Initiation Protocol

CP

Content Provisioning

SCOMO
Software Components Management Object
FUMO

Firmware Update Management Object

LOC

Location
Change 4:  5.3.5.3 BCAST

The BCAST enabler can be used in multiple ways along with the RME enabler. The RME enabler and the RME content are agnostic of the BCAST enabler. 

Interaction between the RME and BCAST enabler are as follows:

· The RME client may be used as the presentation layer of the BCAST Service Guide.

· Service Guide Function: BCAST Service Guide can be used to provide users with information about RME Services or Content. [OMA-BCAST_Service_Guide], [OMA-BCAST_Services]
· File / Stream Distribution Function: BCAST File and Stream Distribution Functions can allow respectively efficient file and streaming delivery for the broadcast of RME contents to RME Clients. [OMA-BCAST_Distribution]
· Service and Content Protection Function of BCAST can be used either to control access to RME content and RME stream or only to associated AV streams. [OMA-BCAST_SvcCntProtection]
A RME/BCAST adaptation specification may be needed during the Technical Specification Phase to allow and clarify the combined usage of RME and BCAST in particular over DVB bearer [OMA-BCAST_DVB_Adaptation]. Some interfaces are already defined in the BCAST specification [OMA-BCAST-AD], some other may be needed.

Change 5:  5.3.5.6 Device Provisioning

The RME enabler can make usage of the DPE enabler [OMA-DPE] to retrieve information on the available information available on the devices.
A user agent Profile may be defined for the RME enabler as part of the [OMA-UAPFROF] 
Device Provisioning and Management enablers may be needed to support RME Services and may be achieve according to [OMA-CP-ARCH], [OMA-DM-AD], [OMA-FUMO-AD] and [OMA-SCOMO-AD].
The definition of a Management Object for the RME enabler can be needed.


Change 6:  5.3.5.8 DCD

The RME server can be used as a content server to a DCD server. Some DCD server functionality can be incorporated in a RME server. In the first case, interfaces are defined in the DCD AD document. In the second case, interfaces between the two enablers are implementation dependant.

The Interfaces between the RME client and DCD client are defined in the [OMA-DCD-AD] 


Change 7:  5.3.5.9 SIMPLE PRESENCE

The RME and Presence Enabler can be used jointly in order to retrieve presence information of a user to be used as part of an RME service.

Interfaces defined by the presence enabler entity in [OMA-PRS-SIMPLE-AD] can be used.

The conditions under which the Presence Service is invoked and the methods to be used in any specific RME supported services are application-specific, and thus not defined by the RME Enabler.

Change 8:  5.3.5.10 LOCATION

The RME enabler can be used in conjunction with the Location enabler [OMA-LOC] in order to retrieve location information as part of a rich-media service.













NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 4)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20070101-I]

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 4 (of 4)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20070101-I]

