Doc# OMA-MAE-2007-0187-CR_[image: image1.jpg]"sOMaQa

Open Mobile Alliance



general CR for the RME TS
Change Request

Doc# OMA-MAE-2007-0186-CR_transport section of RME TS Change Request



Change Request

	Title:
	General CR for RME spec
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	MAE

	Doc to Change:
	OMA-TS-RME-V1_20070819

	Submission Date:
	21 August 2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Gaëlle Martin-Cocher, gmartincocher@rim.com
Research In Motion Limited

	Replaces:
	OMA-MAE-2007-0183R1-CR_General_CR_for_RME_TS


1 Reason for Change

See detail description
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

<statement describing impacts on other specifications, this may relate to dependencies (either way), or on related requirements or technology material covered in other documents

if changes are required in other documents describe the plan to handle these (e.g. companion CRs being submitted for those docs, liaisons with owning groups are proposed, etc.)>

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

<provide a description of the intended actions to be taken by the group>

6 Detailed Change Proposal

Change 1:  Modify Section 3.2 
	Normal Play Time
	

	RME data
	

	RME timeline
	

	RME Unit
	The smallest processable unit of RME data. For streaming delivery the RME Unit is equivalent to DIMS Unit as defined  in section 5.6 [DIMS]. For HTTP delivering the RME Unit equals the body of the DIMS unit.

	Rich media
	Media consisting of aggregation of a number of different media types such as vector graphics, still images, video and audio.

	Scene
	The description of  temporal and spatial layout of objects (included or by references) such as vector graphics, images, audios and their linkage to each other

	Scene Commands
	Information defining modifications to a scene.


Change 2:  Modify Section 7.2 with
7.2 State Management commands

The RME enabler contains a state management method. These are the save/restore/clean commands which operate on DOM attributes. The mechanisms are specified in section 5.5.2, in [DIMS] and SHALL be supported by the RME enabler.

The state management mechanisms can be a potential security risk. The security measures defined in 5.5.2 of [DIMS] SHALL be used.

An RME enabler may impose additional security mechanisms

7.3 Activation commands

The RME system SHALL support the activate/deactivate commands as specified in section 5.5.3 in [DIMS]. These commands operate on the nodes of the DOM tree and provide means to temporarily activate/deactivate a branch of the DOM tree. 

Change 3:  Modify section 9.2 with the following
9.2 RME defined events

9.2.1 Screen Orientation event
The RME enabler SHALL support the screen orientation event as defined in section 5.4.2.8 in [DIMS]. The RME enabler SHALL support the ScreenOrientationEvent interface as defined below. This interface is a superset and redefinition of the interface with the same name defined in [DIMS]. 
This interface provides contextual information associated with change in Screen Orientation modes. Supported event types are ScreenOrientationPotrait and ScreenOrientationLandscape.
interface ScreenOrientationEvent : Event
{

readonly attribute unsigned long screenWidth;

readonly attribute unsigned long screenHeight;

readonly attribute unsigned long screenAngle;

readonly attribute DOMString softKeysLocation;
}
Attributes

screenWidth - contains the new screen display or viewport width

screenHeight -contains the new screen display or viewport height

screenAngle – documents the angle between the primary axis of the screen, and vertical.

softKeysLocation - – 3-tuples of screen coordinate X, screen coordinate Y, and Key Identifiers..


9.2.2 Key Identifiers

The RME enabler shall, in addition to the key identifiers defined in [DOM3_EVENT] support the following key identifiers in the KeyboardEvent interface:
“Softkey_1” – The primary softkey. 

“Softkey_2” – The secondary softkey. 

“Softkey_3” – Optional softkey.

“Softkey_n” – Additional optional softkeys 4 and beyond where n indicates the number.

“Joystick_Left” – Indicates ‘left’ movement by the rocker/9-way switch. 

“Joystick_Right” – Indicates ‘right’ movement by the rocker/9-way switch.

“Joystick_Up” – Indicates ‘up’ movement by the rocker/9-way switch.

“Joystick_Down” – Indicates ‘down’’ movement by the rocker/9-way switch.

“Joystick_Center” – Indicates ‘center’ movement by the rocker/9-way switch
“Joystick_UpLeft” – Indicates ‘up/left’ movement by the rocker/9-way switch

“Joystick UpRight” -  Indicates ‘up/right’ movement by the rocker/9-way switch

“Joystick DownLeft” - Indicates ‘down/left’ movement by the rocker/9-way switch

“Joystick DownRight” - Indicates ‘down/right’ movement by the rocker/9-way switch


Editor’s note: 



 If possible align the with W3C key events.
Change 4:  Section 13
13   Host Services

13.1 
Font

RME Client implementations SHALL support downloadable OpenType fonts [OFF] with TrueType outlines. TrueType hinting SHALL be supported for improved text readability, and advanced typographic features MAY be supported.

SVG font support is included as part of the SVG specification. 

See Appendix C for guidelines on font usage.
Downloadable OpenType fonts SHALL be identified in the RME content using ‘font-face-src’ and ‘font-face-uri’ elements from [SVG].  

13.2 
Video

The video formats that are supported by the client device SHALL be accessible by the RME client. 
13.3 Image

The image formats that are supported by the client device SHALL be accessible by the RME client.
13.4 Audio

The audio formats that are supported by the client device SHALL be accessible by the RME client.
Note: In the ETR the required codecs will be specified on a per delivery context basis (e.g.: H263 and AAC+ for MBMS)




13. 5 Content security and protection 

The RME enabler does not define a particular content protection or security mechanism. The RME enabler MAY use the OMA DRM enabler to provide content protection. The usage of OMA DRM is implementation dependent.
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