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1 Reason for Change

This CR follows the discussion on document 134 that happened in Singapore.
Change 1 and 2 are fixes to existing parameters.

Change 3 is the actual change to the ruleset. It also comprises another rule type for “capping”.

Change 4 is a new section for Ad Engine sending notification to the Ad Server.

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group to review and agree this CR.
6 Detailed Change Proposal

Change 1:  AdEngineRulesResponse message
This message is used by the Ad Engine to receive rule(s) from Ad Server.
In the AdEngineRulesResponse message, the Ad Server SHALL be able to pass the parameters as described in the first column of Table 12, and the said parameters SHALL be of the type denoted in the second and third column of Table 12. The cardinality of each parameter in a given message SHALL be as denoted in the fourth column of Table 12.

Message format is as follows:
	Parameter name
	XML Type
	Data type
	Parameter cardinality
	Description

	MessageID
	A
	Integer
	1
	See description in section 5.1.

	AdServerID
	A
	String
	1 
	See description in section 5.1.

	MobAdRules
	E
	structure
	0..N
	Indicates the MobAd Rules information, for each rule, made available to the Ad Engine. 
 


Table 13: AdEngineRulesResponse message parameters
Change 2:  AdServerPushRules message
The “AdServerPushRules” message is used by the Ad Server to push MobAd Rule to MobAd Engine.
In the AdServerPushRules, the Ad Server SHALL be able to pass the parameters as described in the first column of Table 15, and the said parameters SHALL be of the type denoted in the second and third column of Table 15. The cardinality of each parameter in a given message SHALL be as denoted in the fourth column of Table 15.

Message format is as follow:

	Parameter name
	XML Type
	Data type
	Parameter cardinality
	Description

	AdServerID
	A
	String
	1 
	See description in section 5.1.

	MobAdRules
	E
	structure
	1..N
	Indicates the MobAdRules information, for each rule, made available to the Ad Engine. 
Refer Section 5.4.4.3 for MobAdRule structure.counttas the underlying  in the request.est, this needs to be matched.


Table 16: Parameters of Delv-1 AdServerPushRules message
Change 3:  Section 5.4.3.2.1 MobAd Rules
…
	Parameter name
	XML Type
	Data type
	Parameter cardinality
	Description

	RuleID
	A
	String
	1 
	Unique identifier for the MobAd Rule defined by Ad Server.
If the Ad Server sends the rule with an existing RuleID, that rule SHALL replace the existing rule.

	RuleType
	A
	Integer
	1 
	1: ReportFrequency
2: BatteryThreshold
3: AdCachingThreshold
4: SuspendResume
5:Capping
6-127: TBD for further usage 
128 – 255: for private usage 


	RuleValue
	A
	String
	1 
	If the rule type is “1: ReportFrequency”, this value means the maximum amount of time (in minutes) between two Ad Engine metrics reports to the Ad Server.
If the rule type is “2: BatteryLevelThreshold”,  this value represents the lower limit (in %) for the device battery level where device is able to perform the Ad Engine’s functions (e.g. reporting to the Ad Server. (e.g. 10%). )
If the rule type is “3: AdCachingThreshold”, this value represents the lower limit (in KB) of amount of ads cached in the device. Amount of Ads cached in the device should not fall short of the threshold drawn.
If the Rule Type is “4: SuspendResume”, this value represents the list (comma-separated tokens) identifying device/user related events (e.g. roaming, emergency/911, etc.) allowed to trigger suspension of advertising.
If the Rule Type is “5:Capping”, this value represent the overall capping (e.g. number, Kb, etc.) per unit (e.g. day, month, etc.,) for a user. (Example: 25 Ads per hour)



Table 314: MobAdRule parameters
5.4.4 Ad Engine to Ad Server Notification
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Figure X: Flow of Ad Engine to Ad Server notifications

Message and Information Elements:
	Message
	Requirement
	Direction

	AdEngineNotification
	Mandatory
	AdEngine ( Ad Server


5.4.4.1 Ad Engine Notification message

This message is used by the Ad Engine notify the Ad Server of particular conditions.
Message format is as follows: 
	Parameter name
	XML Type
	Data type
	Parameter cardinality
	Description

	AdEngineNotification
	E
	
	
	Indicate the name of the message

	AdEngineID
	A
	String
	1 
	See description in section 5.1.

	NotificationType
	A
	Integer
	1
	Indicate the type of the Notification. Can take the following values:
1- Advertising Suspended

2- Ad App uninstalled

3- Ad Engine to be uninstalled

4- Ad App denied permissions for Ad Engine API access
5- 256 reserved for future use.

	Value
	A
	String
	0..1
	Indicate the value associated with the notification type (e.g. can contain the AdAppID of uninstalled AdApp )


TableX:  AdEngineNotification parameters
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