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	Classification:
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 FORMCHECKBOX 
 3: Clerical

	Source:
	Kepeng Li, Huawei, likepeng@huawei.com
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1 Reason for Change

This CR aims to close the following CONRR comment:
	F001
	2009.11.22
	T
	6.1.1


	Source: Huawei

Form: INP 72

Comment: 
We have text about the Ad Engine receiving the Channel Guide, but there is no text for the server side to create the Channel Guide. It is inconsistent.

When the Ad Engine receives a DCD-CAR ApplicationRegistrationResponse message with the Channel Guide in the response, the Ad Engine can subscribe to the Ad-related DCD Channel to obtain the advertisement through the DCD Enabler.

Proposed Change: 
Add the corresponding sentence for the Ad Server creation of the Channel Guide.
	Status: CLOSED by this CR


2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is requested to review this contribution, for inclusion into the MobAd DCD Adaptation spec.

6 Detailed Change Proposal

Change 1:  Section 6.1.3
6.1.3    Ad Server Channel Registration
To register Ad channels with the DCD Enabler the Ad Server SHALL send a DCD-CPR ChannelRegistrationRequest message as described in section 7.2.1.5 of [DCD-TSS] to the DCD Server. 

Ad Server SHALL provide ‘Channel-Metadata’ parameters to facilitate adding these Ad channels to the Channel Guide by the DCD Server, this Channel Guide can be sent by the DCD Server to the Ad Engine through the DCD Client during the Ad Engine registration process. Channel Guide is the list of Channel Metadata for the Ad channels matching Ad Engine preferences.
The Ad Server SHALL set the value for the sub element ‘general-channel-metadata’ of ‘Channel-Metadata’ parameter to describe the channel (e.g. channel-id, channel-name, updated) as described in section 8.2.2.2.1 of [DCD-TSS].
Change 2:  Section 6.1.1

6.1.1    Ad Engine Registration
…
When the Ad Engine receives a DCD-CAR ApplicationRegistrationResponse message with the Channel Guide in the response, the Ad Engine can selectively subscribe to the Ad-related DCD Channels to obtain the advertisement through the DCD Enabler.
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