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1 Reason for Change

	B013
	2012.03.29
	T
	4.2
	Source: Telecom Italia

Form: OMA-CONR-2012-0051-MobSocNet_v1.0_CONR_Comments_Telecom_Italia

Comment: Device APIs are mentioned in scope of v1.0 but not addressed

Proposed Change: remove from scope of v1.0
	Status: OPEN
Response: 

Resolved by: 
Recorded in:

	B032
	2012.03.29
	T
	5.5
	Source: Telecom Italia

Form: OMA-CONR-2012-0051-MobSocNet_v1.0_CONR_Comments_Telecom_Italia

Comment: requirements related to Device APIs (MSN-DAPI-*) are not addressed

Proposed Change: postpone such requirements to future release
	Status: OPEN
Response: 

Resolved by: 
Recorded in:

	B033
	2012.03.27
	T
	5.5
	Source: Huawei

Form: OMA-CONR-2012-0052
Comment: Device API hasn’t been addressed in current ER.

Proposed Change: Move these section requirements to next release.
	Status: OPEN
Response: 

Resolved by: 
Recorded in:

	B067
	2012.03.29
	T
	7.4
	Source: Telecom Italia

Form: OMA-CONR-2012-0051-MobSocNet_v1.0_CONR_Comments_Telecom_Italia

Comment: the entire MSN-4 description is missing

Proposed Change: clarify that this interface is not defined in v1.0
	Status: OPEN
Response: 

Resolved by: 
Recorded in:

	B068
	2012.03.28
	T
	7.4
	Source: Huawei

Form: OMA-CONR-2012-0053
Comment: 
msn-4 api looks  smart, but it is the most ambigious one interface in our system . at least make it be a SHOULD optional feature.

Proposed Change:
Remove msn-4 or make a a optional one
	Status: OPEN / CLOSED

<provide response>


Proposal is to postpone the MSN-4 specified in future release and close above comments
2 Impact on Backward Compatibility

N/A

3 Impact on Other Specifications

N/A

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept the proposed changes.

6 Detailed Change Proposal

Change 1:  Modify  subsection in 4.2
4.2 Version 1.0

The version 1.0 of the MobSocNet Enabler SHALL cover at least:

· the interoperability between clients and servers and server-to-server federation of OMA Compliant SNs, supporting at least features such as:

· profile discovery;

· publication and sharing of contents, activities and follow-up actions;

· a set of Network APIs, to easily integrate OMA Compliant SN with external applications, as well as an appropriate privacy framework to control access to information through these APIs

Change 2:  Modify  subsection in 5.5

5.5 Device API Requirements

This section identifies the requirements for the Mobile Social Network Enabler related to Device APIs. The interactions with External SNs are only applicable when the gateway functionality is supported as in MSN-HLF-009.

	MSN-DAPI-001
	The MobSocNet Enabler SHALL mutually authenticate with device applications willing to use the MobSocNet Device API.

Informational Note: mutual authentication means that device applications authenticate themselves to certify their origin and the MobSocNet Enabler component on the device also certifies its authenticity 
	Future Release

	MSN-DAPI-002
	The MobSocNet Enabler SHALL provide a Device API to device applications that allows them to specify which kind of information/notifications it wants to receive and which kind of activities it wants to perform (see MSN-HLF-001 to MSN-HLF-004) from/towards each OMA Compliant SN / External SN.
	Future Release

	MSN-DAPI-003
	The MobSocNet Enabler SHALL provide a Device API to allow device applications to specify data traffic and time constraints (e.g. frequency of polling or notifications from OMA Compliant SNs and External SNs), subject to policies (e.g. service provider policies, device configuration policies).
	Future Release

	MSN-DAPI-004
	The MobSocNet Enabler SHALL ensure that device applications using Device API obtain user authorization for the requested interactions (see MSN-DAPI-002).
	Future Release

	MSN-DAPI-005
	The MobSocNet Enabler SHALL ensure that only authorized device applications are able to use the MobSocNet Device API.
	Future Release

	MSN-DAPI-006
	The MobSocNet Enabler SHALL provide a Device API to device applications that allows them to perform activities and/or receive information/notifications with OMA Compliant SNs and External SNs
	Future Release

	MSN-DAPI-007
	The MobSocNet Enabler SHALL allow access to the MobSocNet Device API to multiple device applications simultaneously.
	Future Release

	MSN-DAPI-008
	The MobSocNet Enabler SHALL support callback mechanisms in the MobSocNet Device API:

- to allow device applications to register callbacks, 

- to callback device applications (based on previous registration).

Informational Note: Callback events consist of specific notifications/ messages from OMA Compliant SNs, External SNs and local events (e.g. communication failures).
	Future Release


Change 3:  Modify  subsection in 6.3.3.4
6.3.3.4 MSN-4

This interface is exposed by the MSN Client to MSN Enabled Device Applications running on the device, according to their specific needs and permissions. As such, MSN-4 represents a Device API.
The supported functions of this interface include:

· Registration of a MSN Enabled Device Applications to the MSN Client
· Provide mutual authentication between MSN Enabled Device Applications and the MSN Client (see MSN-DAPI-001)

· Request and ensure user authorization for information/notifications that MSN Enabled Device Applications want to receive and the kind of activities they want to perform

· Accept requests from MSN Enabled Device Applications for data traffic and time constraints (e.g. frequency of polling or notifications)

· User account management (e.g. user profile management, linking a External Social Network account),

· Post, update and delete activities and follow-up actions from MSN Enabled Device Applications towards the MSN Client (e.g. post multimedia content)

· Request information from MSN Client about activities / follow-up actions (e.g. request a specific multimedia content) and subsequent delivery of this information to authorized MSN Enabled Device Applications

· Registration of the set of notifications the MSN Enabled Device Applications want to receive from the MSN Client (e.g. register the reception of notifications about comments to a specific multimedia content )

Informational Note: The technical definition of MSN-4 interface is postponed to a future release.

Change 4:  Modify  subsection in 7.4
7.4 MSN-4

The interface definition of MSN-4 is postponed to a future release and is not in the scope of MobSocNet 1.0. 
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