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1 Reason for Change

This CR is aimed to give the proximity-based social interaction example flow
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept the proposed changes.

6 Detailed Change Proposal

Change 1:  Add new section Appendix X. P2P example flow
Appendix X. Proximity-based social interaction example flow
 (Informative)
Following is an example flow of proximity-based social service which is connecting users with P2P communication interface. User1 is a group administrator. User2 and User3 are group members. User1, User2 and User3 are users of SNEW Client1, SNEW Client 2 and SNEW Client 3 in order.
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Figure 1: Example flow of proximity-based group service
1) User1 uses SNEW Client1 to create a proximity-based social group and the group creation request will be sent from SNEW Client 1 to SNEW Server through SNEW-1 interface. SNEW Client 1 gets the group ID from SNEW Server in response. 
2) The devices hosting SNEW Client 1, 2 and 3 perform the Device/Service discovery. 
3) User1 uses SNEW Client1 to invite User2 as a group member to the proximity-based social group. If User2 accepts the invitation from User1, the initial group is created. Then User3 uses the SNEW Client 3 to join the group and get the permission from User1 through SNEW Client1.
4) Users’ profiles and group profile can be exchanged.
5) User1 can register the group or update the group information through SNEW-1 by using SNEW Client 1

6) The group activities and reactions will be done by group users. 

7) If User3 wants to leave the group, User3 uses SNEW Client3 which sends group leave notification to SNEW Client 1. 

8) If User1 wants to terminate the group, User1 uses SNEW Client1 which sends group termination notification to all SNEW Clients.

9) The SNEW Client 1 will store the group activities and reactions.
10) User1 can upload the group activities and reactions as contents through SNEW-1 interface by using the SNEW Client 1.
11) If User1 wants to delete the group, User1 uses the SNEW Client1 which asks SNEW Server to delete the group through SNEW-1 interface.
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