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Reason for Change
R01 is based on the comments from Chris to revise some editorial errors.
R02 is based on the offline discussion with Mark, Thierry and   to provide a new style to define the API. And provide some more APIs.
R03 is based on the comments of support of UTF8.
This contribution provides the APIs to implement following requirements in RD.
 
[bookmark: _Toc297213386]6.4 Device related Functional Requirements
[bookmark: _Toc297213387]6.4.1 Device Service Functional Requirements
This section identifies the requirements for interfaces related to the Device elements.
	Label
	Description
	Release

	CMAPI-DEV-001
	The OpenCMAPI Enabler SHALL be able to provide the Name of the Manufacturer of the device
	1.0

	CMAPI-DEV-002
	The OpenCMAPI Enabler SHALL be able to provide the product model ID of the device
	1.0

	CMAPI-DEV-003
	The OpenCMAPI Enabler SHALL be able to provide the commercial name of the Device. 
	1.0

	CMAPI-DEV-005
	The OpenCMAPI Enabler SHALL be able to provide the Hardware Version
	1.0

	CMAPI-DEV-006
	The OpenCMAPI Enabler SHALL be able to provide the product type of the device one or several of the following:
· WCDMA
· CDMA
· LTE
· SCDMA
· WLAN
· Unknown

	1.0

	CMAPI-DEV-007
	The OpenCMAPI Enabler SHALL be able to provide the IMSI
	1.0



Impact on Backward Compatibility
None
Impact on Other Specifications
None
Intellectual Property Rights
Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.
Recommendation
The CD OpenCMAPI SWG should review and agree this CR.
Detailed Change Proposal
Add the definitions for the following APIs

5.  Application Programming Interfaces (APIs) Design
5.X   Device Service APIs
5.X.1 CMAPI_DevSrv_GetManufacturerName ()

The CMAPI_DevSrv_ GetManufacturerName () function retrieves the name of the manufacturer of the device.

	Prototype

	
unsigned long  CMAPI_DevSrv_GetManufacturerName (char *  pszManufacturerName, byte btSize )   




	Parameters

	Field Name
	Mode
	Description

	pszManufacturerName
	Output
	Character string containing the name of the device manufacturer

	btSize
	Input
	The size in byte of pszManufacturerName buffer



	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.



	

	









5.X.2  CMAPI_DevSrv_GetManufacturerModel

The CMAPI_DevSrv_GetManufacturerModel () function retrieves the product model ID of the device.

	Prototype

	
unsigned long CMAPI_DevSrv_GetManufacturerModel  (  char * pszModel , byte btSize )  




	Parameters

	Field Name
	Mode
	Description

	pstzModelInfo
	OutputPointer to a structure of type CMAPI_ST_PRODUCT_MODEL_ID
	Character string containing the product model ID of the device

	btSize
	Input
	The size in byte of pszModel buffer



	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.



	

	







5.X.3  CMAPI_DevSrv_GetDeviceName()

The CMAPI_DevSrv_GetDeviceName() function retrieves the commercial name of the Device.

	Prototype

	unsigned long CMAPI_DevSrv_GetDeviceName  (  char *  pszDeviceName, byte btSize )  




	Parameters

	Field Name
	Mode
	Description

	pszDeviceName
	Output
	Character string containing the commercial name of the Device

	btSize
	Input
	The size in byte of pszDeviceName buffer



	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.



5.X.4  CMAPI_DevSrv_GetHardwareVersion()

The CMAPI_DevSrv_GetHardwareVersion() function retrieves the hardware version of the Device.

	Prototype

	unsigned long CMAPI_DevSrv_GetHardwareVersion (char *  pszHardwareVersion, byte btSize )  




	Parameters

	Field Name
	Mode
	Description

	pszHardwareVersion
	Output
	Character string containing the hardware version of the Device

	btSize
	Input
	The size in byte of pszHardwareVersion buffer



	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.



5.X.5  CMAPI_DevSrv_ GetProductType()

The CMAPI_DevSrv_ GetProductType() function retrieves the product type of the device.

	Prototype

	unsigned long CMAPI_DevSrv_ GetProductType (int *  penProductType)  




	Parameters

	Field Name
	Mode
	Description

	penProductType
	Output
	Pointer to get the product type in bitmap
Bit 7 | Bit 6 | Bit 5 | Bit 4    || Bit 3 | Bit 2              | Bit 1    | Bit 0
N/A  | N/A  | N/A  | WLAN || LTE  | TD_SCDMA| CDMA | WCDMA/UMTS
Device unknown: (in binary) 0 0 0 0 0 0 0 0 
Device LTE and WCDMA/UMTS : 0 0 0 0 1 0 0 1
Device CDMA only : 0 0 0 0 0 0 1 0












	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.




5.X.6  CMAPI_DevSrv_ GetImsi ()

The CMAPI_DevSrv_ GetImsi () function retrieves the IMSI info from SIM card.

	Prototype

	unsigned long CMAPI_DevSrv_GetImsi (char *  pszImsi, byte btSize )  




	Parameters

	Field Name
	Mode
	Description

	pszImsi
	Output
	Character string containing the IMSI.

	btSize
	Input
	The size in byte of pszImsi buffer



	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.
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